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(GENERATOR ROOM) (GENERATOR ROOM) (GENERATOR ROOM) (MOTOR ROOM)

B SIZE — 279mm x 432mm
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(SEE NOTE 4)
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1. RUNNING RELAY IS LOCATED IN THE TOP-LEFT CORNER OF THE i WATER AND WASTE DEPARTMENT
GENERATOR OUTPUT BREAKER COMPARTMENT. DESIGNED BY: CHECKED BY: Wmmpeg
2. PROVIDE AND INSTALL NEW NEMA TYPE 4 JUNCTION BOX, COMPLETE K. SAPIAK B. CLEVEN
JWlBWCTTIgEMg‘:)'(-S-SlgEO:H'i?_LBQE gt‘DHI[:?GEHTTlF)'(Cglov'}m#ﬁMﬁ)\(CTP-DEPTH DRAWN BY: APPROVED BY: K. K. KEEWATIN UNDERPASS PUMPING STATION
COMPLETE WITH BACK PANEL. K. SAPIAK B. CLEVEN SAPIAK 2021 UPGRADES
3. IF THE GENERATOR BATTERY UTILIZES A 12 VDC BATTERY, THE SCALE: DATE: LOOP DIAGRAM
COMBUSTION AR DAMPER WILL NEED TO BE POWERED FROM N.T.S. 2020/12/16 Member
CONTROL PANEL CP—U81. USE SPARE 24 VDC POWER CONNECTION SSUED FOR CONSTRUGTION A9575 GENERATOR ROOM COMBUSTION AIR DAMPER
ON DRAWING 1-0304U—AQ004. SPARE RELAY CRO9 NORMALLY ' ‘ éj (( FV—UB94
CLOSED CONTACT (CRO9 COIL SHOWN ON DRAWING BY: < 7UREK DATEQOQ 10324 PR AN
1-0304U—A0010) WILL NEED TO BE IN SERIES WITH 24 VDC . LA
POWER CONNECT?ON TO COMBUSTION AR DAMPER. CONSULTANT NO- A CITY DRAWING. NUMBER SHEET REV. SIZE
4. NOT ALL CONDUCTORS ARE SHOWN ON THIS DRAWING. 00 | ISSUED FOR CONSTRUCTION 2021/03/24| KS | BC 2021-03-24 '] — OBO 4_ U — AOOB 3 O O '] OO B
NO. | REVISIONS DATE DESIGN | CHECK
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