Apr 29, 2021 — 10:25pm
P:\2021\211—-01765—00 — 2021 Street Maintenance\14.0 Tech & Professional Services\14.06 Drawings\03 Working Dwg\NB_Moray St_Working Dwg.dwg —tab:284—2021_211-01765—00—07

NOTES:

FOR CONTINUATION SEE
DWG 211—-01765—-00—06

386

392 398
2

404

-

CHLINE 8+05

MAT

395

1. ALL WORK AND MATERIALS TO BE IN ACCORDANCE WITH THE LATEST REVISION OF THE CITY OF WINNIPEG
STANDARD CONSTRUCTION SPECIFICATIONS.
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JOINTS IDENTIFIED ON THIS DRAWING ARE FOR TENDER PURPOSES ONLY.

CONTRACTOR TO CONFIRM THE LOCATION OF ALL UTILITIES/SERVICES IN THE FIELD PRIOR TO CONSTRUCTION.
RENEW CURB, BULLNOSE, SPLASH STRIP AND SIDEWALKS AS IDENTIFIED BY CONTRACT ADMINISTRATOR.

ALL PRIVATE WALKWAYS TO BE ADJUSTED TO NEW SIDEWALK OR TOP OF CURB ELEVATION, AS REQUIRED.
ADJUST MH FRAMES, CB RIMS, CURB INLETS, CURB STOPS AND VALVES TO NEW GRADES, AS REQUIRED.
MODIFIED BARRIER CURB TO BE CONSTRUCTED AT ALL INTERSECTION RADII AND BACK LANE RADII.
LAMP STANDARDS, HYDRO POLES, AND ANCHORS THAT REQUIRE TEMPORARY SUPPORT, REMOVAL OR
REPLACEMENT, TO BE DONE SO AT THE EXPENSE OF THE CONTRACTOR AS NECESSARY.
CONTRACTORS TO TAKE PRECAUTIONARY STEPS TO PROTECT EXISTING TREES WITHIN THE LIMITS OF
CONSTRUCTION FROM DAMAGE FROM CONSTRUCTION ACTIVITIES AS OUTLINED IN THE SPECIFICATIONS.
ALL BOULEVARDS TO BE SODDED UNLESS OTHERWISE NOTED.
FULL AND PARTIAL DEPTH JOINT REPAIRS TO BE FINALIZED IN THE FIELD PRIOR TO CONSTRUCTION. THE

yr g TRANSIT STOP

rs HYDRO POLE EDGE OF SIDEWALK

O MANHOLE B — FENCE

0 CATCH BASIN PROPERTY LINE

A CURB INLET | | —— — — — EDGE OF CONCRETE & ASPHALT

O HYDRANT DIAMOND GRINDING LIMITS RERERRIRRZY
® VALVE FULL DEPTH REPAIRS v )
d CURB STOP ASPHALT RENEWAL
—) ANCHOR CONCRETE PRESERVATION 1
#11 CIVIC ADDRESS BOULEVARD GRADING

EXISTING LEGEND-PLAN PROPOSED EXISTING LEGEND-PLAN PROPOSED

460

405

464

420
13

424

428

432

436

440 444

448

452 456
Z

oV

MATCHLINE 11410

419

468 - 472

476

423

480

427

MORAY STREET - SOUTH BOUND

.
el

MATCHLINE 11+10

431

NESS AVENUE

435 439

LIMIT OF CONCRETE

PRESERVATION

443

451

:EI:WEMO. / = = °g
;55 459 475 4791 483 : |
TRANSITION TO CONCRETEF]
PRESERVATION, MATCH EXISTING |
GRADE AS DIRECTED BY THE
CONTRACT |ADMINISTRATOR
WHOLE NUMBERS INDICATE MILLIMETRES
DECIMALIZED NUMBERS INDICATE METRES
m— mm— ENGINEERS
— GEOSCIENTISTS
MANITOBA
Certificate of Authorization
FOR TENDER PURPOSES ONLY WSP Canada Inc.
NOT FOR CONSTRUCTION No. 5750
BM WSP Canada Inc. | ENGINEER'S SEAL
;E'V' " \\ ) Suite 111 - 93 Lombard Ave @ THE CITY OF WINNIPEG
' Winnipeg, MB R3B 3B1
) I t204.943.3178 N PUBLIC WORKS DEPARTMENT
f. 204.943.4948
: el voTror L WINNIipeg  ENGINEERING SERVICES DIVISION
CITY DRAWING NUMBER
F AB/IM JM CONSTRUCTION  |5921 STREETS MAINTENANCE PRESERVATION PROGRAM N/A

LOCATION OF UNDERGROUND STRUCTURES AS E

SHOWN ARE BASED ON THE BEST INFORMATION b DRAWN AB APPROVED SM SHEET 07 OF 08

EXISTING UTILITIES ARE SHOWN OR THAT THE GIVEN | G al ol MORAY STREET NORTH AND SOUTH BOUND

LOCATIONS ARE EXACT CONFIRMATION OF

EXISTANCE AND EXACT LOCATION OF ALL SERVICES B HOR. SCALE 1:500 RELEASEDFOR == TENDER NO.

gﬂé,lFS(-)l—RBEEPORBOng\é%?NFGROM THE INDIVIDUAL UTILITIES A SSUED FOR PRELIMINARY DESIGN REVIEW o 5 VERTICAL N/A CONSTRUCTION CONSULTANT ACAD DWG. NO. ASPHALT REHAB | LITAION & CONCRETE PRESERVAT'ON 284-2021

NO. REVISIONS DATE BY DATE - DATE - 21 1-01 765-00-07 STA 8+05 TO NESS AVE



AutoCAD SHX Text
TRANSITION TO CONCRETE PRESERVATION, MATCH EXISTING GRADE AS DIRECTED BY THE CONTRACT ADMINISTRATOR 

AutoCAD SHX Text
455

AutoCAD SHX Text
460

AutoCAD SHX Text
459

AutoCAD SHX Text
464

AutoCAD SHX Text
463

AutoCAD SHX Text
468

AutoCAD SHX Text
467

AutoCAD SHX Text
472

AutoCAD SHX Text
471

AutoCAD SHX Text
476

AutoCAD SHX Text
475

AutoCAD SHX Text
480

AutoCAD SHX Text
479

AutoCAD SHX Text
484

AutoCAD SHX Text
483

AutoCAD SHX Text
TS

AutoCAD SHX Text
TS

AutoCAD SHX Text
424

AutoCAD SHX Text
423

AutoCAD SHX Text
428

AutoCAD SHX Text
427

AutoCAD SHX Text
432

AutoCAD SHX Text
431

AutoCAD SHX Text
436

AutoCAD SHX Text
435

AutoCAD SHX Text
404

AutoCAD SHX Text
405

AutoCAD SHX Text
410

AutoCAD SHX Text
416

AutoCAD SHX Text
419

AutoCAD SHX Text
420

AutoCAD SHX Text
389

AutoCAD SHX Text
386

AutoCAD SHX Text
395

AutoCAD SHX Text
392

AutoCAD SHX Text
398

AutoCAD SHX Text
440

AutoCAD SHX Text
439

AutoCAD SHX Text
444

AutoCAD SHX Text
443

AutoCAD SHX Text
448

AutoCAD SHX Text
447

AutoCAD SHX Text
452

AutoCAD SHX Text
451

AutoCAD SHX Text
456

AutoCAD SHX Text
VALVE

AutoCAD SHX Text
HYDRANT

AutoCAD SHX Text
CURB INLET

AutoCAD SHX Text
CATCH BASIN

AutoCAD SHX Text
MANHOLE

AutoCAD SHX Text
CURB STOP

AutoCAD SHX Text
HP

AutoCAD SHX Text
EDGE OF SIDEWALK

AutoCAD SHX Text
ASPHALT RENEWAL

AutoCAD SHX Text
EDGE OF CONCRETE & ASPHALT

AutoCAD SHX Text
PROPERTY LINE

AutoCAD SHX Text
HYDRO POLE

AutoCAD SHX Text
CONCRETE PRESERVATION

AutoCAD SHX Text
CIVIC ADDRESS

AutoCAD SHX Text
#111111

AutoCAD SHX Text
BOULEVARD GRADING

AutoCAD SHX Text
 ANCHOR

AutoCAD SHX Text
FENCE

AutoCAD SHX Text
FULL DEPTH REPAIRS

AutoCAD SHX Text
DIAMOND GRINDING LIMITS

AutoCAD SHX Text
TRANSIT STOP

AutoCAD SHX Text
FOR CONTINUATION SEE DWG 211-01765-00-06211-01765-00-06-06

AutoCAD SHX Text
MATCHLINE 8+05

AutoCAD SHX Text
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