1ISO A1 - 594mm x 841mm

Plotted: 11/17/2021 1:38 PM by Dave Lane

Last Saved: 10/21/2021 4:01 PM by DLane

X:\Proj\2019\190379200-2019-2023 Erin-Wall-Sargent Street\09. CAD\07 Sheets\Erin Street\1903792-Erin-PP-01.dwg

0+129.299 0+147.096 WEST BACK OF SIDEWALK 0+221.999 NOTES
233.20 CWN EL 232.936 W SW EL 233.053 CROWN WEST PROPERTY LINE W SW EL 232.903 233.20 1. ADJUST MH AND CB RIMS TO NEW GRADES.
0+122.137 0+139.040 0+157.096 WEST GUTTER 0+195.500 0+217.576 2. LAMP STANDARDS, HYDRO POLES, AND ANCHORS THAT
CWN EL 232.900 W SW EL 233.028 W SW EL 233.003 W SW EL 232.921 W SW EL 232.906 REQUIRE TEMPORARY SUPPORT AND BACKFILL TO BE
0+118.141 0.31% 0 0+150.000 0+210.000 DONE SO AT THE EXPENSE OF THE CONTRACTOR AS
CWN EL 232.920 ' =:90% W SW EL 232.922 W SW EL 232.899 NECESSARY.
b?§\° -0.35% 3. CONTRACTOR TO REGRADE/RENEW EXISTING PRIVATE
-0.509, 0.50%x 0.50%..  %/0.080 i ~ 1 >—-0.01% ~-0.15% .09% -0.07% SIDEWALKS TO LIMITS AS SHOWN. SIDEWALKS TO BE
=% 0507, - 2ol b 000%, -0.509 = 0.09% — ,Lg>‘5°\° RENEWED WITH CONCRETE UNLESS NOTED OTHERWISE.
- 7—0.53% v, > SN v * o | o =4 4. CONTRACTOR TO TAKE PRECAUTIONARY STEPS TO
Ay, B -50% 50/0 ——— - < -
232.80 —5\. —— e 232.80 PROTECT EXISTING TREES WITHIN THE LIMITS OF
0+118.141 0 — ey T — e — du CONSTRUCTION FROM DAMAGE FROM CONSTRUCTION
W GUT EL 232.862 —~0 — —_— T e 050%™ a / ACTIVITIES AS OUTLINED IN THE SPECIFICATIONS.
0+122.128 0+129.291 0+141.496 0+147 096 )+1571096 0.629 o ' ] . "1 0.50%== 5. CONTRACTOR TO CONFIRM THE LOCATION OF ALL
W GUT EL 232.883 | W GUT EL 232.919 CWN EL 232.900 . [ < —— . : UTILITIES/SERVICES IN THE FIELD PRIOR TO
or135548 CWN EL 232.900 CWN EL 232.850 = CONSTRUGTION
0+135.049 : W GUT EL 232.830 \—W GUT EL 232.780 . g 0+227.591 '
W SW EL 232.849 CWN EL 232.905 W SW EL 232,850 6. CB SD-023 & SD-024 OFFSETS ARE DIMENSIONED TO BOC.
0135550 CWN L 2% 013 EX CROWN OFFSETS ARE DIMENSIONED TO FACE OF CURB.
W GUT EL 232.888 : EX WEST GUTTER '
232.40 WEST PROFILE W GUT EL 232.543 232.40 7. IN GENERAL, PAVEMENT AND SIDEWALK AREAS TO BE
VERTICAL SCALE: 110 REMOVED, MATCH RECONSTRUCTION LIMITS.
3 2 3 2 8. REFER TO TENDER FOR DETAILS REGARDING TRAFFIC
T v 0 01 02 03 04 05m N N MANAGEMENT.
2 P P P 9. EXISTING LONG WATER SERVICES TO BE INSULATED
0+139.084 (SD-018). REFER TO TENDER FOR FURTHER
E SW EL 233.020 EAST BACK OF SIDEWALK REQUIREMENTS AND AS NOTED IN PLAN.
0+135.548 0+141.496 CROWN 10. ALL COSTS, MATERIALS AND LABOR ASSOCIATED WITH
CWN EL 232.905 E SW EL 233.094 EAST GUTTER THE RESTORATION OF THE CATHODIC PROTECTED
233.20 0+135.565 0+147.096 233.20 WATERMAIN WILL BE RESPONSIBILITY OF THE
0+122.137 E GUT EL 232.871 E SW EL 233.066 Or 160.000 Qu218.412 CONTRACTOR
CWN EL 232.900 : . E SW EL 232.949 E SW EL 232.905 '
0+118.141 0+129.299 Aolg ==0-50% 0+157-006 11. MATCH EXISTING GRADES AT DOOR SILLS.
' ' S E SW EL 232.966 0+191.810 0+214.010
CWN EL 232.920 CWN EL 232.936 ~~ L.009 12. ADJUST EXISTING WATER VALVES AND WATER SERVICE
00y E SWEL 232.876  E SW EL 232.814
¥ =~ — 0T 5 CURB STOPS TO GRADE.
A DALk —— 4 0+196.233
Y .65 505 5 — 0629 H SW EL 232726 13. WATERMAIN LOCATION TO BE VERIFIED HORIZONTALLY
_— F R e -0.507 S e o AND VERTICALLY PRIOR TO CATCHBASIN INSTALLATION
-0.507 DS — ' i e — S : NS (X (TO CONFIRM RECESSED INLETS).
=U. ~~~~ Y
232 80 il BE ~ \‘\x._.\ . 02 & 5 & 232.80 14. ADD 200.000 m TO ABBREVIATED ELEVATIONS TO OBTAIN
Bty vy T S sy — X U GEODETIC ELEVATION.
E GUT EL 232,828 04125.574 %U=Se = o —— T — e T 0.50%
0+122.154 E SW EL 232.852 0+147.096 O —0 S — T - T e
E GUT EL 232.866 ' ' TT—= T~ 0= =
: 0+129.316 CWN EL 232.900 ———_0.629 T—o—""70 ASBESTOS-CONCRETE WATERMAIN NOTES
E GUT EL 232.902 E GUT EL 232.813 0+157.096 S——— 0.50% . —
0+141.496 CWN EL 232.850 ————— m———— 1. USE OF VIBRATORY HEAVY EQUIPMENT WITHIN 3.0 METERS
CWN EL 232.900 E GUT EL 232.713 T ——— e HORIZONTALLY OF THE ASBESTOS-CONCRETE WATER
E GUT EL 232.841 MAIN CENTERLINE IS PROHIBITED FOR SUBGRADE AND
232.40 EAST PROFILE de195.500 EAST PRPPERTY LINE 232.40 SUB-BASE MATERIALS. THIS RESTRICTION DOES NOT
. CWN EL 232.613 EX CROWN . APPLY TO THE USE OF VIBRATORY ROLLERS ON THE
VERTICAL SCALE: 1:10 E GUT EL 232476 EX EAST GUTTER PAVEMENT SURFACE LAYERS AND BASE COURSE LAYER.
o o o o
= o 0 104 02103 o208 =) D 2. CONCRETE DEMOLITION AND REMOVAL WITHIN 3.0 METERS
& & ' : : 4 (Bom & & HORIZONTALLY OF THE ASBESTOS-CONCRETE WATER
MAIN SHALL BE COMPLETED BY SAW CUTTING OR USE OF
CHAINAGE 20117 | | Y HAND-HELD JACKHAMMERS. USE OF MACHINE MOUNTED
ALONG ¢ BODMAN ELECTRIC 20.117_| |\|; $| T - ERIN STREET CONCRETE BREAKERS ABOVE ASBESTOS-CONCRETE
PAVEMENT 5.334 4.724 4.724 ! 5.334 WATER MAINS IS PROHIBITED.
i 14 0+195.500 O/S 5.175 L
< | | gl o LLI 1800 DP CB (SD-024)
S o - ~\ 6 S 1w RIM EL 32.543, 150 N&S INV 31.328
o IR & ® \_Q w S 250 S INV 30.893, BOT 30.293
PARKING LOT 5 |8 & & - < C/W 250 x 1.83 SSP @ 10.0% & 2.8 VERTICAL RISER
2 | o CONNECT TO EX 525 SRS @ 0+194.500,
B | CONC/ o (@)
4.7 N \'/' ASPH 3 525 SRS INV £27.63
' - | I 300 = PARKING LOT
- U
MILL 1.00 m WIDE—| {18 s © LL [?] 150@ x 6.00 m SUBDRAINS ASPHALT PATCHING AS REQUIRED (TYP)
HEADER & OVERLAY. | o, 2 oo 1 [l E;miﬂOTNOSCLgEC-RETE C/W PLUGGED ENDS (TYP)
Ps o
MATEH X ORADES (TYF) i N\ T SEE DETAIL DWG 31 ASPHALT PATCHING AS REQUIRED (TYP REMOVE EX CP, LEAD & CB.
INSTALL DETECTABLE \l/ | be) 54139.552 | Q (TYP) ABANDON LEAD
s woserare | LI = I - CAUTION: GAS
ol WARNING TILE (TYP) % | ;l 2 LIMIT OF ASPHALT q o 2 ADJUST EX
IS ASPH S RECONSTRUCTION 0 —13 2 ASPH o CURBSTOP (TYP)
®| N R § ™ o o ]
‘ . . 694 . . :9\] R & &G # 720 Q
[32.963.--.133.0 T-33.028"" /-3 """" ~33.003" / """""""""""""""" 32,922 - e }g B2 b (32 800 132,008) . 132 S
____ I HYDROOH 0.50% osob - B . S i - A SN, SN AN - SN SN " N SR s U O
32.783 | =— 32827 902%32.919) — (32 s
CONC/ é\ 10
32.829 A 878 35 920)- (32 ; |
<SEwsn| [ ' i
<——q+——300 UNK CS —cF K 5‘_1_ —= E
-~ L____'.":: ol 050% > X (@)
32.808 — — — 32862 — — — — (32,9032 1K
——— - —150 CI WM R 00 :
32737 1 = 3278432800 %% SB8RR-(37 566)— (32,902 win— |0 ghppata o 22810 e L o] I
HYDRO OH ' g g o | g <« ' g 5 @
57 O 000 s BB e B A niisre iy /Earee ¢ 4 12
72 33.09 32.126 (B2.770) 15
1
R 8 8 I | | ; ADJUST EX B 8 & 2 & $ T
Q3 25 ] | A | 0 GV (TYP) INSTALL NEW MH F&C AP-006, AP-007 & | © < o 2 3 O
2| 2 | | z | @ 65 mm RISER RING, C/W CONCRETE | €| © @ >
i o IB 0+139.385 COLLAR (SEE DETAIL, DWG 31) &
» | Q ’
0+118.141 = | ‘ <§E | T N 8878.842 E 10062.751 ADJUST TO GRADE (TYP) 33.109 32.932 2
LIMIT OF CONCRETE ¥ | = | °
RECONSTRUCTION | CONG REMOVE EX CB &
RAISE EXISTING HYDRANT ~s © ‘8 < ASPHALT PATCHING AS REQUIRED (TYP) ABANDON LEAD
INSTALL 150 mm RISER Bs o & o
- o i o CONCRETE RECONSTRUCTION - RENEW CONCRETE APPROACH (SD-232) TYP.
. NO S -
FLANGE EL 33.120 A B PS [ R 250 PLAIN DOWELLED CONCRETE PAVEMENT o195 00 0 B R, e vt 200 REINFORCED CONCRETE
MILL 2.00 m WIDE HEADER & o ! o |CONC/| 100 - 20 mm BASE COURSE (GRANULAR A) RIM EL 32.479. 150 N&S INV 31.264 100 - 20 mm BASE COURSE (GRANULAR A)
OVERLAY, MATCH EX GRADES xl { ASPH 350 - 50 mm CRUSHED SUB-BASE (GRANULAR A) 43 : 275 - 50 mm CRUSHED SUB-BASE (GRANULAR A)
> 1] | | GEOGRID (CLASS A) 250 W INV 30.829, BOT 30.229 PREPARED SUBGRADE
4.27 T CI/W 250 x 8.77 SSP @ 8.0% & 2.25 VERTICAL RISER
2Ll _— | 3.00 SEPARATION / FILTRATION GEOTEXTILE FABRIC CONNECT T0 EX 525 SRS @ 0+193.800
9 896 05 3810 PREPARED SUBGRADE @ 500, LIMIT OF CONCRETE PAVEMENT RECONSTRUCTION
289 | ; 525 SRS INV £27.61
PARKING LOT === ENGINEERS
+ 1S GLo PLAN CASCADES CANADA INC —— T Chomeers
PISTON RING 680 WALL
A Certificate of Authorization
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WHOLE NUMBERS INDICATE MILLIMETRES 0 5 10 15m No. 1736
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LOCATION OF UNDERGROUND STRUCTURES BY BY P-3539-12
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TSNS T A INFORMATION AVAILABLE BUT NO DRAWN APPROVED SHEET OF
- CB LEAD/SSP/DCP - FENCE TOPSOIL & SOD i ’*&4’}*‘?33« GUARANTEE IS GIVEN THAT ALL EXISTING BY DML BY BWB NOV. 18, 2021 WOLEVER AVE TO NOTRE DAME AVE 12 31
- — . em— — — UTILITIES ARE SHOWN OR THAT THE GIVEN
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