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"Goldline" High Density 
Polyethylene (HDPE) perforated 
pipe (or approved substitute) c/w 
end caps and connectors. Pipe 
size as per Drawings

Slope bottom of trench 
min. 0.5%

2. PERFORATED DRAINAGE PIPE W/ FILTER CLOTH  - SOD CAP

19 mm clean stone 
backfill, lightly compacted

Subgrade

6 mm down crushed limestone

Surface varies, refer to 
Drawings
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Topsoil and sod/seed as 
per Drawings

 

 

 

 

 

 

3. PERFORATED DRAINAGE PIPE W/ FILTER CLOTH - 
COMPACTED GRANULAR CAP
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Non-woven geotextile. 
See Inset 4. Fabric Overlay
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REVISION:

NOTES:
1. Dimensions are in millimeters unless otherwise noted.
2. Drainage pipe connection to catch basin shall be as per City of Winnipg Standard 
Specification CW 3120.3.5.

Overlap fabric full 
width of trench @ top 
of trench typ.

4. FABRIC OVERLAY

Safety surfacing

Safety surfacing drainage layer per
Manufacturer's written specifications

Additional granular
drainage stone, as required

100 mm dia. "Goldline" High Density Polyethylene
(HDPE) perforated pipe (or approved substitute) c/w

end caps and connectors

19 mm clean stone backfill

Non-woven geotextile, refer
to inset 4. Fabric Overlay

0.5% (min.) trench slope
in direction of drainage

Min. 300

VA
R

IE
S

10
0 

m
in

.

1. PERFORATED DRAINAGE PIPE W/ FILTER CLOTH IN SAFETY SURFACING
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