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TOP OF CATCH
BASIN 

OUTFLOW TO SEWER

BOTTOM OF CATCH BASIN

Min 50mm -150mm Max

CUT HOLE MAXIMUM OF 25 mm 
LARGER THAN THE OUTSIDE
DIAMETER OF THE DRAINAGE 
PIPE. 

100mm - 150mm NON-PERFORATED 
HDPE PIPE

PERFORATED HDPE 
PIPE/MULTIFLOW AND TRENCHING 
AS PER 
SCD-659 OR SCD-661

CONNECT MULTIFLOW OR 
PERFORATED HDPE PIPE TO 
SOLID PIPE AS PER 
MANUFACTURER'S 
SPECIFICATION

FINISHED GRADE

GROUT CONNECTION OF 
DRAINAGE PIPE TO CATCH 
BASIN WITH CEMENT PATCHING 
COMPOUND TO FORM A 
WATERTIGHT AND 
STRUCTURALLY SOUND 
CONNECTION.

800 mm

NOTES:

1. Dimensions are in millimeters unless otherwise noted.

2. Multi-flow connection to  catch basin to be via Multi-Flow 100mm (4") end outlet into 100mm 
(4") HDPE pipe. HDPE pipe to be connected to catch basin as per City of Winnipeg Standard 
Specification CW 3120.3.5.

3. Supply cement patching compound in accordance with Section 2.10 of CW 2130.

4.No bends greater than 45° will be permitted to alter the grade or alignment of the drainage 
pipe for the catch basin connection. 
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