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EASTBOUND LANE RENEWAL
SCALE: NTS

1. ALL WORKS TO BE IN ACCORDANCE WITH THE LATEST
REVISION OF THE CITY OF WINNIPEG STANDARD
CONSTRUCTION SPECIFICATIONS.

2. LEGAL PLAN AND UNDERGROUND INFORMATION BASED ON
CITY OF WINNIPEG LBIS. CONTRACTOR TO VERIFY LOCATION
OF ALL UNDERGROUND STRUCTURES ON SITE.

3. STATION CHAINAGE IS BASED ON GUTTER OF WESTBOUND
TRANSCONA BOULEVARD.

4. ALL MEASUREMENTS TO BACK OF CURB
5. ALL EXISTING TREES TO BE PROTECTED AND MAINTAINED

THROUGHOUT CONSTRUCTION UNLESS NOTED OTHERWISE.
6. HAND OR SOFT DIG METHODS REQUIRED OVER GAS UTILITIES

AT INTERVALS DETERMINED BY THE CONTRACT
ADMINISTRATOR TO DETERMINE DEPTH OF COVER.

7. NO WORKS, INCLUDING CONCRETE CUTTING OR BREAKING, TO
BE UNDERTAKEN NEAR GAS LINES UNTIL DEPTH OF COVER IS
DETERMINED AND A MANITOBA HYDRO SAFETY WATCH
REPRESENTATIVE IS ON SITE.

8. ANY GAS MAINS OR SERVICES EXPOSED IN THE EXCAVATION
AREA TO BE ROCK WRAPPED IN ACCORDANCE WITH MANITOBA
HYDRO STANDARDS PRIOR TO WORK PROCEEDING ON SITE.

9. NO VIBRATORY COMPACTION PERMITTED WITHIN 1.0 OF GAS
MAINS.

10. CROSSFALL ACROSS SIDEWALK TRAVEL PATH TO BE 2% OR
LESS.

11. INSTALL 6.0-150Ø SUBDRAIN (SD-245) ON BOTH SIDES OF ALL
PROPOSED CATCH BASINS.

12. ALL BOULEVARDS AND LANDSCAPE AREAS TO BE SODDED.
LIMITS TO BE IDENTIFIED IN THE FIELD BY CONTRACT
ADMINISTRATOR.

INSTALL 38.4-150Ø
SUBDRAIN (SD-245)

GAS TO BE ABANDONED
(BY OTHERS)

CR-01

REPLACE ASPHALT LANE
AND CURB AND GUTTER

LIMIT OF ROADWAY REPAIR

RESET 40.0 - EXISTING FENCE

INSTALL JOINT SEALANT ALONG
ASPHALT/CONCRETE INTERFACE
FROM STA. 1+000 TO STA. 1+250

RENEWED SOD BETWEEN
SIDEWALK AND FENCE

PROFILE EASTBOUND

APX UTILITY OFFSETS FROM BOC:
1.0 WATERMAIN

2.1 LAND DRAINAGE
2.5 BELLMTS

TRANSCONA BOULEVARD POND
STABILIZATION AND ROADWORKS

ROADWAY REPAIRS
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