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2323 JUBILEE AVE - WESTBOUND 2323 CONSTRUCTION NOTES:
Eﬂ;ﬁff;g?ggg NORTH BACK EX GROUND AT STA = 2+745.93 1. ISOLATE MISCELLANEOUS ITEMS IN NEW CONCRETE
232.2 ' OF SIDEWALK S BACK OF PROPOSED CL LR = 931 936 232.2 WORKS AS PER SD-228C.
NORTH SIDEWALK STA = 2+737 81 STA = 2+750.82 2. ALL WORK AND MATERIALS TO BE IN ACCORDANCE
232.1 ELEV = 231 845 ELEV S 231950 232.1 WITH LATEST REVISION OF THE CITY OF WINNIPEG
ESL'IFEA\\/ = 2;;157-;5 ' ' STANDARD CONSTRUCTION SPECIFICATIONS.
232.0 \ 232.0 3. LEGAL PLAN AND UNDERGROUND INFORMATION FROM
\ \olo -0.32% CITY OF WINNIPEG LBIS. CONTRACTOR TO VERIFY ALL
] A. . UNDERGROUNDS IN THE FIELD.
231.9 — . a— 0 — . ) . / 231.9
o e — T ——. -0.36% 0.50% - 4. CONTRACTOR TO TAKE PRECAUTIONARY STEPS TO
231.8 0.50% c— O o 231.8 AVOID DAMAGE FROM CONSTRUCTION ACTIVITIES TO
i e ———— T ——— —— TREES WITHIN THE LIMITS OF CONSTRUCTION.
2317 0.50% ,——”” T ———__0.50% 231.7 5. LOCATION OF EXISTING SERVICES TO BE CONFIRMED IN
—_— - 0.50% e——— THE FIELD BY THE CONTRACTOR.
231.6 A= 231.6
STA = 2+667.64 e —— 6. INSTALL CB LEADS AT MIN. 1.0% SLOPE OR AS DIRECTED
ELEV = 231.778 WB CONTROL LINE STA = 2+737.81 BY THE CONTRACT ADMINISTRATOR
2315 ELEV = 231.654 231.5
EX WB GUTTER ' 7. INSTALL 6 m OF 150 mm SUBDRAIN TO CATCH BASINS IN
2314 WB GUTTER B.O.C. STA = 2+4715.12 2314 BOTH DIRECTIONS PARALLEL TO ROADWAY AS PER
: (6.35 m OFFSET) ELEV = 231.542 ' SD-245 AND CAP ENDS.
231.3 231.3 8. CONTRACTOR TO CONFIRM EXISTING LEAD INVERT
ELEVATIONS PRIOR TO INSTALLATION.
9. ALL EXISTING LONG WATER SERVICES INSULATED AS
PER SD-018.
2323 JUBILEE AVE - EASTBOUND 2323
' ' 10. GIVEN THE DEPTH OF THE EXISTING SEWER ON
SOUTH BACK OF SIDEWALK _ EX NDRTH MEDIAN GUTTER JUBILEE, EXTRA CARE SHOULD BE TAKEN WHILE
232.2 STA = 2+706.77 232.2 PREPARING BEDDING/FOUNDATION AND WHILE
STA = 2+667.64 STA = 2+696.80 ELEV = 231.749 STA = 2+737.07 EB RIGHT TURN NORTH BACKFILLING NEW CATCH BASINS. REFER TO SD-015
039 1 ELEV = 231.905 ELEV = 231.799 STA = 2+718.24 ELEV = 231.857 PAVEMENT EDGE 239 1 AND SD-009 FOR RISERS AND CONNECTIONS DETAILS.
. ELEV = 231.780 '
N\\
b —= — - STA = 2+751.08
2320 ——— STA = 2+73000 ELEV = 231 775 2320 SYMBOLS LEGEND
_ . T —— ELEV = 231.795 STA = 2+756.65 2319 REMOVALS /RELOCATES O
: - — o —— —— ELEV = 231.691 '
. — e — . -0.36% T —— 088% e Ommu -0.590 REMOVALS / RELOCATES (BY OTHERS)
0 . / — o 0 130/ ——' -§—§ /O
231.8 050% _ . ——" ~——_"0.50% 0.27% = O - ==do_ 7 _— 231.8
b ”’— ~\\\ ‘——§__ -____,._.——— - — . So 7,520 ADJUSTMENTS O
’—”_’ \~\\§;0-50% — e \\\/o
231.7 050% "7 —_———— I \ 231.7 ADJUSTMENTS (BY OTHERS)
B T . EX BACK OF SIDEWALK
2316 - —— e SOUTH BACK OF SIDEWALK 231.6 ABANDON
STA = 2+667.64 . -0.500
——. - O/o
EX EB GUTTER ELEV = 231.778 C— 0.50% .
2315 EB GUTTER B.O.C. . S = R 2315
9314 (6.35 m OFFSET) STA = 2+696.80 ) 7— —— 0314 CURB LEGEND
. ELEV = 231.633 EB RIGHT TURN _ .
EX EB GUTTER STA =2+737.07 STA = 2+756.65 180 BARRIER CURB - SEPARATE (SD-203A
o CONTROL LINE GU ELEY o 531 439 ELEV = 234 531 - ( )
: : 150 BARRIER CURB - INTEGRAL (SD-204)
2+650 2+675 2+700 2+725 2+750 2+775
180 BARRIER CURB - INTEGRAL (SD-204)
I; | MONOLITHIC CONC SPLASH STRIP (SD-223A)
| INSTALL 6.0 m OF 250 PVC CB LEAD AND O OR MONOLITHIC CONC MEDIAN SLAB (SD-226A)
1 Om >
. g\?VTﬁllgl_‘oﬁ:E :,\IJESASE_ '81224 CONNECT TO EX 450 CONCRETE SEWER o % MODIFIED BARRIER CURB (SD-203B)
| EXNORTH PROPERTY LINE J U B I L E E AVE RIM = 231.542, INV = 229,89 USING APPROVED SADDLE :
! CAUTION: GAS| ’ INV = + 227.285 Al SAFETY CURB (SD-206B)
' ‘ : H.o_ 60 mm LIP CURB (SEE DETAIL 10, SHEET 22)
WB CONTROL LINE = ’
I 485 f }483 479 | #75 r ’ o
= I t- - - . ‘ J- N
e - {231,957 ) 4™~
e e e (282,088 e e (2ot057) = ; S
| | [ ABBREVIATIONS:
| t | I
| | I
o [ = | | CONC CONCRETE MH MANHOLE
3 ; ! o | U) ASP  ASPHALT WV WATER VALVE
< ; A : ‘ L I OVLY OVERLAY EL ELEVATION
R | | ‘ |l ‘ GRAN GRANULAR CB CATCH BASIN
,E ______________________________________________________________________________________________ 5 | ‘ , | \ L | PVS PAVING STONE CP CATCH PIT
O | 2B e O | )\ ‘ ! TYP  TYPICAL Cl CURB INLET
L B BT 08 e e QDA 7B e T 4 A B O T MATCHEXGRADES(TYP) I prd EX EXISTING cL CONTROL LINE
% R REPLACE CONCRETE -/ T T e e e R T T e 048 ) | 47 | L N ‘ 0 m
T |- RISERFROM 0.3 m TO 0.8 m - o L L ol ‘ CONCRETE 3 o M ETRIC
oF- (MHBOOT0588) ~ ~ T N T T T T T > .--7 HEADER \17[22/ | o O
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DETECTABLE WARNING O

PCC: 2+701.38

EX SOUTH PROPERTY LINE

SD-228A (TYP)

462/

MONOLITHIC CONCRETE
MEDIAN SLAB SD-226A

ROUTE MARKER SIGNAGE TO BE
RELOCATED BY TRAFFIC MANAGEMENT

INSTALL 127 m O

EB LEFT TURN CONTROL LINE
SEE SHEET 19 FOR DETAILS

INSTALL DOUBLE CB PER SD-024
C/W AP-011 AND AP-012
RIM = 231.432, INV = 229.782

F 250 PVC CB LEAD AND CONNECT
TO EX CB LEAD AT TOP OF VERTICAL RISER

231.735

EB RIGHT TURN CONTROL LINE

I~ SERFACE TILES IN MEDIAN |

SD-229BB

WARNING

IF POWER EQUIPMENT OR EXPLOSIVES ARE TO BE
USED FOR EXCAVATION ON THIS PROJECT THE

PT: 2+766.65

N N L Ll

|
MONOLITHIC CONCRETE
BULLNOSE SD-227C (TYP)

—
i

A | A<

BELLMTS 6D

\ DETECTABLE WARNING
SURFACE TILE

SD-229AA (TYP)

CONTRACTOR MUST:

1. NOTIFY THE GAS COMPANY OF THE PROPOSED
LOCATION OF EXCAVATION.

2. TAKE PRECAUTION TO AVOID DAMAGE TO GAS
COMPANY INSTALLATIONS SEE PROVINCIAL
REGULATION 210/72 FOR DETAILS.

3. OBTAIN EXCAVATION PERMITS PRIOR TO
CONSTRUCTION.
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