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12 LD—11252 WEATHERDON AVENUE — GUELPH STREET TO HARROW STREET — STA 1425 TO STA 2+25 o e —— SURVEY BAR & *
13 LD—11253 CARTER AVENUE — GUELPH STREET TO STAFFORD STREET — STA 1450 TO STA 3+00 WM WATER MAIN SURVEY MONUMENT ® ®
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14 LD—11254 HECTOR AVENUE — GUELPH STREET TO STAFFORD STREET — STA 0+75 TO STA 1+75 - NHOLE @
15 LD—11255 HECTOR AVENUE — GUELPH STREET TO STAFFORD STREET — STA 1475 TO STA 2+75 ce CATCH BASIN TREE ~ CONIFEROUS %
16 LD—11256 EBBY AVENUE — GUELPH STREET TO STAFFORD STREET — STA 0+75 TO STA 1+75 :; CCUARTBCF:N:: HYDRO —
17 LD—-11257 EBBY AVENUE — GUELPH STREET TO STAFFORD STREET — STA 1475 TO STA 2+75 VERT. VERTICAL HYDRO POLE °H
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20 LD—11260 SPARLING AVENUE — WEST LIMIT TO HARROW STREET — STA 2415 TO STA 3+40 AL TYPICAL GU; AN;;f —
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1. ALL UNDERGROUND WORKS TO BE CONSTRUCTED IN ACCORDANCE WITH THE LATEST HDPE HIGH DENSITY POLYETHYLENE MAILBOX
REVISION OF THE CTY OF WINNIPEG STANDARD CONSTRUCTION SPECIFICATIONS. - RESTRESSED CONGRETE CYLINDER PIPE T TOLE
2. ALL EXISTING UNDERGROUND SERVICES SHOWN ON DRAWINGS ARE APPROXIMATE ONLY. JCcT JUNCTION
3. CONTRACTOR TO VERIFY LOCATIONS OF ALL EXISTING UNDERGROUND UTILITIES AND PROFILE
SERVICES PRIOR TO START OF CONSTRUCTION. HYDROVAC TO CONFIRM DEPTHS AND DESCRIPTION EXISTING PROPOS
LOCATIONS OF ALL EXISTING UTILITIES ALONG LDS SEWER ALIGNMENT. ED
‘ WATER PIPE =~ ———————
4. FOR DETAILS OF STANDARD MANHOLE AND LARGE DIAMETER MANHOLE SEE DWG.
LD—-11262. HYDRANT TOP +
5. STANDARD DROP MANHOLE SHALL COMPLY WITH C.O.W. DETAIL SD-010D. VALVE o ;_X: -
6. ALL NEW CATCH BASINS LEADS TO BE 250¢ OR 300¢ PVC SDR 35 PIPES (AS SHOWN I —
ON THE DRAWINGS). TEE OR CROSS o
7. ALL PIPE SHALL HAVE CLASS B BEDDING WHEN INSTALLED BY TRENCH METHOD. S T T
COUPLING OR BEND
8. CONTRACTOR TO INSTALL PIPE BY TRENCHLESS METHODS. - ——I— —— =
9. BACKFlL:. UNDER PAVEMENT & WITHIN 1.0 OF PAVEMENT ON REGIONAL STREETS TO BE REDUCER T - O e
10. BACKFILL UNDER PAVEMENT & WITHIN 1.0 OF PAVEMENT ON OTHER ROADWAYS TO BE END OF PIPE E)
CLASS 3. SEWER PIPE =~ @ ———————
11. BACKFILL IN BOULEVARDS TO BE CLASS 5. UNPAVED GROUND SURFACE S e
12. EXISTING SEWER AND WATER SERVICES TO BE REGRADED AS REQUIRED FOR PAVED GROUND SURFACE — ¢ PIPE
CONSTRUCTION OF THE NEW LDS PIPING. GUTTER (NORTH AND WEST)
13. EXISTING SERVICES OF THE COMBINED SEWER TO BE ABANDONED SHALL BE INSPECTED GUTTER (SOUTH AND EAST)
IN ADVANCE OF ABANDONING TO CONFIRM THAT NO REMAINING ACTIVE SERVICE G DITCH (NORTH AND WEST)
CONNECTIONS EXIST. € DITCH (SOUTH AND EAST)
14. ALL EXISTING COMBINED CLAY SEWERS IN CLOSE PROXIMITY OF ANY EXCAVATIONS OR STRUCTURE
SHAFTS TO BE INSPECTED PRE— AND POST—CONSTRUCTION. |
15. CONTRACTOR TO INSTALL SEWER SERVICE RISERS TO AN ELEVATION WHERE MINIMUM MANHOLE OR CATCH BASIN |
SLOPE OF 2.0% IS MAINTAINED FOR ALL SERVICES.
16. CONTRACTOR SHALL MITIGATE IMPACTS TO THE WORK AREA FROM SITE SURFACE
RUNOFF.
17. PEDESTRIAN ACCESS MUST BE MAINTAINED DURING CONSTRUCTION AT ALL TIMES UNLESS
OTHERWISE STATED. ALTERNATE ACTIVE TRANSPORTATION PATHWAY ROUTING TO BE
PROVIDED IN ACCORDANCE WITH CITY OF WINNIPEG REQUIREMENTS.
18. RESTORE ALL EXISTING SURFACES AND STRUCTURES, INCLUDING BUT NOT LIMITED TO
PAVEMENT, CURBS, SIDEWALKS, SOD TO PRE CONSTRUCTION CONDITIONS OR BETTER.
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