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REPLACE FIRST 1.5 m OF 200

CB LEAD FROM CB60004731

AND RE-TELEVISE CB LEAD

CL60006085

REPLACE FIRST 1.5 m OF 150

CB LEAD FROM CB60004734

AND RE-TELEVISE CB LEAD
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INSTALL DETECTABLE

WARNING TILE (TYP)

RENEW PRIVATE SIDEWALKS

AS REQUIRED (TYP)

REMOVE EX BUS STOP

RENEW 100 mm CONCRETE

SIDEWALK TO LIMITS SHOWN (TYP)

INSTALL NEW CB F&C AP-006,

AP-008, INSTALL NEW HOOD &

ADJUST TO GRADE

INSTALL NEW CB F&C AP-006,

AP-008, INSTALL NEW HOOD

& ADJUST TO GRADE

INSTALL NEW CB F&C AP-011,

AP-012, INSTALL NEW HOOD

& ADJUST TO GRADE

INSTALL NEW CB F&C AP-006,

AP-008, INSTALL NEW HOOD &

ADJUST TO GRADE

LIMIT OF ASPHALT MILL & OVERLAY

MATCH EX GRADES (TYP)

127 mm MONOLITHIC

CONCRETE SPLASH

STRIP (SD-223A)

(TYP)
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NORTH PROPERTY LINE

EX NORTH GUTTER

EX NORTH LANE LINE

EX NORTH MEDIAN GUTTER

SOUTH PROPERTY LINE

EX SOUTH GUTTER

EX SOUTH LANE LINE

EX SOUTH MEDIAN GUTTER

NORTH GUTTER

NORTH MEDIAN GUTTER

NORTH LANE LINE

SOUTH MEDIAN GUTTER

SOUTH LANE LINE

SOUTH GUTTER

NOTES

1. ADJUST MH AND CB RIMS TO NEW GRADES.

2. LAMP STANDARDS, HYDRO POLES, AND ANCHORS THAT

REQUIRE TEMPORARY SUPPORT, REMOVAL OR

REPLACEMENT, TO BE DONE SO AT THE EXPENSE OF

THE CONTRACTOR AS NECESSARY.

3. CONTRACTOR TO REGRADE/RENEW EXISTING PRIVATE

SIDEWALKS TO LIMITS AS SHOWN.  SIDEWALKS TO BE

RENEWED WITH CONCRETE UNLESS NOTED OTHERWISE.

4. CONTRACTOR TO TAKE PRECAUTIONARY STEPS TO

PROTECT EXISTING TREES WITHIN THE LIMITS OF

CONSTRUCTION FROM DAMAGE FROM CONSTRUCTION

ACTIVITIES  AS OUTLINED IN THE SPECIFICATIONS.

5. CONTRACTOR TO CONFIRM THE LOCATION OF ALL

UTILITIES/SERVICES IN THE FIELD PRIOR TO

CONSTRUCTION.

6. MODIFIED BARRIER CURB TO BE USED AT ALL

INTERSECTION RADII, BACK LANE RADII AND BULLNOSES.

7. CONTRACTOR TO OVERLAY DRIVEWAYS TO ENSURE

POSITIVE DRAINAGE TO NEW STREET GRADES.  FINAL

LIMITS TO BE DETERMINED IN THE FIELD BY CONTRACT

ADMINISTRATOR.

8. CB SD-023 & SD-024 OFFSETS ARE DIMENSIONED TO BOC.

CB SD-025 OFFSETS ARE DIMENSIONED O/C.

9. REFER TO TENDER FOR DETAILS REGARDING TRAFFIC

MANAGEMENT.

11. MATCH EXISTING GRADES AT DOOR SILLS.

12. ADJUST EXISTING WATER VALVES AND WATER SERVICE

CURB STOPS TO GRADE.

13. ADD 200.000 m TO ABBREVIATED ELEVATIONS TO OBTAIN

GEODETIC ELEVATIONS.

AC WATERMAIN NOTES

1. USE OF VIBRATORY HEAVY EQUIPMENT WITHIN 3.0 METERS

HORIZONTALLY OF THE ASBESTOS-CONCRETE WATER

MAIN CENTERLINE IS PROHIBITED.  THIS RESTRICTION

DOES NOT APPLY TO THE USE OF VIBRATORY ROLLERS ON

THE PAVEMENT SURFACE LAYER.

2. CONCRETE DEMOLITION AND REMOVAL WITHIN 3.0 METERS

HORIZONTALLY OF THE ASBESTOS-CONCRETE WATER

MAIN SHALL BE COMPLETED BY SAW CUTTING OR USE OF

HAND-HELD JACKHAMMERS.  USE OF MACHINE MOUNTED

CONCRETE BREAKERS ABOVE ASBESTOS-CONCRETE

WATER MAINS IS PROHIBITED.

WHOLE NUMBERS INDICATE MILLIMETRES

DECIMALIZED NUMBERS INDICATE METRES

METRIC
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BY

LOCATION OF UNDERGROUND STRUCTURES

AS SHOWN ARE BASED ON THE BEST

INFORMATION AVAILABLE BUT NO

GUARANTEE IS GIVEN THAT ALL EXISTING

UTILITIES ARE SHOWN OR THAT THE GIVEN

LOCATIONS ARE EXACT.  CONFIRMATION OF

EXISTENCE AND EXACT LOCATION OF ALL

SERVICES MUST BE OBTAINED FROM THE

INDIVIDUAL UTILITIES BEFORE PROCEEDING

WITH CONSTRUCTION.

NOTE:

SUPR. U/G STRUCTURES

COMMITTEE

LOCATION APPROVED

UNDERGROUND  STRUCTURES

DATE

BYREVISIONS YY/MM/DDNo.

TENDER No. 716-2021

2022-2023 REGIONAL STREET RENEWAL PROGRAM

GRANT AVENUE REHABILITATION

150 m EAST OF KENASTON BLVD TO MONTROSE ST

THE CITY OF WINNIPEG

PUBLIC WORKS DEPARTMENT

ENGINEERING DIVISION

CITY DRAWING NUMBER

19

51-012

233.942 m

N.W. Cor. Grant Ave. & Lanark St., Tblt. in S. Conc.

foundation of John Dafoe School, No. 1777 Grant Ave., 1.5 m

W. of S.E. Cor. & 0.2 m below top of foundation of school.
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