Mar 24, 2022 — 10:51am
P:\2021\211-12623—00 — 2022 Street Program Package 22—R—05\14.0 Tech + Prof Services\14.11 Highways_Bridges\14.11.06 Drawings\03 Working Dwg\211—12623—00_Sargent Ave_Clifton St_Plan&Profile.dwg —tab: 885—2021_Drawing_211-12623—00—20—RB

N2 AN LG WAL
290.0U 290.0U
PROPOSED NORTH GUTTER ~
PROPOSED SOUTH GUTTERX
233:40 | 23340
Y PROPOSED ALLEY (F_\\ .
n
\ \ B8
233-20 ~le 233-20
i Al GB STA 1+67.50 |1 33.20
ol8 EL = 232.915'\ =
o~ | | <
Slai GB STA 1+50.00 n|D
IR TEL = 232.860
233.00 : 3 “ ; ' - 233.00
V. [@2[e)] 4 et A, Al )
< = %——
ANN AN R R S I
" — A -
+N - & — A o
=l <|! .GB STA 1+07.50 \ E = A —— L. —— \ 73
= = ey o Gm— o wm— - o
nad on <| Sl EL = 232.645 — . g —T \ NI nnA on
204.0U Ry 2 o A e S T ———— DAY + 294.0U
" e 0.36% \ - AN =
/E — = i GBEETA 12 42278.88 N N <
— — =" — - — bl = . [V} (W]
STA 1+00.00 —— | — \ '\f)\\
b on EL = 232.605 — T T GB STA 1+30.00 A NN STA 1+78.30 232.60
£94.0OU ! STA H+oo (50 0. 53%——_ il EL = 232.760 EXISTING ALLEY [© \\\ EL = 232.538 494.0U
. I — =+ N
EL = 232605 |—1 L EXISTING NORTH| GUTTER \
N\_GB STA 1+07.50 EXISTING SOUTH GUTTER __STA 1478.30
Nt A0 EL = 232.645 EL = 232.459 oA AN
294.40 29240
L
N9 NN o 0 YoYo WaYa)
294.20 = 292.20
|_
=9
=
—1O
"R
232.00 o 232.00
" D N ) N~ l\% '
s T T T I3
S ; J 1. ALL WORK AND MATERIALS TO BE IN ACCORDANCE WITH THE LATEST REVISION OF THE CITY OF WINNIPEG
o ) f STANDARD CONSTRUCTION SPECIFICATIONS.
S ! | 2. CONTRACTOR TO CONFIRM THE LOCATION OF ALL UTILITIES/SERVICES IN THE FIELD PRIOR TO
T IR N CONSTRUCTION.
I 3. ALL ROADWAY DIMENSIONS SHOWN ARE TO BACK OF CURB.
4. EXISTING ASPHALT TO BE PLANED AS SHOWN OR AS DIRECTED BY CONTRACT ADMINISTRATOR.
Q‘“ 1 5. 150mm CONCRETE TEE AND MAIN APPROACHES AS DIRECTED BY CONTRACT ADMINISTRATOR.
A - 6. EXISTING SIDEWALK TO BE RENEWED AS PER SD—228A AND AS DIRECTED BY CONTRACT ADMINISTRATOR.
\ N o S\ g 7. PLANE/REMOVE EXISTING CURB AS DIRECTED BY CONTRACT ADMINISTRATOR.
\ 8 T 5\ % Q2% % ‘L 8. ALL PRIVATE WALKWAYS TO BE ADJUSTED TO NEW SIDEWALK OR TOP OF CURB ELEVATION, AS DIRECTED
E © 48 ” SR A o Od © BY THE CONTRACT ADMINISTRATOR.
PR —— CAUTION GAS o oz Q - 9. PAVEMENT REPAIR FABRIC TO BE INSTALLED AS DIRECTED BY CONTRACT ADMINISTRATOR.
oo N DX S - 10. ALL EXISTING PRIVATE APPROACHES TO BE RENEWED AS DIRECTED BY CONTRACT ADMINISTRATOR.
e . A #1010 #1008 #1004 ‘ 5 © X 11. INSTALLATION OF MOUNTABLE LIP CURBS AND THEIR LIMITS THROUGH PRIVATE APPROACHES TO BE
N s | 3 o Z = DETERMINED BY CONTRACT ADMINISTRATOR.
o | \ 0 = - 12. MODIFIED BARRIER CURB TO BE CONSTRUCTED AT ALL INTERSECTION RADIl AND ALLEY RADII
ffﬁwc@j\ N . T 13. CONTRACTORS TO TAKE PRECAUTIONARY STEPS TO PROTECT EXISTING TREES WITHIN THE LIMITS OF
— i) B , 3 ‘ CONSTRUCTION FROM DAMAGE FROM CONSTRUCTION ACTIVITIES AS OUTLINED IN THE SPECIFICATIONS.
LL i | [ N 14. LAMP STANDARDS, HYDRO POLES, AND ANCHORS THAT REQUIRE TEMPORARY SUPPORT, REMOVAL OR
LL 1 = l ? 2 X REPLACEMENT, TO BE DONE SO AT THE EXPENSE OF THE CONTRACTOR AS NECESSARY.
oY — | ‘ E % /= 15. WHERE UNSTABLE SUB GRADE ARE ENCOUNTERED, ADDITIONAL EXCAVATION AND PLACEMENT OF SUBBASE
= NI <\\\ | | 3owuvo 4 7 AS DIRECTED BY CONTRACT ADMINISTRATOR.
9p) I 31399N00 ¥ 16. ADJUSTMENTS TO PROPOSED CROSSFALL, WHERE REQUIRED, ARE TO BE DETERMINED BY CONTRACT
= g B . - - e : ——————— '_ ADMINISTRATOR TO SUIT EXISTING DRIVEWAYS, APPROACHES, GARAGE PADS AND YARDS.
E)J = NI — (232.645 e E— 232.860 § | 17. ALL BOULEVARDS TO BE SODDED UNLESS OTHERWSE NOTED.
S —0+4q™I | 1425 1+50 ) 1+88 18. ADJUST ALL WATER VALVES, HYDRANTS, MANHOLES, AND CATCH BASINS IN WORK AREA TO GRADE.
D —Hak - (232,620 —— ———— @l ==t = = —(232.730) - ——1 —— -~ === = ===+ Avd] 80 NANN-(232.865 )+ —— i " LIMIT OF RECONSTRUCTION 19. REMOVE, ADJUST AND SUPPLY PRECAST SIDEWALK BLOCKS AS DIRECTED BY CONTRACT ADMINISTRATOR.
g i Qf — (232.645) = (232760) S e __(232.890) _—| MATCH EXISTING GRADES
‘ My T R ERNOSSS S SN >
N * - \ _
I of ) \ NOTE 5 (TYP) N
E&V&i\m\ — |- \ w Y E o \\": —~ 1
X NS ’ 338 TN
<z il Y NES) M
\ °38 . N 3 N )
- .- = #990 #992 #996 i #9981 | 1 © L
(@] N~ ALY ~ ; (@)
g Jf 4 I— i % =
e LLI ) S Q
***** | i Id:J | § a
z o
ol [ = | 7 i
Qe wn ‘ ‘
) 10149 SN [ L
o R R Jod -~ P
\ 9 ®)
|_
FOR CONTINUATION SEE LL
DWG 211-12623—00-17 s
@
4.88
0.30 4.28 0.30 ROLLING
" N MOUNTABLE
g 2.14 , 2.14 L CURB
>__'| :: N —75 MAX
£ e ) &—7OFY<:t> -
o i Olw@lee
S VARIES 1 VARIES S e el e
al 0% 0 i ’j\ /O\ /F —
_ A A
= » 7 @ QO( YT ASPHALT
0.45 (TYP) 8\//(%\//(; 50 MA PAVEMENT
I A A METRIC
e T [ [ L e /( ) Q:\'( Y O(
50mm TYPE 1A ASPHALT PAVEMENT T Xy - / WHOLE NUMBERS INDICATE MILLIMETRES
70mm TYPE Il ASPHALT PAVEMENT . . DECIMALIZED NUMBERS INDICATE METRES
100mm BASE COURSE (GRANULAR 'A") 300 MAX
ATER AN &= N AR 300mm — 100mm SUBBASE (GRANULAR 'B’)
R SUBGRADE CLASS 'A’ GEOGRID s ENGINEERS
——————— | LAND DRAINAGE SEWER | == e— o~ HYDRO POLE & LIGHT STANDARD SEPARATION GEOTEXTILE ON PREPARED SUBGRADE TYPICAL MOUNTABLE LlP CURB DETA”— — ﬁiﬁ?T%EIXTISTS
NTS
——————| WASTE WATER SEWER |=———=e=——| o0 e |LIGHT STANDARD OR TRAFFIC SIGNAL| e—s / e—» e L
R FYDRO T FYDRO POLE JTZPICAL CROSS-SECTION FOR TENDER PURPOSES ONLY Certlfl\(l:vastsgf A:thlorlzatlon
N BELL/MTS = CURB RAMP L anaada Inc.
_— GAS DETECTABLE WARNING SURFACE TILE B3 NOT FOR CONSTRUCTION No. 5750
——————————— SIGNALS EDGE OF SIDEWALK
O MANHOLE () oo FENCE
O CATCH BASIN ] PROPERTY LINE LOCATIONS APPROVED GBM.  TOH @ SE CORNER OF ELLICE AVE AND SPRUCE ST 1\é\gSOPBC;nfdgllnc' ENGINEER'S SEAL @ TH E CITY O F WI N N I P EG
urfalo Flace
CURB INLET v | EDGE OF ASPHALT = |————— UNDERGROUND STRUCTURES | eev. 20 \\ \ ) Winnipeg, MB R3T 655
UTILITIES ADJUSTED ADO EDGE OF CONCRETE t. 204.477.6650 N PUBLIC WORKS DEPARTMENT
] PLUG ] MODIFIED BARRIER CURB | —=———— : H f. 204.474.2864 I I
2044742864 Winnipeg ENGINEERING SERVICES DIVISION
< HYDRANT '¢' - BARRIER CURB SUPV U/G STRUCTURES DATE G
® VALVE ® BARRIER CURB AND GUTTER F ;E(SIGNED AB E\I:ECKED RH 2022 LOCAL STREET RENEWALS CITY DRAWING NUMBER
d CURB STOP J CONC SIDEWALK NORTH OR WEST SIDEWALK | === = = = LOCATION OF UNDERGROUND STRUCTURES AS E SHEET OF
o SHOWN ARE BASED ON THE BEST INFORMATION DRAWN APPROVED
230.99 GROUND GRADE CONCRETE SLAB . = SOUTH OR EAST SIDEWALK é;{g#&%i?ﬁ}:‘gfgé@ﬁgﬁﬁ IC?RG.:_'\{;NI_TF:'ETG'?\I;EN D BY AB BY SM SARGENT AVE/ELLICE AVE 020 24
(231.00) PAVEMENT GRADE £31.000 ASPHALT C__—__1 ROADWAY CENTRELINE T T T | LOCATIONS ARE EXACT CONFIRMATION OF c LOR. SCALE 2022-03-24 MIDDLE EAST/WEST ALLEY
H ANCHOR MILLED SURFACE v NORTH OR WEST GUTTER |=+=—imiemem EXISTANCE AND EXACT LOCATION OF ALL SERVICES B | ISSUED FOR TENDER 2022/03/23 RB ' 1:250 RELEASED FOR TENDER NO
MUST BE OBTAINED FROM THE INDIVIDUAL UTILITIES VERTICAL CONSTRUCTION CONSULTANT ACAD DWG. NO. RECONSTRUCTION )
#A1 CIVIC ADDRESS PAVEMENT REPAIR FABRIC  |DOOOOOO0 ] | —m————— SOUTH OR EAST GUTTER |==rc==—+=—-=— BEFORE PROCEEDING A | DETAILED DESIGN REVIEW 2022/03/14 RB 1:10 885-2021
- - - + + -
EXISTING LEGEND-PLAN PROPOSED EXISTING LEGEND-PLAN PROPOSED EXISTING LEGEND-PROFILE PROPOSED NO. | REVISIONS DATE BY DATE MAY 2022 DATE 211-12623-00-20 STA. 1+00 TO STA. 1+78.33




	Sheets and Views
	20 885-2021_Drawing_211-12623-00-20-RB




