Mar 24, 2022 — 10:29am
P:\2021\211-12623—00 — 2022 Street Program Package 22—R—05\14.0 Tech + Prof Services\14.11 Highways_Bridges\14.11.06 Drawings\03 Working Dwg\211—12623—00_Sargent Ave_Clifton St_Plan&Profile.dwg —tab: 885—2021_Drawing_211—-12623—00—16—RB

N2 AN N2 AN
200.0U 200.0U
o
Ohn LA
o=
o1 A
e ﬁ « /
on
222 AN oS HPEETf 122302'32—\ - "/ N2 AN
299.4U = =3 0| = . < A 299.4U
o +[ I e A
o|N |y HP STA 14+55.003 A
p 3o < M\ EL = 233.180 GB STA 1+75.00
=k 22 || N 1 ~1 EL = 233.115 0
AN NN N~ +|o GB STA 14+35.00 " —— : _\ A A A ol& [0 Yo Yo WaYa)
L99.4V ? M ; Il EL = 233.080 / .__._,1%& ‘\\ A g g F4AOre WAV
o = _.—.—.-:°:_ e et p 1t S I
| bl 6B STA 1410.00 | _— T T e T T e s 57-_\ B STA 2000 41 GB STA 2+35.00
—_ _,_.-—0-—'_____———‘— —___"" //’
233-00 f— ] — === | /:/ PROPOSED WEST GUTTER — 1= = = S — Do G| 233-00
v i — =% 0% | —————— [ ==~ N_GB STA 1+35.00 e 17 T 03505==x L — T E— — | N .
== ﬁ"‘_/—ji:-——j\'—‘ EL = 233.080 PROPOSED EAST GUTITER — ° S = =TT T — AN *
i — = PROPOSED ALLEY —= eSS = o
/gs— 0.39%-=—" GB STA 1+10.00 ¢ T — T T —
STA 0+97.10 > ‘6[////& EL = 232.950 I e T r——l—. \ ——
23f 80 EL = 232.890 T \ EXISTING ALLEY € e = T— -.-o‘Er —— 232 80
o \_STA 0+97.10 | | | GBEETA 224530822 / - \_5_3\2_\‘ S — .
EL = 232.800 = EXISTING WEST GUTTER = : B
L EXISTING EAST GUTTER
N29 AN @) = [oYoYs WaYa
204.0U - = 294.0U
=5 -
2_
=5 S
o g
229 A0 ~ D o) iR 229 A0
LIl .7V oz 3 o s e S) &N = LJIL. 7V
+o F T + + F + +
o0 o+ - <+ - N N (o
= 5 ¢
o = % SPRUCE STREET
> X O
[l p =z
D (@]
(@] (@]
@) o
N o o
M o
=3
7) #977 #981 #983 #987 #991 Eﬁwwvj #997 ’ ? #1015 #1025 EWWWW #1055 #1063 #1065
— o[ NOTE 6 (TYP) 77777 E 1 NOTE 11 (TYP) E j / . E / ~
S e ) 2 R IR e 4 / 2 2 : j g / L o
= ST CAUTION NOTE 5 (TYP) E ﬁ e j ‘ EjARAcE er GARAGE | | camnce | 1 :; ) 1 % (@)
< BELLMIS CAUTION GAS 2 4 Wﬁlggzgj I CONCRETE | CONCRETE \ D% $ / ) | GARAGE &) I
™~ | CONCRETE v 11 \ CONCRETE L / / otz , o
! ’ GARAGE \ 4 \ 8 fo—o—on GARAGE / GARAGE CONCRETE < Z
I ) //ZSA::R:/A/G:ZE,:::N: i BRICK , o , ‘ 5 B 4 +\ ? Q i- (LLL /. /. 7 LLLLLLLLLL, H—D—Ww—j_w GRAVEL —I— o O
£ \ HP Lm | CONCRETE N ASPHAIT | I —— i o Al | CONCRETE CONCRETE 48 | —_—
L i |  A———) - — —  — p— T T = g= — p— —_ ‘ — N |_ I
o | / (232.950) —=— —~———(233.275) ———= (233.115) (232.925) (232.845) < M
0+80— BELLMTS Q 1425 T+50 T+7/5 00|00 2400 2425 Lol N
I ! w ! o ! (2321920 )1 ! ! T 2331150) ! w w ! ooy ! ! ! ! (2321825) | w o — 1= Do
350 GAS | ~ 350 GAS A 5 |Z N
LIMIT OF RECONSTRUCTIO i ————_(233.000) ‘ -~ (233180) — = | _ | _ (232.855) | 2 |E-
MATCH EXISTING GRADES 7 “ ; =y J‘ g?\ \ ] N | | a13om00 | ﬁ; == .. 8 % ‘I_
Q7 \ ] ‘ e I |
o| VL7 HOUSE 3 5 o'l \ | ERMSND) % W ///// e | | \ —
375 UNKN CS —| —— & RN A ; — | N | P e I A \ <§‘: O«
ol ‘] cARACE | ‘ §j \ 3LON0D "  SOVEvO j | j E 3 . ovavo 7 | (14 (@)
CAUTION GASH, /&[] " * | J[ f | e % : ﬁj el N S E j o=
,,,,,, — " LIJ (cﬂ 8 I ’ % E % 2 - % @M/ﬁzﬁ D
A ) | L My / #958 o #1964 #968 #972 #976 #980
] Z Z I (g )
z g LLI |
0 ° = I3
2 $ << |
L
O FOR CONTINUATION SEE CLIETON STREET
—l
= DWG 211-12623—00-—-21
L
NOTES:
1. ALL WORK AND MATERIALS TO BE IN ACCORDANCE WITH THE LATEST REVISION OF THE CITY OF WINNIPEG
STANDARD CONSTRUCTION SPECIFICATIONS.
2. CONTRACTOR TO CONFIRM THE LOCATION OF ALL UTILITIES/SERVICES IN THE FIELD PRIOR TO
CONSTRUCTION.
3. ALL ROADWAY DIMENSIONS SHOWN ARE TO BACK OF CURB.
4, EXISTING ASPHALT TO BE PLANED AS SHOWN OR AS DIRECTED BY CONTRACT ADMINISTRATOR. 4.88
5. 150mm CONCRETE TEE AND MAIN APPROACHES AS DIRECTED BY CONTRACT ADMINISTRATOR.
6. EXISTING SIDEWALK TO BE RENEWED AS PER SD—228A AND AS DIRECTED BY CONTRACT ADMINISTRATOR. 0.30 4.28 0.30
7. PLANE/REMOVE EXISTING CURB AS DIRECTED BY CONTRACT ADMINISTRATOR. W "
8. ALL PRIVATE WALKWAYS TO BE ADJUSTED TO NEW SIDEWALK OR TOP OF CURB ELEVATION, AS DIRECTED Z 214 | 2.14 <
BY THE CONTRACT ADMINISTRATOR. 20 :—'
9. PAVEMENT REPAIR FABRIC TO BE INSTALLED AS DIRECTED BY CONTRACT ADMINISTRATOR. = b ROLLING
10. ALL EXISTING PRIVATE APPROACHES TO BE RENEWED AS DIRECTED BY CONTRACT ADMINISTRATOR. o o MOUNTABLE
11. INSTALLATION OF MOUNTABLE LIP CURBS AND THEIR LIMITS THROUGH PRIVATE APPROACHES TO BE S VARIES * VARIES % CURB
DETERMINED BY CONTRACT ADMINISTRATOR. el — _1.0%_ 1.0% L —— g
12. MODIFIED BARRIER CURB TO BE CONSTRUCTED AT ALL INTERSECTION RADII AND ALLEY RADII = o — —— — 0 O 75 MAX
13. CONTRACTORS TO TAKE PRECAUTIONARY STEPS TO PROTECT EXISTING TREES WITHIN THE LIMITS OF 7L heetly 77 s ul N A T _
CONSTRUCTION FROM DAMAGE FROM CONSTRUCTION ACTIVITIES AS OUTLINED IN THE SPECIFICATIONS. 0.45 (TYP) H OO HTH
14. LAMP STANDARDS, HYDRO POLES, AND ANCHORS THAT REQUIRE TEMPORARY SUPPORT, REMOVAL OR T — = e e
REPLACEMENT, TO BE DONE SO AT THE EXPENSE OF THE CONTRACTOR AS NECESSARY. B s ETE NN NN ) /(’j I
15. WHERE UNSTABLE SUB GRADE ARE ENCOUNTERED, ADDITIONAL EXCAVATION AND PLACEMENT OF SUBBASE 7,¥ Q¥ A
50mm TYPE 1A ASPHALT PAVEMENT YO )T ASPHALT
AS DIRECTED BY CONTRACT ADMINISTRATOR. ANPASTANPANOAY
16. ADJUSTMENTS TO PROPOSED CROSSFALL, WHERE REQUIRED, ARE TO BE DETERMINED BY CONTRACT 70mm TYPE Ill ASPHALT PAVEMENT e e e S0 MA PAVEMENT
ADMINISTRATOR TO SUIT EXISTING DRIVEWAYS, APPROACHES, GARAGE PADS AND YARDS. 100mm BASE COURSE (GRANULAR 'A%) DY OV METRIC
17. ALL BOULEVARDS TO BE SODDED UNLESS OTHERWISE NOTED. 300mm — 100mm SUBBASE (GRANULAR 'B’) STHYCST ST
18. ADJUST ALL WATER VALVES, HYDRANTS, MANHOLES, AND CATCH BASINS IN WORK AREA TO GRADE. SUBGRADE CLASS 'A’ GEOGRID >V\>V\\>
19. REMOVE, ADJUST AND SUPPLY PRECAST SIDEWALK BLOCKS AS DIRECTED BY CONTRACT ADMINISTRATOR. SEPARATION GEOTEXTILE ON PREPARED SUBGRADE NSy / g:c?&imgygﬁm :BNEDRICS;AII-\IJ—EI,\CIEIX_'II:IIEMAEI-EFEIEIESS
TYPICAL CROSS-SECTION ~—s00 wAx—+]
_— WATER MAIN — — -EH- IRON BAR NTS s mmmw ENGINEERS
]
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