
LOCATION OF UNDERGROUND STRUCTURES AS
SHOWN ARE BASED ON THE BEST INFORMATION
AVAILABLE BUT NO GUARANTEE IS GIVEN THAT ALL
EXISTING UTILITIES ARE SHOWN OR THAT THE GIVEN
LOCATIONS ARE EXACT CONFIRMATION OF
EXISTANCE AND EXACT LOCATION OF ALL SERVICES
MUST BE OBTAINED FROM THE  INDIVIDUAL UTILITIES
BEFORE PROCEEDING

LOCATIONS APPROVED
UNDERGROUND STRUCTURES

885-2021

12 24

211-12623-00-12 STA. 1+70 TO STA. 2+53.86

AG/RB

RB

RH

SM

1:250
1:10

MAY 2022
DETAILED DESIGN REVIEW  2022/03/14 RB

ISSUED FOR TENDER

 

 

 

 

 

 

2022/03/23

 

 

 

 

 

 

RB

 

 

 

 

 

 

TOH @ NE CORNER OF LENORE STREET AND PALMERSTON AVENUE

232.220

PALMERSTON AVENUE

ASPHALT RECONSTRUCTION
 

AutoCAD SHX Text
PROPOSED ROADWAY CENTRELINE

AutoCAD SHX Text
EXISTING SOUTH  

AutoCAD SHX Text
EXISTING NORTH  

AutoCAD SHX Text
EXISTING ROADWAY  

AutoCAD SHX Text
PROPOSED NORTH SIDEWALK

AutoCAD SHX Text
PROPOSED NORTH GUTTER

AutoCAD SHX Text
PROPOSED SOUTH GUTTER

AutoCAD SHX Text
PROPOSED NORTH & SOUTH GUTTER

AutoCAD SHX Text
EXISTING SOUTH GUTTER

AutoCAD SHX Text
EXISTING NORTH GUTTER

AutoCAD SHX Text
#920

AutoCAD SHX Text
#924

AutoCAD SHX Text
#928

AutoCAD SHX Text
#932

AutoCAD SHX Text
#936

AutoCAD SHX Text
#917

AutoCAD SHX Text
#919

AutoCAD SHX Text
#921

AutoCAD SHX Text
#923

AutoCAD SHX Text
HP

AutoCAD SHX Text
50 GAS

AutoCAD SHX Text
300 GAS

AutoCAD SHX Text
300 GAS

AutoCAD SHX Text
100 GAS

AutoCAD SHX Text
300 GAS

AutoCAD SHX Text
100 GAS

AutoCAD SHX Text
450 GAS

AutoCAD SHX Text
300 GAS

AutoCAD SHX Text
100 GAS

AutoCAD SHX Text
300 GAS (ABAND)

AutoCAD SHX Text
300 GAS (ABAND)

AutoCAD SHX Text
150 CI WM

AutoCAD SHX Text
150 CI WM

AutoCAD SHX Text
150 CI WM

AutoCAD SHX Text
150 CI WM

AutoCAD SHX Text
150 CI WM

AutoCAD SHX Text
BELLMTS

AutoCAD SHX Text
BELLMTS

AutoCAD SHX Text
300 UNK CS

AutoCAD SHX Text
300 UNK CS

AutoCAD SHX Text
375 UNK CS

AutoCAD SHX Text
350 AC CS

AutoCAD SHX Text
300 UNK CS

AutoCAD SHX Text
GATE  CHAMBER

AutoCAD SHX Text
300 UNK CS

AutoCAD SHX Text
EX SIDEWALK

AutoCAD SHX Text
EX SIDEWALK

AutoCAD SHX Text
(231.44)

AutoCAD SHX Text
(231.66)

AutoCAD SHX Text
REMOVE EX CATCH BASIN AND CURB INLET; ABANDON AND PLUG EX LEAD

AutoCAD SHX Text
INSTALL 1800 CATCH BASIN AS PER SD-024 c/w BARRIER CURB AND GUTTER INLET FRAME AND COVER RIM 231.280; INV 229.48 CONNECT TO EX 300 UNKN CS WITH 4.7m OF 250 PVC LDS @ 22.6% EX 300 UNKN CS INV ±228.43

AutoCAD SHX Text
#923

AutoCAD SHX Text
#921

AutoCAD SHX Text
REMOVE EX CATCH BASIN AND CURB INLET; ABANDON AND PLUG EX LEAD

AutoCAD SHX Text
INSTALL 1800 CATCH BASIN AS PER SD-024 c/w BARRIER CURB AND GUTTER INLET FRAME AND COVER RIM 231.280; INV 229.48 CONNECT TO EX 300 UNKN CS WITH 4.1m OF 250 PVC LDS @ 26.4% EX 300 UNKN CS INV ±228.43

AutoCAD SHX Text
NOTE 8 (TYP)

AutoCAD SHX Text
#928

AutoCAD SHX Text
375 SDR 35 PVC

AutoCAD SHX Text
ADJUST RIM TO FINISHED GRADE RIM 231.55 INV E 228.63 INV W 228.68

AutoCAD SHX Text
SL

AutoCAD SHX Text
SH (ABAND)

AutoCAD SHX Text
SL

AutoCAD SHX Text
SL

AutoCAD SHX Text
SL

AutoCAD SHX Text
EX SIDEWALK

AutoCAD SHX Text
1.0%

AutoCAD SHX Text
1.2%

AutoCAD SHX Text
0.8%

AutoCAD SHX Text
0.8%

AutoCAD SHX Text
1.3%

AutoCAD SHX Text
1.4%

AutoCAD SHX Text
1.0%

AutoCAD SHX Text
1.0%

AutoCAD SHX Text
CAUTION: GAS

AutoCAD SHX Text
CAUTION: WM

AutoCAD SHX Text
REMOVE EX SIDEWALK

AutoCAD SHX Text
x

AutoCAD SHX Text
x

AutoCAD SHX Text
CAUTION: GAS

AutoCAD SHX Text
INSULATE EXISTING WATER SERVICES AS PER SD-018 (TYP.)

AutoCAD SHX Text
ADJUST MH RIM TO FINISHED GRADE RIM   231.65 INV N 228.45

AutoCAD SHX Text
100 GAS

AutoCAD SHX Text
(231.45)

AutoCAD SHX Text
NORTH OR WEST GUTTER 

AutoCAD SHX Text
ROADWAY CENTRELINE

AutoCAD SHX Text
SOUTH OR EAST GUTTER 

AutoCAD SHX Text
231.000

AutoCAD SHX Text
PAVEMENT GRADE

AutoCAD SHX Text
VALVE

AutoCAD SHX Text
BELL/MTS

AutoCAD SHX Text
GAS

AutoCAD SHX Text
HYDRANT

AutoCAD SHX Text
UTILITIES ADJUSTED

AutoCAD SHX Text
CURB INLET

AutoCAD SHX Text
CATCH BASIN

AutoCAD SHX Text
MANHOLE

AutoCAD SHX Text
WASTE WATER SEWER

AutoCAD SHX Text
LAND DRAINAGE SEWER

AutoCAD SHX Text
WATER MAIN

AutoCAD SHX Text
GROUND GRADE

AutoCAD SHX Text
CURB STOP

AutoCAD SHX Text
HYDRO

AutoCAD SHX Text
SIGNALS

AutoCAD SHX Text
PLUG

AutoCAD SHX Text
HP

AutoCAD SHX Text
EDGE OF SIDEWALK

AutoCAD SHX Text
LIGHT STANDARD OR TRAFFIC SIGNAL

AutoCAD SHX Text
MODIFIED BARRIER CURB

AutoCAD SHX Text
CURB RAMP

AutoCAD SHX Text
CONC SIDEWALK

AutoCAD SHX Text
CONCRETE SLAB

AutoCAD SHX Text
EDGE OF ASPHALT

AutoCAD SHX Text
PROPERTY LINE

AutoCAD SHX Text
HYDRO POLE

AutoCAD SHX Text
ASPHALT

AutoCAD SHX Text
CIVIC ADDRESS

AutoCAD SHX Text
BARRIER CURB

AutoCAD SHX Text
#111111

AutoCAD SHX Text
MILLED SURFACE

AutoCAD SHX Text
IRON BAR

AutoCAD SHX Text
 ANCHOR

AutoCAD SHX Text
HYDRO POLE & LIGHT STANDARD

AutoCAD SHX Text
230.99

AutoCAD SHX Text
DETECTABLE WARNING SURFACE TILE

AutoCAD SHX Text
PAVEMENT REPAIR FABRIC

AutoCAD SHX Text
SOUTH OR EAST SIDEWALK 

AutoCAD SHX Text
(231.00) 

AutoCAD SHX Text
FENCE

AutoCAD SHX Text
EDGE OF CONCRETE

AutoCAD SHX Text
BARRIER CURB AND GUTTER

AutoCAD SHX Text
NORTH OR WEST SIDEWALK 

AutoCAD SHX Text
FOR CONTINUATION SEE DWG 211-12623-00-13211-12623-00-13-13

AutoCAD SHX Text
FOR CONTINUATION SEE DWG 211-12623-00-11211-12623-00-11-1111

AutoCAD SHX Text
MATCHLINE 1+70

AutoCAD SHX Text
INSTALL 150  X 6.0m SUBDRAINSIN EACH DIRECTION c/w PLUGGED ENDS AS PER CW 3120 (TYP.)

AutoCAD SHX Text
N PROPERTY LINE

AutoCAD SHX Text
S PROPERTY LINE

AutoCAD SHX Text
2.0%%%

AutoCAD SHX Text
NTS

AutoCAD SHX Text
2.0%%%

AutoCAD SHX Text
6.40

AutoCAD SHX Text
6.40

AutoCAD SHX Text
7.50

AutoCAD SHX Text
7.50

AutoCAD SHX Text
NTS

AutoCAD SHX Text
VARIES

AutoCAD SHX Text
VARIES

AutoCAD SHX Text
2.0%

AutoCAD SHX Text
BASE COURSE

AutoCAD SHX Text
ASPHALT PAVEMENT

AutoCAD SHX Text
SUB-BASE

AutoCAD SHX Text
5:1

AutoCAD SHX Text
10M LONGITUDINAL DEFORMED BARS

AutoCAD SHX Text
FOR CONSTRUCTION JOINTS: 19.1mm DOWELS 450 LONG; LUBRICATED WITH ASPHALTIC CUT-BACK

AutoCAD SHX Text
25R

AutoCAD SHX Text
20M TIE BAR 600 LONG @ 600 O.C.

AutoCAD SHX Text
100 - TOPSOIL & SOD 150 - SUITABLE MATERIAL 150 - 50 SUB BASE (GRANULAR `B')

AutoCAD SHX Text
50 ASPHALT PAVEMENT (TYPE 1A) 70 ASPHALT PAVEMENT (TYPE III) 100- BASE COURSE (GRANULAR `A') 300-100 SUB BASE (GRANULAR `B') GEOGRID (CLASS 'A') SEPARATION GEOTEXTILE FABRIC

AutoCAD SHX Text
NOTES: 1. ALL WORK AND MATERIALS TO BE IN ACCORDANCE WITH THE LATEST REVISION OF THE CITY OF WINNIPEG ALL WORK AND MATERIALS TO BE IN ACCORDANCE WITH THE LATEST REVISION OF THE CITY OF WINNIPEG STANDARD CONSTRUCTION SPECIFICATIONS. 2. CONTRACTOR TO CONFIRM THE LOCATION OF ALL UTILITIES/SERVICES IN THE FIELD PRIOR TO CONSTRUCTION. CONTRACTOR TO CONFIRM THE LOCATION OF ALL UTILITIES/SERVICES IN THE FIELD PRIOR TO CONSTRUCTION. 3. ALL ROADWAY DIMENSIONS SHOWN ARE TO BACK OF CURB. ALL ROADWAY DIMENSIONS SHOWN ARE TO BACK OF CURB. 4. EXISTING ASPHALT TO BE PLANED AS SHOWN OR AS DIRECTED BY CONTRACT ADMINISTRATOR EXISTING ASPHALT TO BE PLANED AS SHOWN OR AS DIRECTED BY CONTRACT ADMINISTRATOR 5. EXISTING CURB AND SIDEWALK TO BE RENEWED AS DIRECTED BY CONTRACT ADMINISTRATOR. EXISTING CURB AND SIDEWALK TO BE RENEWED AS DIRECTED BY CONTRACT ADMINISTRATOR. 6. MODIFIED BARRIER CURB TO BE CONSTRUCTED AT ALL INTERSECTION RADII AND ALLEY RADII. MODIFIED BARRIER CURB TO BE CONSTRUCTED AT ALL INTERSECTION RADII AND ALLEY RADII. 7. INSTALL 40mm LIP CURB THROUGH ALL RESIDENTIAL APPROACHES. INSTALL 40mm LIP CURB THROUGH ALL RESIDENTIAL APPROACHES. 8. ALL PRIVATE WALKWAYS TO BE ADJUSTED TO NEW SIDEWALK OR TOP OF CURB ELEVATION, AS DIRECTED BY ALL PRIVATE WALKWAYS TO BE ADJUSTED TO NEW SIDEWALK OR TOP OF CURB ELEVATION, AS DIRECTED BY THE CONTRACT ADMINISTRATOR. 9. CONTRACTORS TO TAKE PRECAUTIONARY STEPS TO PROTECT EXISTING TREES WITHIN THE LIMITS OF CONTRACTORS TO TAKE PRECAUTIONARY STEPS TO PROTECT EXISTING TREES WITHIN THE LIMITS OF CONSTRUCTION FROM DAMAGE FROM CONSTRUCTION ACTIVITIES AS OUTLINED IN THE SPECIFICATIONS. 10. LAMP STANDARDS, HYDRO POLES, AND ANCHORS THAT REQUIRE TEMPORARY SUPPORT,  REMOVAL OR LAMP STANDARDS, HYDRO POLES, AND ANCHORS THAT REQUIRE TEMPORARY SUPPORT,  REMOVAL OR REPLACEMENT, TO BE DONE SO AT THE EXPENSE OF THE CONTRACTOR AS NECESSARY.  11. ALL BOULEVARDS TO BE SODDED UNLESS OTHERWISE NOTED. ALL BOULEVARDS TO BE SODDED UNLESS OTHERWISE NOTED. 12. ADJUST ALL WATER VALVES, HYDRANTS, MANHOLES, AND CATCH BASINS IN WORK AREA TO GRADE. ADJUST ALL WATER VALVES, HYDRANTS, MANHOLES, AND CATCH BASINS IN WORK AREA TO GRADE. 

AutoCAD SHX Text
RIM 231.69 INV S 227.20 INV N 227.20

AutoCAD SHX Text
RIM  231.73 INV N 228.10 INV S 227.39 INV S 227.92 

AutoCAD SHX Text
ADJUST MH TO  FINISHED GRADE RIM   231.54 WEIR  228.47 INV N 228.22 INV S 228.22 INV W 228.25


	Sheets and Views
	12 885-2021_Drawing_211-12623-00-12-RB




