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SLAB ON GRADE STRUCTURAL SOUTH EXPANSION  JOINT 1. THIS DRAWING DEPICTS SELECT FINDINGS OF STANTEC’S 2022
APPROACH SLAB APPROACH SLAB SEALS ARE DETERIORATED BRIDGE DECK INVESTIGATION. ACTUAL REPAIR AREAS MAY BE
DIFFERENT AND WILL BE IDENTIFIED ON SITE BY THE CONTRACT
ALIGNMENT ALONG EAST GUTTER | ADMINISTRATOR.
(FOR PROFILE SEE DWG B104-23—12) 2. LOCATIONS OF DEFECTS SHOWN ARE APPROXIMATE.
3. IT IS ASSUMED THAT THE PROPOSED SCARIFICATION ON THE BRIDGE
— DECK WILL REMOVE THE MAJORITY OF DELAMINATIONS SHOWN.
PLAN INVESTIGATION RESULTS (SOUTH M 4. IT IS ASSUMED THAT THE PROPOSED CONCRETE REMOVALS ON THE
1:150 STRUCTURAL APPROACH SLABS WILL REMOVE THE MAJORITY OF
DELAMINATIONS SHOWN.
5. STANTEC WILL CONFIRM IF ANY DELAMINATIONS REMAIN AFTER
SCARIFICATION AND CONCRETE REMOVALS. ALL REMAINING
DELAMINATIONS SHALL BE REPAIRED AS PER DETAIL P ON DWG
B104—23—09.
LOCATION OF BARRIER DETERIORATION 6. ASSUMED DELAMINATION AREAS REQUIRING REPAIR ARE PROVIDED IN
DRAIN SCUPPER REQUIRING TYPE 3 REPAIR TABLE 1 FOR BIDDING PURPOSES.
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INVESTIGATION RESULTS (NORTH END)
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