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CLERESTORY RENOVATION PLAN
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CONSTRUCTION LEGEND:

GENERAL CONSTRUCTION NOTES:

77777777  EXISTING CONSTRUCTION TO REMAIN

NEW CONSTRUCTION, REFER TO INTERIOR
PARTITION TYPES FOR SPECIFICATIONS

EXISTING DOOR TO REMAIN

NEW DOOR AND FRAME, REFER TO DOOR
SCHEDULE

1.28

1-HR FIRE SEPARATION

WINDOW TYPE — REFER TO A4.1

X EF EXISTING EXHAUST FAN
X PV EXISTING PLUMBING VENT
X RD EXISTING ROOF DRAIN

CONSTRUCTION KEYNOTES:

PROVIDE NEW INSULATED GLAZING UNITS FOR EXISTING ALUMINUM
WINDOW FRAMES. (REFER TO CONTRACT DELETE NO. 2)

MPR AND SAUNA CEILING STRUCTURE BELOW
(REFER TO CONTRACT DELETE NO. 1)

RELOCATED MECHANICAL UNIT (REFER TO MECHANICAL) CONFIRM
EXISTING OPENING AND CURB SIZE, MEET REQUIREMENTS OF
RELOCATED UNIT. REPLACE & ADJUST EXISTING OPENING &
CURBS AS REQUIRED.

INFILL EXISTING ROOF OPENING. PROVIDE NEW STEEL DECK TO
ALIGN W/ EXISTING ADJACENT, PROVIDE NEW PERIMETER ANGLE
SECURED TO EXISTING CHANNEL FRAMING. PROVIDE NEW ROOF
CONSTRUCTION INCLUDING: SHEATHING, AIR/VAPOUR BARRIER
MEMBRANE, INSULATION & ROOFING MEMBRANES TO MATCH
EXISTING ADJACENT. ALIGN W/ EXISTING & TIE IN ALL
MEMBRANES INTO EXISTING MIN. 300 mm (TYPICAL) (GC TO SITE
CONFIRM EXISTING CONSTRUCTION)

PATCH AND REPAIR WALL AROUND DUCT PENETRATIONS &
PROVIDE NEW PAINTED STEEL COLLARS.

OROIORS

&

1. THE FOLLOWING NOTES ARE APPLICABLE TO ALL ARCHITECTURAL DRAWINGS
& WORK WITHIN THE SCOPE OF WORK DOCUMENTATION.

2. DO NOT SCALE DRAWINGS. WRITTEN DIMENSIONS SHALL HAVE PRECEDENCE.
THE SUBTRADES SHALL VERIFY, COORDINATE & BE RESPONSIBLE FOR ALL
DIMENSIONS ON THE JOB SITE. DIMENSIONS REQUIRING SITE MEASUREMENT
SHALL BE CONFIRMED PRIOR TO PROCEEDING WITH THE WORK.

ALL DIMENSIONS ARE IN METRIC MEASURE UNLESS OTHERWISE NOTED.

4. ALL DIMENSIONS ARE FROM FINISHED FACE TO FINISHED FACE UNLESS
OTHERWISE NOTED.

5. THE CONTRACTOR IS RESPONSIBLE TO CHECK AND COMPLY WITH ALL
IW%%A'I(., PROVINCIAL AND NATIONAL BUILDING CODES FOR ALL ASPECTS OF

6. THE CONTRACTOR SHALL BE RESPONSIBLE FOR OBTAINING ALL REQUIRED
LICENSES & PERMITS RELEVANT TO THE SCOPE OF THE PROJECT, BUILDING
OCCUPANCY PERMIT, UNLESS OTHERWISE NOTED. INDIVIDUAL SUBTRADES
ARE RESPONSIBLE FOR SCHEDULING ANY RELEVANT INSPECTIONS THAT MAY
BE REQUIRED AS PERTAINING TO THEIR SCOPE OF WORK.

7. ALL CONSTRUCTION & MATERIALS SHALL BE OF THE HIGHEST QUALITY &
CONFORM TO ACCEPTED INDUSTRY/ TRADE STANDARDS FOR GOOD DESIGN
& CONSTRUCTION. ALL MATERIALS SHALL BE INSTALLED TO MANUFACTURER’S
SPECIFICATIONS. ANY MATERIAL NOT SPECIFIED SHALL BE THE MOST
SUITABLE FOR THE INTENDED PURPOSE.

8. REPAIR TO AS NEW CONDITION ALL AREAS & SURFACES AFFECTED BY
DEMOLITION OR NEW CONSTRUCTION. REFER TO ROOM FINISH SCHEDULE
AND DOOR SCHEDULE FOR IDENTIFICATION OF NEW WALL, DOOR AND FLOOR
FINISHES PER AREA/ROOM.

9. ALL NEW AND EXISTING GYPSUM BOARD AND PLASTER BULKHEADS AND
CEILINGS TO BE PAINTED UNLESS NOTED OTHERWISE.

10. MOULD RESISTANT GYPSUM BOARD (IN LIEU OF GYPSUM BOARD INDICATED
ON WALL TYPES):

a. PROVIDE MOULD RESISTANT GYPSUM BOARD ON WALL SURFACES
CONTAINING PLUMBING FIXTURES — FULL HEIGHT (TO MIN. 6" ABOVE
CEILING) AND WIDTH TO ADJACENT INTERSECTING WALL(S). WHERE
INTERSECTING WALL IS LESS THAN 3'—0" FROM PLUMBING FIXTURE
CENTERLINE, CONTINUE MOULD RESISTANT GYPSUM BOARD ONTO
ADJACENT WALL SURFACE MIN. 3'-0".

b.  PROVIDE MOULD RESISTANT GYPSUM BOARD ON BOTH FACES OF
PERIMETER OR INTERNAL WALLS OF WASHROOMS.

11. TILE BACKER BOARD TO BE USED IN LIEU OF GYPSUM BOARD INDICATED
ON WALL TYPES FOR EXTENT OF CERAMIC OR PORCELAIN WALL TILES
WHERE INDICATED TO BE INSTALLED.

12. THE FACIUTY RESERVES THE RIGHT TO REJECT ANY [TEM OF WORK OR
EQUIPMENT THAT DOES NOT CONFORM TO THE CONTRACT DOCUMENTS &
ACCEPTED STANDARDS OF PERFORMANCE, APPEARANCE, & FINISH.

13. THE CONTRACT DOCUMENTS ARE DIAGRAMMATIC ONLY & ARE FURNISHED TO
ESTABLISH SCOPE, MATERIAL, QUANTITIES, & DESIGN INTENT. THE
DOCUMENTS ARE NOT DETAILED INSTALLATION DRAWINGS. MINOR DETAILS
ARE USUALLY NOT SHOWN OR SPECIFIED & ANY INCIDENTAL ACCESSORIES
I’:‘iE(?I’ngEV[;O;?(R PROPER INSTALLATION OF THE DESIGN ARE TO BE INCLUDED

14. ALL PENETRATIONS IN FIRE SEPARATION ASSEMBLIES ARE TO BE FIRE
g;%gﬁ:lEEDDWITH CGA/ULC APPROVED NON—COMBUSTIBLE MATERIAL AS

15. CAULK PERIMETER OF GYPSUM BOARD CONTINUOUSLY BOTH SIDES OF ALL
FIRE SEPARATIONS AND INTERIOR WALLS CONTAINING ACOUSTIC INSULATION.

16. SUPPLY & INSTALL SOLID WOOD INTERNAL BLOCKING IN ALL
WALLS/CEILINGS TO RECEIVE WALL MOUNTED MILLWORK, EQUIPMENT &
OTHER ELEMENTS IN CONTRACT AND NOT IN CONTRACT. REFER TO
MANUFACTURERS WRITTEN INSTALLATION INSTRUCTIONS FOR MOUNTING
REQUIREMENTS. REFER TO PLANS FOR EXACT LOCATIONS. ENSURE ALL
BLOCKING MEETS FIRE CODE RATINGS WHEN USED WITHIN PLENUM SPACE
AND FIRE RATED ASSEMBLIES.

17. TEMPORARILY REMOVE EXISTING ACOUSTIC TILE CEILINGS IN BASEMENT
ROOMS AS REQUIRED TO PERFORM DEMOLITION AND NEW CONSTRUCTION
WORK ABOVE (TYP.).
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