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\\FILLER PANEL TO SUIT
40 mm MAX.
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13 mm SOLID SURFACE
MATERIAL OVER 19 mm
PLYWOOD SUBSTRATE

.

ALL MILLWORK TO BE PLASTIC LAMINATE CONSTRUCTION UNLESS
OTHERWISE INDICATED. REFER TO PROJECT MANUAL FOR TYPICAL
CONSTRUCTION.

COUNTERTOPS SHALL BE CONTINUOUS WALL TO WALL UNLESS
OTHERWISE INDICATED.

ALL SHELVES TO BE ADJUSTABLE UNLESS OTHERWISE INDICATED.
REFER TO INTERIOR ELEVATION FOR QUANTITIES.

. G.C. TO CONFIRM SIZES OF ALL APPLIANCES AND EQUIPMENT,

(OFP, N.I.C. OR IN CONTRACT) LOCATED WITHIN MILLWORK PRIOR TO
TIME OF FABRICATION.

. PROVIDE GROMMETS IN COUNTERTOPS AT ALL LOCATIONS WHERE

EQUIPMENT IS INDICATED.
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NOTE:

ADJUST INTERMEDIATE STEEL SUPPORT LOCATIONS TO SUIT CMU CORE LOCATIONS.
FILL CORES AT ALL SUPPORT LOCATIONS. ANCHORAGE OF EACH PLATE TO HAVE
TWO 16 mm DIAMETER THREADED RODS W/ HILTI HIT HY70 ADHESIVE ANCHORS

FAMILY CHANGE HIGH
71"\ GROOMING COUNTER
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NOTE: TYPICAL GROOMING COUNTER SIMILAR
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VARIES REFER TO ELEVATIONS

NOTE:

— ADJUST INTERMEDIATE STEEL SUPPORT LOCATIONS TO SUIT CMU CORE LOCATIONS.
— FILL CORES AT ALL SUPPORT LOCATIONS. ANCHORAGE OF EACH PLATE TO HAVE
TWO 16 mm DIAMETER THREADED RODS W/ HILTI HIT HY70 ADHESIVE ANCHORS
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64 x 64 x 6.4 mm HSS END
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COUNTER BELOW

NOTE:

— ADJUST INTERMEDIATE STEEL SUPPORT LOCATIONS TO SUIT CMU CORE LOCATIONS.
— FILL CORES AT ALL SUPPORT LOCATIONS. ANCHORAGE OF EACH PLATE TO HAVE

TWO 16 mm DIAMETER THREADED RODS W/ HILTI HIT HY70 ADHESIVE ANCHORS
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