CURVE TABLE CURVE TABLE
CURVE # DATA CURVE # DATA
A= 175317 A= 1346'49"
R = 10.000 R = 25.000
L = 3.122 L = 6.013
ST. = 1.574 ST. = 3.021
c27 BC = 5533089.0698 €39 BC = 5534956.5266
631447.9768 632278.7863
EC = 5533091.6494 EC = 5534961.6248
631449.7128 632281.9467
A= 1751477 A= 134349"
R = 10.000 R = 25.000
L = 3.118 L = 5.991
ST. = 1.572 ST. = 3.010
cz8 BC = 5533094.5959 C40 BC = 553497/1.6639
631452.4491 632289.9852
EC = 5533097.1717 EC = 553497/6.7424
631454.1832 632293.1364
A= 1006744 A= 174831
R = 20.000 R = 50.000
L = 3.530 L = 15.541
ST. = 1.770 ST. = 7.834
C29 BC = 5533584.8906 C41 BC = 5534983.6879
631680.9418 632257.7707
EC = 5533588.2043 EC = 553497/5.0690
631682.1448 632270.6274
A= 1004’35 A= 5535317
R = 25.000 R = 25.000
L = 4.397/ L = 24.257
ST. = 2.204 ST. = 13.179
€30 BC = 5533598.6574 C42 BC = 5534959.6064
631684.9255 632303.8888
EC = 5533602.7852 EC = 5534960.7711
631686.4226 632327.1760
A= 12°09°32” A= 5544’52"
R = 25.000 R = 10.000
L = 5.305 L = 9.730
ST. = 2.663 ST. = 5.289
C31 BC = 5533654.3083 C43 BC = 5534967/.9661
631710.4185 632339.3134
EC = 5H33658.8448 EC = b5534968.4204
631713.1499 632348.6529
A= 1207741 A= 4841237
R = 25.000 R = 20.250
L = 5292 L = 17.208
ST. = 2.656 ST. = 9.162
c32 BC = 5533666.3989 Ca4 BC = 5535260.7067
631718.8695 632425.2775
EC = 5533670.9232 EC = 553527/7.4010
631721.5953 632425.4552
A= 233653 A= 4849’42
R = 30.000 R = 11.750
L = 12.365 L = 10.014
ST. = 6.271 ST. = 5.334
€33 BC = 5533705.6158 C45 BC = 5535277.4010
631737.7754 632425.4552
EC = 5533717.5689 EC = 5535287.1135
631740.5782 632425.5703
A= 2351715"
R = 40.000
L = 16.653
ST. = 8.449
C34 BC = 5533796.4817
631742.4915
EC = 5533812.5706
631746.2995
A= 50048
R = 50.000
L = 4.375
ST. = 2.189
€35 BC = 5533982.9226
631826.6179
EC = 5533986.9562
631828.3083
A= 4°46°55"
R = 50.000
L = 4173
ST. = 2.088
C36 BC = 5533994.6162
631831.1311
EC = 5533998.4669
631832.7357
A= 16°34'29” NOTES:
R — 10.000 1. ALL WORK AND MATERIALS TO BE IN ACCORDANCE WITH THE LATEST REVISION OF THE CITY OF WINNIPEG
L 2803 STANDARD CONSTRUCTION SPECIFICATIONS. METRIC
ST. = 1.457 2. CONTRACTOR TO CONFIRM THE LOCATION OF ALL UTILITIES/SERVICES IN THE FIELD PRIOR TO CONSTRUCTION.
3. ADD 200.00 TO ABBREVIATED ELEVATIONS TO OBTAIN GEODETIC ELEVATION. WHOLE NUMBERS INDICATE MILLIMETRES
€37 BC — 5534320 7832 4. CONTRACTORS TO TAKE PRECAUTIONARY STEPS TO PROTECT EXISTING TREES WITHIN THE LIMITS OF DECIMALIZED NUMBERS INDICATE METRES
631983.4369 CONSTRUCTION FROM DAMAGE FROM CONSTRUCTION ACTIVITIES AS OUTLINED IN THE SPECIFICATIONS.
5. LAMP STANDARDS, HYDRO POLES, AND ANCHORS THAT REQUIRE TEMPORARY SUPPORT, REMOVAL OR
FC - 5534395 1955 REPLACEMENT, TO BE DONE SO AT THE EXPENSE OF THE CONTRACTOR AS NECESSARY. mmm— mm— ENGINEERS
631985.0198 6. ALL BOULEVARDS TO BE SEEDED UNLESS OTHERWISE NOTED. LIMITS TO BE IDENTIFIED IN THE FIELD BY THE _=GEOSCIENTISTS
CONTRACT ADMINISTRATOR. MANITOBA
A= 16°30°52” 7. ADJUST ALL WATER VALVES, HYDRANTS, MANHOLES, AND CATCH BASINS IN WORK AREA TO GRADE. . .
R = 10.000 8. PEDESTRIAN CROSSING AND HALF SIGNAL AT THE PROPOSED CROSSING TO BE INSTALLED BY THE CITY. Certificate of Authorization
L = 2.882 9. PAVEMENT MARKING AND SIGNAGE TO BE COMPLETED BY THE CITY. -
ST. = 1.451 10. CONSTRUCTION VEHICLES SHALL ONLY CROSS THE FEEDERMAIN AT EXISTING ROADWAYS. CROSSING OF THE WSP Canada Group Limited
c38 FEEDERMAIN IN GRASS AREAS SHALL NOT BE PERMITTED.
BC = 5534326.2337 11. REMOVE ORGANIC MATERIAL AS DIRECTED BY THE CONTRACT ADMINISTRATOR. No. 6657
£31985.9412 12. SUITABLE SITE MATERIAL TO BE COMPACTED MIN. TO 90% OF STANDARD PROCTOR OR AS DIRECTED BY THE
CONTRACT ADMINISTRATOR.
EC = 5534328.6335 WSP |
631987.5195 LOCATIONS APPROVED GBM.  N/A_EXISTING GROUND ELEVATIONS OBTAINED BY GPS AND LIDAR ) SP Canadalnc | qyqpeers sea o
UNDERGROUND STRUCTURES ELEV INFORMATION PROVIDED BY THE CITY OF WINNIPEG \ \ \ ) Suite 111 - 93 Lombard Ave
) Winnipeg, MB R3B 3B1 /-—\
I t. 204.943.3178 A PUBLIC WORKS DEPARTMENT
: H f. 204.943.4948
2049454040 Winnipeg ENGINEERING SERVICES DIVISION
SUPV U/G STRUCTURES DATE G REVISED PER CITY COMMENT 24-FEB-22 VM
F | ISSUED FOR TENDER 31-MAY-21 VM DESIGNED TP CHECKED VM/TP CITY DRAWING NUMBER
BY BY i
LOCATION OF UNDERGROUND STRUCTURES AS E | ISSUED FOR TENDER 19-FEB-20 RwW WINNIPEG BIKE PROJECTS
SHOWN ARE BASED ON THE BEST INFORMATION DRAWN HK APPROVED VM SHEET OF
AVAILABLE BUT NO GUARANTEE IS GIVEN THAT ALL D | ISSUED FORREVIEW PRI BY BY NORTHWEST HYDRO CORRIDOR PATHWAY 8 8
EXISTING UTILITIES ARE SHOWN OR THAT THE GIVEN |~ 5 | ReviseD PER GITY COMMENTS AR i
LOCATIONS ARE EXACT CONFIRMATION OF
EXISTANCE AND EXACT LOCATION OF ALL SERVICES | B | REVISED PER CITY COMMENT JoNOv-18 | WM HOR. SCALE 1:500 RELEASED FOR BID NO
MUST BE OBTAINED FROM THE INDIVIDUAL UTILITIES CONSTRUCTION CONSULTANT ACAD DWG. NO. .
BEFORE PROGEEDING A | 1SSUED FOR CLIENT REVIEW ATs " VERTICAL 1:20 CHURCH AVENUE TO LEILA AVENUE 102022
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= 13°46'49" R = 25.000 L = 6.013 ST. = 3.021 BC = 5534956.5266       632278.7863 EC = 5534961.6248      632281.9467

AutoCAD SHX Text
= 13°43'49" R = 25.000 L = 5.991 ST. = 3.010 BC = 5534971.6639       632289.9852 EC = 5534976.7424      632293.1364

AutoCAD SHX Text
= 17°48'31" R = 50.000 L = 15.541 ST. = 7.834 BC = 5534983.6879       632257.7707 EC = 5534975.0690      632270.6274

AutoCAD SHX Text
= 55°35'31" R = 25.000 L = 24.257 ST. = 13.179 BC = 5534959.6064       632303.8888 EC = 5534960.7711      632327.1760

AutoCAD SHX Text
= 55°44'52" R = 10.000 L = 9.730 ST. = 5.289 BC = 5534967.9661       632339.3134 EC = 5534968.4204      632348.6529

AutoCAD SHX Text
= 48°41'23" R = 20.250 L = 17.208 ST. = 9.162 BC = 5535260.7067       632425.2775 EC = 5535277.4010      632425.4552

AutoCAD SHX Text
= 48°49'42" R = 11.750 L = 10.014 ST. = 5.334 BC = 5535277.4010       632425.4552 EC = 5535287.1135      632425.5703
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NOTES: 1. ALL WORK AND MATERIALS TO BE IN ACCORDANCE WITH THE LATEST REVISION OF THE CITY OF WINNIPEG ALL WORK AND MATERIALS TO BE IN ACCORDANCE WITH THE LATEST REVISION OF THE CITY OF WINNIPEG STANDARD CONSTRUCTION SPECIFICATIONS. 2. CONTRACTOR TO CONFIRM THE LOCATION OF ALL UTILITIES/SERVICES IN THE FIELD PRIOR TO CONSTRUCTION. CONTRACTOR TO CONFIRM THE LOCATION OF ALL UTILITIES/SERVICES IN THE FIELD PRIOR TO CONSTRUCTION. 3. ADD 200.00 TO ABBREVIATED ELEVATIONS TO OBTAIN GEODETIC ELEVATION. ADD 200.00 TO ABBREVIATED ELEVATIONS TO OBTAIN GEODETIC ELEVATION. 4. CONTRACTORS TO TAKE PRECAUTIONARY STEPS TO PROTECT EXISTING TREES WITHIN THE LIMITS OF CONTRACTORS TO TAKE PRECAUTIONARY STEPS TO PROTECT EXISTING TREES WITHIN THE LIMITS OF CONSTRUCTION FROM DAMAGE FROM CONSTRUCTION ACTIVITIES AS OUTLINED IN THE SPECIFICATIONS. 5. LAMP STANDARDS, HYDRO POLES, AND ANCHORS THAT REQUIRE TEMPORARY SUPPORT,  REMOVAL OR LAMP STANDARDS, HYDRO POLES, AND ANCHORS THAT REQUIRE TEMPORARY SUPPORT,  REMOVAL OR REPLACEMENT, TO BE DONE SO AT THE EXPENSE OF THE CONTRACTOR AS NECESSARY.  6. ALL BOULEVARDS TO BE SEEDED UNLESS OTHERWISE NOTED. LIMITS TO BE IDENTIFIED IN THE FIELD BY THE ALL BOULEVARDS TO BE SEEDED UNLESS OTHERWISE NOTED. LIMITS TO BE IDENTIFIED IN THE FIELD BY THE CONTRACT ADMINISTRATOR. 7. ADJUST ALL WATER VALVES, HYDRANTS, MANHOLES, AND CATCH BASINS IN WORK AREA TO GRADE. ADJUST ALL WATER VALVES, HYDRANTS, MANHOLES, AND CATCH BASINS IN WORK AREA TO GRADE. 8. PEDESTRIAN CROSSING AND HALF SIGNAL AT THE PROPOSED CROSSING TO BE INSTALLED BY THE CITY. PEDESTRIAN CROSSING AND HALF SIGNAL AT THE PROPOSED CROSSING TO BE INSTALLED BY THE CITY. 9. PAVEMENT MARKING AND SIGNAGE TO BE COMPLETED BY THE CITY. PAVEMENT MARKING AND SIGNAGE TO BE COMPLETED BY THE CITY. 10. CONSTRUCTION VEHICLES SHALL ONLY CROSS THE FEEDERMAIN AT EXISTING ROADWAYS. CROSSING OF THE CONSTRUCTION VEHICLES SHALL ONLY CROSS THE FEEDERMAIN AT EXISTING ROADWAYS. CROSSING OF THE FEEDERMAIN IN GRASS AREAS SHALL NOT BE PERMITTED. 11. REMOVE ORGANIC MATERIAL AS DIRECTED BY THE CONTRACT ADMINISTRATOR. REMOVE ORGANIC MATERIAL AS DIRECTED BY THE CONTRACT ADMINISTRATOR. 12. SUITABLE SITE MATERIAL TO BE COMPACTED MIN. TO 90% OF STANDARD PROCTOR OR AS DIRECTED BY THE SUITABLE SITE MATERIAL TO BE COMPACTED MIN. TO 90% OF STANDARD PROCTOR OR AS DIRECTED BY THE CONTRACT ADMINISTRATOR. 
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