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WINNIPEG BIKE PROJECTS
NORTHWEST HYDRO CORRIDOR PATHWAY
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AutoCAD SHX Text
= 13°46'49" R = 25.000 L = 6.013 ST. = 3.021 BC = 5534956.5266       632278.7863 EC = 5534961.6248      632281.9467

AutoCAD SHX Text
= 13°43'49" R = 25.000 L = 5.991 ST. = 3.010 BC = 5534971.6639       632289.9852 EC = 5534976.7424      632293.1364

AutoCAD SHX Text
= 17°48'31" R = 50.000 L = 15.541 ST. = 7.834 BC = 5534983.6879       632257.7707 EC = 5534975.0690      632270.6274

AutoCAD SHX Text
= 55°35'31" R = 25.000 L = 24.257 ST. = 13.179 BC = 5534959.6064       632303.8888 EC = 5534960.7711      632327.1760

AutoCAD SHX Text
= 55°44'52" R = 10.000 L = 9.730 ST. = 5.289 BC = 5534967.9661       632339.3134 EC = 5534968.4204      632348.6529

AutoCAD SHX Text
= 48°41'23" R = 20.250 L = 17.208 ST. = 9.162 BC = 5535260.7067       632425.2775 EC = 5535277.4010      632425.4552

AutoCAD SHX Text
= 48°49'42" R = 11.750 L = 10.014 ST. = 5.334 BC = 5535277.4010       632425.4552 EC = 5535287.1135      632425.5703

AutoCAD SHX Text
NOTES: 1. ALL WORK AND MATERIALS TO BE IN ACCORDANCE WITH THE LATEST REVISION OF THE CITY OF WINNIPEG ALL WORK AND MATERIALS TO BE IN ACCORDANCE WITH THE LATEST REVISION OF THE CITY OF WINNIPEG STANDARD CONSTRUCTION SPECIFICATIONS. 2. CONTRACTOR TO CONFIRM THE LOCATION OF ALL UTILITIES/SERVICES IN THE FIELD PRIOR TO CONSTRUCTION. CONTRACTOR TO CONFIRM THE LOCATION OF ALL UTILITIES/SERVICES IN THE FIELD PRIOR TO CONSTRUCTION. 3. ADD 200.00 TO ABBREVIATED ELEVATIONS TO OBTAIN GEODETIC ELEVATION. ADD 200.00 TO ABBREVIATED ELEVATIONS TO OBTAIN GEODETIC ELEVATION. 4. CONTRACTORS TO TAKE PRECAUTIONARY STEPS TO PROTECT EXISTING TREES WITHIN THE LIMITS OF CONTRACTORS TO TAKE PRECAUTIONARY STEPS TO PROTECT EXISTING TREES WITHIN THE LIMITS OF CONSTRUCTION FROM DAMAGE FROM CONSTRUCTION ACTIVITIES AS OUTLINED IN THE SPECIFICATIONS. 5. LAMP STANDARDS, HYDRO POLES, AND ANCHORS THAT REQUIRE TEMPORARY SUPPORT,  REMOVAL OR LAMP STANDARDS, HYDRO POLES, AND ANCHORS THAT REQUIRE TEMPORARY SUPPORT,  REMOVAL OR REPLACEMENT, TO BE DONE SO AT THE EXPENSE OF THE CONTRACTOR AS NECESSARY.  6. ALL BOULEVARDS TO BE SEEDED UNLESS OTHERWISE NOTED. LIMITS TO BE IDENTIFIED IN THE FIELD BY THE ALL BOULEVARDS TO BE SEEDED UNLESS OTHERWISE NOTED. LIMITS TO BE IDENTIFIED IN THE FIELD BY THE CONTRACT ADMINISTRATOR. 7. ADJUST ALL WATER VALVES, HYDRANTS, MANHOLES, AND CATCH BASINS IN WORK AREA TO GRADE. ADJUST ALL WATER VALVES, HYDRANTS, MANHOLES, AND CATCH BASINS IN WORK AREA TO GRADE. 8. PEDESTRIAN CROSSING AND HALF SIGNAL AT THE PROPOSED CROSSING TO BE INSTALLED BY THE CITY. PEDESTRIAN CROSSING AND HALF SIGNAL AT THE PROPOSED CROSSING TO BE INSTALLED BY THE CITY. 9. PAVEMENT MARKING AND SIGNAGE TO BE COMPLETED BY THE CITY. PAVEMENT MARKING AND SIGNAGE TO BE COMPLETED BY THE CITY. 10. CONSTRUCTION VEHICLES SHALL ONLY CROSS THE FEEDERMAIN AT EXISTING ROADWAYS. CROSSING OF THE CONSTRUCTION VEHICLES SHALL ONLY CROSS THE FEEDERMAIN AT EXISTING ROADWAYS. CROSSING OF THE FEEDERMAIN IN GRASS AREAS SHALL NOT BE PERMITTED. 11. REMOVE ORGANIC MATERIAL AS DIRECTED BY THE CONTRACT ADMINISTRATOR. REMOVE ORGANIC MATERIAL AS DIRECTED BY THE CONTRACT ADMINISTRATOR. 12. SUITABLE SITE MATERIAL TO BE COMPACTED MIN. TO 90% OF STANDARD PROCTOR OR AS DIRECTED BY THE SUITABLE SITE MATERIAL TO BE COMPACTED MIN. TO 90% OF STANDARD PROCTOR OR AS DIRECTED BY THE CONTRACT ADMINISTRATOR. 

rweibel
Text Box
40-2022




