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CONSTRUCTION NOTES
ul 1. REMOVE EXISTING PAVEMENT AND CONSTRUCT NEW 150mm REINFORCED
. CONCRETE PAVEMENT
2. RECONSTRUCT NEW 100mm CONCRETE SIDEWALK (SD-228A)
il 3. ADJUST EXISTING FRAME AND COVER, REPLACE FRAME AND COVER AS
DIRECTED BY CONTRACT ADMINISTRATOR
4. REMOVE EXISTING CURB AND CONSTRUCT NEW BARRIER CURB WITH 100mm
& REVEAL (SD-203A & SD-205)
= 5. MILL EXISTING ASPHALT OVERLAY AND CONSTRUCT NEW ASPHALT OVERLAY
[ © 80mm (TYP.)
247 245 241 239 235 233 229 227 225 221 J = 6. INSTALL NEW FRAME AND SOLID COVER (AP-006, AP-007)
] 7. INSTALL NEW BARRIER CURB AND GUTTER INLET (AP-011, AP-012)
8. RE-GRADE SIDEWALK BLOCKS
[CAUTION: GAS)—\ SEMPLE AVENUE NOTE 8 (TYP.) : 9. CONSTRUCT NEW CURB RAMP WITH DETECTABLE WARNING TILE (SD-229E)
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< |- _ _ _ _ - _ _ _ H - _ I __ . i < ] A. PAVEMENT DIMENSIONS ARE TO BACK OF CURB
- 230.654 230.534 230.406 — B. ALL CURB RADII UNDER 15.0m SHALL BE MODIFIED (SD-203B)
%)) N C. PAVEMENT REPAIRS ARE A REPRESENTATIVE SAMPLE OF THE TENDERED
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B B u ] CONSULTANT.
| il 5 B — = o &' 2
_D—
248 244 242 238 236 234 230 228 226 224 222 220 218
NOT TO BE USED FOR
CONSTRUCTION
METRIC
CONCRETE WHOLE NUMBERS INDICATE MILLIMETERS
CONCRETE SIDEWALK DECIMALIZED NUMBERS INDICATE METERS TEN DER NO 5 = 2022
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