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GENERAL NOTES

1

KEYED NOTES

45MIN. RATED SHAFTWALL BULKHEAD FOR MECHANICAL DUCTWORK AND
PIPING IN STAIR. LOCATE BULKHEAD ABOVE FINISHED GYPSUM BOARD
CEILING.

1. ALL INTERIOR WALLS TO EXTEND TO U/S OF STRUCTURE UNLESS
OTHERWISE NOTED.

2. ALL DIMENSIONS SHOWN TO FACE OF FINISH  UNLESS OTHERWISE NOTED.
3. COORDINATE MECHANICAL AND ELECTRICAL WITH STRUCTURE AND ADJUST

FURRING AS REQUIRED IN CONJUNCTION WITH ARCHITECT.
4. CONTRACTOR TO COORDINATE ACCESS HATCH TYPES, SIZES AND

LOCATION WITH MECHANICAL CONTRACTOR AND REVIEW WITH
CONSULTANT PRIOR TO CONSTRUCTION.

5. ALL LIGHTING, ELECTRICAL DEVICES, FIRE ALARM DEVICES, SPRINKLERS
AND MECHANICAL DIFFUSERS TO BE LOCATED ON CEILING GRID UNLESS
OTHERWISE DIMENSIONED.

6. SPRINKLER LINE AND HEADS SHOWN FOR GENERAL DESIGN INTENT ONLY.
FINAL DESIGN BY SPRINKLER CONTRACTOR.

7. NO EXPOSED CONDUIT AT U/S OF WOOD DECKING.
8. PROVIDE ESCUTCHEON AT ALL  SPRINKLER PENETRATIONS THROUGH

ACOUSTIC CEILING TILE  OR GYPSUM CEILING.
6. ACOUSTIC CEILING TILE GRID LAYOUT TO BE CONTINUOUS THROUGHOUT

ROOMS AS SHOWN.
7. REFER TO 6-8/A302 FOR SOFFIT PANEL SIZES AND LAYOUTS

1 SECOND FLOOR REFLECTED CEILING PLAN
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2 RANGE HOOD EXHAUST C/W REMOVABLE STAINLESS STEEL COVER ABOVE
RANGE HOOD.
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WALL ASSEMBLY AT T/O BEAM. REFER TO SECTION DETAILS4
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MECHANICAL HEAT PUMP IN CEILING SPACE. LOCATE UNIT TO AVOID
CONFLICT WITH LIGHTING. REFER TO MECHANICAL
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RUNWAY BEAMS10

ACCESS HATCH - REFER TO MECHANICAL11

HOSE WASH PEGS BELOW12
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DMENSIONS AND ANNOTATIONS SHOWN IN SLEEPING QUARTERS 206 ARE
TYPICAL OF SLEEPING QUARTERS 207-214
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RECESSED GYPSUM BOARD POCKET FOR ROLLER SHADE. REFER TO
DETAILS. ALIGN WITH CURTAINWALL FRAMING AS SHOWN.
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CEILING BUILT OUT ABOVE SHOWER UNIT. REFER TO DETAILS15
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16 STEEL STUD BEAM TO BE DESIGN BY STEEL STUD CONTRACTOR FOR
CURTAINWALL HEAD SUPPORT.
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18 CEILING MOUNT CAMERA
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19 CENTRE RECESSED LIGHT ON WOOD SLAT - TYP.
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20 AUTOMATIC RETRACTABLE RECEPTACLE - REFER TO ELECTRICAL. SECURE
TO U/S OF JOIST

20 20 20 20

21 VEHICLE EXHAUST SYSTEM NIC. APPROXIMATE LOCATION SHOWN FOR
CEILING COORDINATION PURPOSES ONLY.  COORDINATE FINAL LOCATION
WITH SHOP DRAWINGS.
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22 ALIGN WITH CENTRE LINE OF CURTAINWALL MULLION AT GRID 3.
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23 ELECTRICAL CEILING WIREMOLD. COLOR: WHITE.  RUN CONTINUOUS
BETWEEN GLULAM WOOD BEAMS AS SHOWN. ALL ELEC. CEILING DEVICES TO
BE ALIGNED WITH WIREMOLD. COORDINATE PENETRATION THROUGH BEAM
FOR CABLING.
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24 EXTEND TRACK TO FACE OF WALL . ALL WIRING TO BE CONCEALED IN TRACK.
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25 POWER PENDANT LIGHT THROUGH SIDE AS SHOWN. POWER TO COME FROM
FACE OF DRYWALL BULKHEAD.
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26 LINE OF RAISED ROOF ABOVE
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2 ENLARGED REFLECTED CEILING PLAN
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27 ALIGN BULKHEAD WITH EDGE OF CMU WALL AS SHOWN. DEPTH OF NORTH
BULKHEAD IN OFFICE TO MATCH EAST BULKHEAD
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28 WALL ACCESS HATCH . CENTRE BETWEEN TRUSSES. COORDINATE SIZE AND
LOCATION WITH MECHANICAL
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29 SPRINKLER LINE IN SOFFIT SPACE
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30 SPRINKLER PENETRATION THROUGH GLULAM BEAM.
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