
ROOF

3_
4" PLYWOOD SHEET

FILL SPACE BETWEEN CURB
AND DUCTWORK WITH MINERAL
WOOL INSULATION

EXTEND ROOFING MEMBRANE
TO TOP OF CURB.  WRAP TO
INSIDE OF CURB.

1000MM (39")

3'-0" (900mm)

MIN 2'-0" (610mm)

500 (min)

100

2.5M 2.5M

5M

NEW CABLE
CONCRETE DUCT

OR SAND BED
(AS APPLICABLE)

UTILITY

CABLE MARKER
TAPE

REPAIR SURFACE
TO MATCH
EXISTING

NEW CABLEUTILITY

RIGID CONDUIT,
LONG RADIUS BEND.

CONDUIT TO PROTRUDE
THROUGH FLOOR 50 TO
75 mm

BUSHING OR INSULATED
THROAT

FLOOR

FINISHED
GRADE

STAINLESS STEEL UNISTRUT 1-1/2" X 1-1/2"
SECURELY FASTEN INTO WOOD

BLOCKING BY GENERAL CONTRACTOR

WIRE AND CONDUIT/TECK SYSTEM
STRAPPED TO UNISTRUT FRAME WITH

STAINLESS STEEL STRAPS

WEATHERPROOF DISCONNECT FOR
MECHANICAL EQUIPMENT

CAULK JOINT ALL
AROUND

STAINLESS STEEL FLASHING C/W
WATER PROOF FASTENERS

11_
2" WOOD NAILER ALL AROUND

1_
2" PLYWOOD

SHEATHING
STEEL STUD FRAMING

WOOL INSULATION

RETURN VAPOR
BARRIER

TO TOP OF CURB

CONDUIT/TECK CABLE SHALL PENETRATE
CURB 1" (25MM) BELOW FLASHING

FINISHED GRADE
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PROVIDE METAL 'BURIED CABLE' SIGN
MOUNTED ON BUILDING

BACKFILL TRENCH AND COMPACT TO
DENSITY OF UNDISTURBED SOIL

2x6 PRESSURE TREATED PLANKING
ON TOP OF SAND BED

CABLE MARKER TAPE
(TYP)

REFER TO FEEDER SCHEDULE FOR
CONDUCTOR SPECIFICATION AND
CONFIGURATION. REFER TO
CANADIAN ELECTRICAL CODE FOR
MINIMUM SPACING REQUIREMENTS

SAND BED WITH MINIMUM 150mm (6")
OF COVER ON ALL SIDES OF
CONDUCTORS

BURIED CABLE DETAIL

UTILITY CROSSING

A. PRESSURE TREATED PLANKING MUST EXTEND AT LEAST 50mm BEYOND
CABLES OR RACEWAYS ON EACH SIDE.  PROVIDE ADDITIONAL PLANKING
AS REQUIRED TO SUIT.

B. RECORD EXACT CABLE ROUTING AND DEPTH OF BURY ON RECORD
DRAWINGS.

GENERAL NOTES

CUSTOMER SERVICE
TERMINATION ENCLOSURE

(CSTE)

CSTE WIRING DETAIL - 4 WIRE SERVICE

A B C N

SERVICE ENTRANCE

GROUND ELECTRODE
OR WATER MAIN (IF APPLICABLE)

GROUNDING
CONDUCTOR MINIMUM #6

AWG

LOOP THROUGH
FITTINGS
(TYP)

NEUTRAL
BONDED TO
GROUND WITH
GROUNDING
CONDUCTOR
FROM
GROUNDING GRID

SERVICE ENTRY PHASE AND NEUTRAL
CONDUCTOR(S)

NO GROUND OR BONDING CONDUCTOR

FEED THROUGH
LUG

BONDING JUMPER

CSTE C/W
BONDING STRAP

ROOF ELECTRICAL INSTALLATION - STAND-ALONE CURB

GFI RECEPTACLE COMPLETE WITH
WEATHER PROOF COVER MEETING

REQUIREMENTS OF CEC 2-316 & 26-710.

PLASTIC GROMET

TOP PLATE

COMM.
CABLE(S)
PLASTIC
GROMETCONDUIT

CAVITY
WALL
ENTRY

NON-CAVITY
WALL
ENTRY

WALL ENTRY
DETAILS

FIXING POINT
DETAIL

CADDY CLIP MOUNTING
DETAIL

ISOMETRIC
VIEW

1. CADDY CLIP AVAILABLE IN 1 1/2" (38mm)
AND 2" (50mm) SIZES.

NOTES

THREADED
CONCRETE INSERT

MINIMUM 3/8"
(10mm) GALVANIZED
STEEL ROD

VELCRO TIE-WRAP

CABLE(S)

FIXING POINT (SEE
ENLARGED DETAIL)

J-HOOK WALL ENTRY DETAIL

1. SLOPE CONDUIT DOWNWARDS AWAY FROM BUILDING
AT MINIMUM 3% SLOPE  OR AS REQUIRED TO
INSTALLATION ELEVATION OF 900mm (3'-0").

2. REFER TO BURIED CABLE DETAIL FOR FURTHER
REQUIREMENTS.

GENERAL NOTES

ENTRANCE CONDUIT
OR SLEEVES IN

BUILDING
CRAWLSPACE/BASEMENT

ENTRANCE CONDUIT BELOW GRADE

RIGID METAL CONDUIT
FROM BUILDING EDGE TO

UNDISTURBED SOIL TO
REDUCE SHEAR.

METALLIC TO NON-METALLIC
CONDUIT ADAPTER COUPLING

RIGID PVC CONDUIT OUT TO
PROPERTY LINE OR AS

SPECIFIED. REFER TO SITE PLAN
AND/OR RISER DIAGRAMS FOR

FURTHER REQUIREMENTS

OPENING IN FOUNDATION.
REFER TO AND

COORDINATE WITH
STRUCTURAL DRAWINGS.
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