
CLAMPING
RING

LAP AND SEAL
WITH LIQUID ROOF
FLASHING

DECK ANGLE (TYP.)

BUILD UP WOOD
BLOCKING TO
APPROPRIATE
OVERALL
DIMENSIONS.
CONSTRUCT SO
THAT T.O. SLEEPER
IS MINIMUM 150mm
ABOVE INSULATION

MECHANICAL
EQUIPMENT

140mm X 140mm P.T.
BLOCKING C/W 13mm

EXT. GWB BOTH
SIDES CONT.

CONTINUOUS CAULKING BEAD

GALV. FLASHING AND
STORM COLLAR BY MECH.
CONTRACTOR (POP RIVET
OR SPOT WELD)

PREFIN. MTL. CAP FLASHING

TCURB ASSEMBLY
TORCH-ON CAP SHEET
SELF-ADHESIVE MOD. BIT. BASE SHEET
R-35 MIN. POLYISO INSLUATION
13 P.T. PLYWOOD
38 X 89 WOOD STUDS @ 400 O.C.
AVB
13MM TYPE X GYPSUM WALL BOARD

LAP AND SEAL AVB

DECK ANGLE (TYP.)

SHEET METAL ENCLOSURE
/HOOD. CROSSBREAK AND
SLOPE 2% FOR DRAINAGE

50
0

300 13 PRESSURE TREATED
PLYWOOD

PRESSURE
TREATED

BLOCKING

SECURE HOOD
TO WOOD CURB

@300mm O.C.

SLOPE PIPE AWAY
FROM HOOD

RETURN AVB UP BLOCKING
AND SEAL WITH LIQUID
APPLIED FLASHING (TYP.)

DECK ANGLE (TYP.)

RETURN AVB UP BLOCKING
AND SEAL WITH ROOF
MEMBRANE (TYP.)

2 ROOF DRAIN
1:10A508

ROOF TOP
8 SLEEPER DETAIL

1:10A508

CONDUIT PENETRATION
4 THROUGH ROOF

1:10A508

TYP. ROOF CURB ASSEMBLY
5 & DUCT PENETRATION THROUGH ROOF

1:10A508

150

STEEL CHANNEL FRAMING
AROUND ROOF OPENING. SEE
STRUCT.

WELD BAR BACK TO
STL. ROOF CHANNEL

65mm x 6mm FLAT STEEL
BAR STRINGERS

SOLID STEEL RUNGS
@ 300mm O.C.

75mm x 100mm x 6mm
STL. ANCHOR PLATES
C/W 2-10mm Ø LAG
BOLTS TO WOOD
BLOCKING

75mm x 100mm x 6mm
STL. BASE PLATE AT
EACH STRINGER.
SECURE TO FLOOR SLAB

EXTENDABLE SAFETY POLE AS PER SPEC.

METAL ROOF HATCH C/W INSULATED
CURBS AND DOOR

EXTEND ROOF MEMBRANE UP CURB
AND UNDER HATCH FLANGE

PREFIN. MTL FLASHING

LAP AVB

7 ROOF HATCH SECTION
1:10A508

LADDER CAGE

D

T/O HOSE WASH
103 353

CONTINUE ROOF MEMBRANE
UP CURB AND UNDER CAP
FLASHING

E

TYP. SKYLIGHT
1 SECTION DETAIL

1:10A508

T/O PLYWOOD
107 788

T.O ROOF DRAIN
107 915

@ HOSE WASH DOOR

KITCHEN EXHAUST C/W
CURB.  REFER TO MECH.

CONTINUE ROOF MEMBRANE UP CURB
(TYP.). LAP AND SEAL BELOW TRIM FOR
KITCHEN HOOD

LAP AND SEAL AVB

R1

FLEXIBLE CAULK AT
JOINT

COVER T/O CURB W/ STRIP OF
SELF-ADHERED AVB

T/O SHEATHING
107 788

T/O CURB
MIN. 685 FROM T/O SHEATHING

LAP AND SEAL ROOF MEMBRANE
TO AVB

CONT. BUTYL SEALANT

PREFIN. MTL. FLASHING LAPPED
BEHIND PREMANUFACTURED
SKYLIGHTS

SKYLIGHT CURB
- 16 MOISTURE RESISTANT GWB
- 140MM WOOD STUDS @400mm O.C.
- 13 P.T. PLYWOOD
- AVB
- R-35 MINIMUM POLYISO INSULATION
- ROOF MEMBRANE

REFER TO ROOF PLAN FOR CRICKET
SLOPE AND DIMENSIONS

LAP AND SEAL AVB

T/O CURB
COORDINATE WTIH MECH

ALIGN I/F OF GYPSUM
WITH O/F OF MASONRY
WALL. PROVIDE
GYPSUM TRIM

GYPSUM TRIM

KITCHEN
6 EXHAUST SECTION

1:10A508

GYPSUM TRIM

SUPPLY AIR DUCT- REFER TO
MECHANICAL

NOTCH ROOF DECK AROUND SUPPLY
DUCT. COORDINATE WITH DUCT
REQUIREMENTS

COORDINATE LOCATION OF CHANNEL
WITH MECHANICAL DUCTING

E

10
0

CURB ASSEMBLY
TORCH-ON CAP SHEET
SELF-ADHESIVE MOD. BIT. BASE SHEET
R-35 MIN. POLYISO INSLUATION
13 P.T. PLYWOOD
38 X 89 WOOD STUDS @ 400 O.C.
AVB
13MM TYPE X GYPSUM WALL BOARD

RETURN AVB UP BLOCKING AND SEAL
WITH ROOF MEMBRANE (TYP.)

30
0

M
IN

.

CURB ASSEMBLY
TORCH-ON CAP SHEET
SELF-ADHESIVE MOD. BIT. BASE SHEET
R-35 MIN. POLYISO INSLUATION
13 P.T. PLYWOOD
38 x 89 WOOD STUDS @ 400 O.C.
AVB
13MM TYPE X GYPSUM WALL BOARD

46
0 

M
IN

E

DRYWALL TRIM

T/O PLYWOOD
107 788

R2

100 ±50
AS REQUIRED

 BY MECH. CURB

FACTORY MOUNTED BLOCKING. LAP AND
SEAL AVB AROUND BLOCKING AS SHOWN
PREFINIHSED METAL CAP FLASHING

CONTINUE ROOF MEMBRANE UP
CURB AND UNDER CAP FLASHING

NEOPRENE GASKET - BY MECH.
CURB MANUFACTURER

PREFABRICATED MECHANICAL CURB
C/W FACTORY INSULATION

CURB STIFFNER- BY
ROOF CURB
MANUFACTURER

PREFABRICATED
3 ROOF CURB

1:10A508

PLYWOOD OR
SHEATHING AS

REQUIRED FOR AVB
BACKING

SEAL BETWEEN HOOD AND ROOF
MEMBRANE - TYP.

13MM P.T. PLYWOOD SET
ON METAL GIRT

WOOD BLOCKING AS
REQUIRED

13MM P.T. PLYWOOD SET
ON METAL GIRT

13MM P.T. PLYWOOD SET
ON METAL GIRT

AVB TRANSITION AVB TRANSITION

EXTEND FRAMING TO T/O OF EXHAUST

92MMSTEEL STUD FRAMING. SECURE TO U/S
OF GLULAM. FRAMING TO BE TIGHT TO
EXHAUST DUCTS ON EAST AND WEST SIDE.
CONFIRM CLEARANCE REQUIREMENTS WITH
MECHANICAL PRIOR TO FRAMING. FRAMING
TO BE DESIGNED UNDER SEAL TO SUPPORT
STAINLESS STEEL ASSEMBLY. PROVIDE
BRACING AS REQUIRED.

STAINLESS STEEL FINISH C/W STAINLESS
STEEL EXPOSED FASTENERS TO ALLOW
FOR PANEL REMOVAL. FASTENERS TO BE
LOCATED ON EAST AND WEST SIDES OF
DUCT COVER.   STAINLESS STEEL TO
COVER ALL EXPOSED FRAMING

LAP AND SEAL AVB TO
CONDUIT - TYP

WOOD FRAMING AROUND
OPENING - REFER TO
STRUCTURAL

SECTION DETAILS
EAST WALL

A508

Sheet Title

Project No. Sheet

NO. DATE REVISION / ISSUANCE

560 ACADEMY ROAD  WINNIPEG  MB  R3N 0E3
T. 204 989 8910

Project

ARCHITECT

1083 AUTUMNWOOD DRIVE

WFPS STATION 9

Seal

2150

CIBINEL - Arch D - 24" X 36"

00 2023.02.03 ISSUED FOR CONSTRUCTION




