
APPARATUS FLOOR
1 @ FIREPOLE

1:10A511

T/O MAIN FLOOR
100 000

LANDING MAT - COORDINATE
WITH MANUFACTURER FOR
INSTALLATION
REQUIREMENTS

FIREPOLE - COORDINATE
WITH MANUFACTURER FOR
INSTALLATION
REQUIREMENTS
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DRAIN - COORDINATE
WITH MECH.

C L

EXTEND GRATE TO FACE OF HSS

CLOSE END OF HSS

T/O SECOND FLOOR
103 962

F5

FIRE STOP C/W METAL
CLOSURE AT ROOF DECK
FLUTE - TYP AT CMU
RATED WALL

E

FIRESTOPPING AT T/O
5 CMU WALL - TYP.

1:10A513
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F5 F4

R1 10
0

STRUCTURAL STEEL HSS

WELD T/O GUARD POST TO
CENTRE OF T/O  HSS

STEEL ANGLE AS REQUIRED FOR
METAL GRATE

PROFILE OF STEEL GUARD
AROUND LANDING.

PREFIN METAL FLASHING -
COLOUR TO MATCH CLADDING

WRAP ROOF MEMBRANE OVER EDGE -
CONTINUE DOWN FACE

METAL ANGLE FOR PARAPET SUPPORT

LAP & SEAL AVB

WRAP AIR BARRIER OVER PARAPET WALL -
CONTINUE DOWN FACE

PT  PLYWOOD

SEAL

WRAP ROOF MEMBRANE INTO
SCUPPER OPENING ALL SIDES

PREFIN METAL SCUPPER FLASHING - FASTEN TO
PARAPET WALL - COLOUR TO MATCH CLADDING

WRAP AIR BARRIER INTO SCUPPER OPENING - ALL
SIDES AND OVER FACE WALL

PREFIN METAL FLASHING - COLOUR TO MATCH
CLADDING

T/O ROOF SHEATHING
107 788

U/S HIGH ROOF DECK
110 073

T/O HIGH PARAPET
110 721

A512
2.1

ROOF CURB
2 @ HOSE WASH TOWER
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T/O HOSE WASH MEZZANINE
106 720

A

T/O PARAPET
108 332

T/O PLYWOOD
107 788

STEEL STUD FRAMING AT BEAM.
SECURE TO BEAM.

SHEET METAL AVB TRANSITION AT DECK EDGE - TYP.
LAP AND SEAL AVB

 PARAPET FRAMING
 REFER TO 3/A501

EXT GRADE FIR PLYWOOD BLOCKING CONTINUOUS
AROUND OPENING AS REQUIRED

PREFINISHED METAL
FLASHING

METAL GIRT CONTINUOUS AROUND OPENING TO
SUPPORT LOUVRE

PREFINISHED METAL FLASHING
-SECURE INTO LOUVRE POCKET

MIN 16 GAUGE PREFINISHED METAL SILL
-COLOR TO MATCH METAL WALL PANEL.
REFER TO  1.1/a501 FOR PROFILE

PANEL CLEAT

HEM PANEL AT OPENING - TYP.

20 GAUGE PRE-FIN. METAL CAP FLASHING
-COLOR TO MATCH METAL WALL PANEL.
REFER TO COPING DETAIL. LAP OVERTOP
OF SHEET METAL FINISH

FILL WITH MINERAL WOOL INSULATION

13mm P.T. PLYWD

WRAP ROOF MEMBRANE OVER PARAPET -
CONTINUE DOWN FACE10

0

WOOD BLOCKING AS REQUIRED AT CAP.
RETURN SHEET METAL FINISH ON TOP OF
BLOCKING

SHEET METAL FINISH BEHIND LOUVRE.
COLOR TO MATCH LOUVIRE. EXTEND TO T/O
PARAPET AS SHOWN

WOOD BLOCKING AS REQUIRED BEHIND
SHEET METAL. FILL CAVITY WITH BATT
INSULATION.

WRAP SHEET METAL OVERTOP OF
PLYWOOD CONTINOUS AROUND
OPENINGLOUVER - REFER

TO MECHANICAL

FLEXIBLE SEAL C/W
BACKER ROD
CONTINUOUS
AROUND LOUVRE

SOUTH ELEVATION
3 @ MECH LOUVRE

1:10A511

ROOF CURB
4 @ HOSE WASH TOWER

1:10A511

152MM STEEL STUD
FRAMING C/W DEFLECTION
TRACK AT U/S OF BEAM

EW7

R1

R1

PROVIDE BREAK IN EXTERIOR SHEATHING AT
U/S OF BEAM C/W DEFLECTION JOINT AT AVB

75

SECTION DETAILS
HOSE WASH

A511
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