3048 7925 4978 4877 4877 4877 4978 5486
95
11 3951 1180 , 2687  \ 2500 2478 2482 2395 2439 2438 2439 2438 2800 2178  |757, 2165 2416 148
& & S S & & & " " \
$ & T NES § & S ¥ N ¥
|'\:,QQ »\g’JQ "g"\’o?’ |"§’\,o§b |4§)Q | \QQ | \QQ |®Q |®Q |,5QQ o
F - _ & - 75 _ § /,L\ <~ A © _ P ] Ny e A A _ A B = ) =
& \:F’J \»‘/ N N5 & & & & S5
- 131 !
2 I e
o~ QQ QQ %b
I D) “DQ PRECAST SUMP PIT BY o~
a D PRECAST SUPPLIER N
‘\=|¢’ N | COORDINATE LOCATION
- WITH ARCH/MECH
~ 3 I _»_1 A ‘é‘“ I X A I I I I I I
R 3 8 NG R & ¥ o . o . o
~ —
» % ¥ ¥ ¥ &% &% &% 1 S
@—- %0 @ - L) - -=€ V% X T @& £ - ) -
== 3 - \‘ﬂ 6% 6%‘ 6%‘ 03\0 "’3‘0 N %
© o & &, 148 &,
2 & e & & & | @ & & & & - - g
@ - ' -—B B - , ( ool b & ) - & B -—& @ D -
<= " o \|7 700 N\agd Ng \V < JO‘O S i Q%\o J 'joo gg
N 7 & A & i
- = F F ML F
2 ' A _ _ . . _ ) i A 4
~ \*\ 'y N J
e g 3 \H &
Q‘g} Q\gé:@ \HQ:O& NG % 2
(%
I 157 ] o v )
R , 5 - — - D . . | . & - -4
~ oD 1579 | |295 2888 1693 A\ s »
(00& ! Q%’\QQ 0& %
s e F -
o &) [ 78 D
¢ 131 | A 1578 3400 & .
*f & S et 7
% @QO?’ )
@ - — % i : : : -—@ : &—-
| =2 S | | | | (o S|
\t‘ <“J00 & Q 700 &
s | < o '$<'<\ “P %Q Qq\Q ) ,5(,(} :'_)
& & % . Q‘f"@“ kS W '
S s &%
S | Q/q 7 >
] Jeic Ol _ sy _ AN q ~
P |\ N R & !
& i
< ‘9& '$’ \ {;’9— 5 |
§ 1 1 QQQ I 6,)‘5} 1 Q\é;t& 1 1 1 1 Qg’\;@ 1 Q&ZO '%\ 1 Qg} NN)
o & S ik
s =" © A
& ' | S
| 9 & ©
Z & o e + i
M = ma & Qg"?Q
| ) & | | | | | b‘@q | | o~
< Ay o
2 < s & & & & & s TOC
~ Ry & QN A A X S QN o ©
»\)@ S »\‘,OQ »\‘59 »\‘59 o S <P | =
ﬂ3 /L\ f":‘\\ & 1/"7 l/’-_/‘ ) lc' 14"\ l’;“ < ‘906"%;& F~\ -
B h h P/ h N - M{;.r’ - N - G — - b e = N\ h ¥ B N -
% QJOO 0\0
2 3 3 3 %% %
2 2 ¥ ¥ o |
| ":)QQ '\DQQ 2 ' | | | | |
A _ @ - “i—@}—,\ = = &k = =N - - AN — d 7\ |
% Q&%& Q&OO& Qooo& Q&OO& 0’%
*4 % (% (% (%
& & & & Lo
” 3951 3932 2725 2700 61
30
1:100

T/0 PILE CAP EL 99 250, TYPICAL U/N.
REFER TO DRAWING S002 FOR PILE CAP DETAILS.

PILE/PILE CAP UNDER NET UPLIFT LOAD, REQUIRED PILE
LENGTH 10 m MINIMUM. IF REQUIRED EMBEDMENT DEPTH IS
NOT ACHIEVED GEOTECHNICAL ENGINEER TO REVIEW FOR THE
ESTIMATED DEPTH TO TILL AND PILE COMPRESSION AND
UPLIFT CAPACITY. PRE-BORE HOLE SHALL BE SMALLER THAN
THE PILE DIAMETER FOR ALL PILES UNDER NET UPLIFT
TYPICAL MK ¥
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