PANEL POINTS

D)
\
D}

C

HSS 102x102x4.8

HSS 102x102x4.8
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LIFE LINE ANCHOR BY SUPPLIER
APPLIED FACTORED LOAD = 22.3 kN
JOIST SUPPLIER TO DESIGN TOP
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PANEL POINTS

LIFE LINE ANCHOR BY SUPPLIER ——MAXIMUM FACTORED HORIZONTAL
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STEEL ROOF DECKK
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mLIFELINE ANCHOR DETAIL BETWEEN JOISTS

S003/ 1:20
NOTE: COORDINATE ROOF PANEL LAYOUT WITH JOIST

SPACING FOR LIFE LINE ANCHOR LOCATIONS

FLAT CONCRETE AT TOP. REFER BOLLARD/BASE
TO ARCH FOR CAP DETAL _\

TENSION LAP 15M OR 20M BARS —

(TO MATCH WALL REINF) WELDED
TO BEAM WITH END BARS IN

Ed

WALL

END TWO CORES FULLY
GROUTED IN WALL \

GROUT AND SHIM ABOVE AND —
BELOW BEAM AS REQUIRED

7_ —2-15M OR 20M BARS (TO MATCH

WALL REINF) LAPPED WITH WALL
DOWELS ABOVE AND BELOW STEEL
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— TYPICAL POUR STRIP REINFORCING
(100 WIDE & GREATER) 25 MPa CONC
15M LONGITUDINAL @ MAX 200 0/C
15M @ 1200 0/C TRANSVERSE, EXTEND
INTO GROUTED CORE EACH SIDE

HOLLOW CORE SLABS,
/7 SEE PLAN FOR THICKNESS

TYPICAL

/C\POUR S

HOLLOW CORE
TRIP DETAIL

S003/ 1:10

PAPER PLUG CORES
& GROUT IN SOLID

HOLLOWCORE
T/0 HOLLOWCORE \

—10M TIE BAR @ 1220 0/C
(IN HOLLOWCORE GROUT KEYS)

INTERRUPT END REINFORCING IN—
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TYPICAL BEARING PLATE CONNECTION

/B \AT MASONRY WALL

EL SEE PLAN 2————-\

MIN 76 HOLLOWCORE BEARINGJ

ON STEEL BEAM TYPICAL EACH SIDE A

196 x 127 LG NELSON STUDS

WELDED TO BEAM @ 1220 o/c
TYPICAL

W BEAM
SEE PLAN FOR SIZE

mTYPICAL HOLLOWCORE DETAIL

S003/ 1:10

o  SIMILAR DETAIL WHERE STEEL BEAM SPANS IN PERPENDICULAR DIRECTION

(INTO THE PAGE).

CORE HOLLOWCORE AS REQUIRED

AT NELSON STUDS & GROUT IN SOLID.
TYPICAL WHERE HOLLOWCORE BEARS
ON STRUCTURAL STEEL.

T/0 HOLLOWCORE |
EL SEE PLAN /

If& GROUT B‘AR LOCATIONS
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SLOPE TOP
HOLLOWCORE. PROVIDE BLOCK OUT

IN HOLLOWCORE AT NELSON STUD
FLEXCELL JOINT AT

S003/ 1:20

175 | 1 175

T T T T

COORDINATE WITH
FLAG POLE SUPPLIER

———FLAG POLE BASE AND ANCHORS
AS SPECIFIED BY FLAG POLE

SUPPLIER (REFER TO ARCH DWG)
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.
|| — PROVIDE 10 MIL POLY
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:Q | : FOR TOP 1800 OF PILE
| | I
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mTYPICAL FLAG POLE PILE

HOUSEKEEPING PAD

\ $003/ 1:20
¢ REFER TO ARCHITECTURAL AND LANDSCAPE FOR LOCATIONS.

| s
| I 196 x 127 LG NELSON STUDSJ
[~ 203¢ SCHEDULE 80 GALVANIZED @ 1220 0/C MAX WELDED
| STEEL PIPE FILLED WITH CONCRETE TO STRUCTURAL STEEL.
TYPICAL WHERE HOLLOWCORE A
L BEARS ON STRUCTURAL STEEL. W BEAM. SEE PLAN
| SEE ARCH FOR LOCATIONS
0 : & FINISHES, ETC.
(Vo)
o | CONTROL JOINT
. /F \TYPICAL HOLLOWCORE DETAIL
SEALANT WITH FLEXCELL | CONCRETE SLAB ON GRADE S003/ 1:20
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TYPICAL BOLLARD DETAIL
7/E \AT APPARATUS BAY - ——— -

/"L \HOSE WASH PEG ELEVATION

S003/ 1:20

BUILT-UP MECH/ELEC —\

REFER TO ARCH DWGS FOR LOCATION

——1-15M CONT AROUND PERIMETER

——

- -I v v

——12¢ HAS ROD C/W HILTI

HIT-HY270 + MESH SLEEVE
ANCHOR INTO HC @ 400 0/C

<

\sooa 1:10

/"M \HOUSEKEEPING PAD DETAIL

S003/ 1:20
o COORDINATE ANCHOR LOCATIONS WITH HC SUPPLIER AS TO NOT

DISTURB STRANDS, SCAN FOR STRANDS PRIOR TO PLACING ANCHORS.

PAD THICKNESS "t

REINFORCEMENT

100mm 10M @ 400 0/C EACH WAY

SEE MECHANICAL/ELECTRICAL DRAWINGS FOR
HOUSEKEEPING PAD SIZES AND LOCATIONS

CONDUIT TO BE DRILLED

] THROUGH TOP OF STEEL >6d d<t/3 [~ CROSS CONDUITS
DECK FLUTES, IF /3 [N FLUTES ONLY
REQUIRED

4 J
) + 4
© &)

GUIDELINES FOR SLAB ON
/D \STEEL DECK EMBEDDED CONDUIT

S003/ 1:10
NOTES:

o DO NOT BUNDLE CONDUITS IN CONCRETE SLAB ON STEEL DECK.

CORE HOLLOWCORE AS REQUIRED

AT NELSON STUDS & GROUT IN SOLID.
TYPICAL WHERE HOLLOWCORE BEARS
ON STRUCTURAL STEEL.

T/0 HOLLOWCORE

HOLLOWCORE. PROVIDE BLOCK OUT
IN HOLLOWCORE AT NELSON STUD
& GROUT BAR LOCATIONS

-]

EL SEE PLAN

196 x 127 LG NELSON STUDS
@ 1220 0/C MAX WELDED
TO STRUCTURAL STEEL.
TYPICAL WHERE HOLLOWCORE
BEARS ON STRUCTURAL STEEL.

__,‘_T _____ 3!

10M TIE BAR @ 1220 0/C

(IN HOLLOWCORE GROUT KEYS)
\HOOKED AROUND ADJACENT NELSON STUD
N

W BEAM. SEE PLAN

mTYPICAL HOLLOWCORE DETAIL

S003/ 1:20

REFER TO ELECTRICAL
DRAWINGS FOR CHAMFER

LIGHT STANDARD &
ANCHOR BOLTS BY LIGHT
STANDARD SUPPLIER

ENSURE ANCHOR BOLTS

ARE PLACED WITH IN
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mTYPICAL LIGHT STANDARD PILE
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REFER TO ARCH DWGS FOR LOCATION
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