1526

1830

WET WELL LEVEL 2
LIC L100-2

WET WELL LEVEL 1
LIC L100—-1

LOCAL MODE

LIC SELECTOR
LIC LIC
L100-1 ®L1 00-2

N
N

7

METCALFE LIFT STATION
CP—L31
PLC CONTROL PANEL

HMI—-L81
HMI TOUCHSCREEN

@9

ALARM MODE
NORMAL TEST

o
"\

[PLC RESET| [PLC MODE | [LOCAL MODE |

QI Q] LK
o - @

e ]
I
i

305

/ 1\ EXTERIOR PANEL VIEW

SCALE:1:5

C

—_

1-0162L-A0017-001

CONTROL SCHEMATIC PLC CONTROL PANEL CP-L81 PLC MODE & LOCAL MODE PUMP CONTROLS

1-0162L-A0006—-002

AUTOMATION POWER DISTRIBUTION SCHEMATIC PLC CONTROL PANEL CP-L81

1-0162L-A0006-001

AUTOMATION POWER DISTRIBUTION SCHEMATIC PLC CONTROL PANEL CP-L81

1-0162L-A0005—-001

AUTOMATION NETWORK BLOCK DIAGRAM PLC CONTROL PANEL CP-L81

BN IR EN TSR EN] o] Re) =

1-0162L.-A0004-002

AUTOMATION PANEL LAYOUT & BILL OF MATERIALS PLC CONTROL PANEL CP-L81

=z
o©

DRAWING NUMBER

REFERENCE DRAWING TITLE

REFERENCE DRAWINGS

100 0 100

200

e e ey —

300 400

SCALE: 1: 5mm

5

[}
.
o
=]

E

TB22

14

CRO1
CRO2

TB05

-

CRO3

S @

CRO4

CRO5
(8)

CRO9

& &

CR10
CR11

G

g P A [ B e

@

BB BB Bl P B8
SUEM P P ]

G

| |3 Dw 1 Dw 3 E'r 3 Dw ) B

Ol B [ B+ 1] B 12 B P

é
I\DXDI\

88860

&

|
&9 PLC—L81 RACK 0 MIN PLEORLSSE%% 1 MIN
—_ FOR DETAILS SEE DWG
I SEE DWG. 1—-0162L—A0004-002 1—0162L—AOOO4—002
|

\ T 3z 8;

g I \ = ;TBZS 6
= e )
=19 : :

: - &)
- (1) &

CRO7

CRO7A

5

GENERAL NOTES:

1. ALL POWER WIRING TO BE TEW/MTW 300V, 105°C
INSULATION, STRANDED COPPER, 12AWG OR LARGER
WHERE CURRENT REQUIREMENTS DICTATE AS PER CEC
REQUIREMENTS.

2. ALL CONTROL WIRING TO BE TEW/MTW 300V, 105°C
INSULATION, STRANDED COPPER, 16AWG.

3. ALL ANALOG WIRING TO BE 18AWG SHIELDED TWISTED
PAIR, WITH INSULATION RATED AT 300V.

4.  EXTERNAL COMPONENTS ARE TO BE LABELED AS SHOWN
ON THE DRAWINGS.

5. ALL FUSES ARE TO PROVIDED. IN ADDITION, TWO
SPARES OF EACH FUSE SIZE ARE TO BE PROVIDED.

6. TEST ALL WIRING AND COMPONENTS FOR FUNCTIONAL
OPERATION, CORRECT CONNECTION, CONTINUITY AND
INSULATION INTEGRITY. DOCUMENT ALL TEST RESULTS.

7.  ALL MAJOR COMPONENTS INSIDE THE PANEL ARE TO BE
LABELED WITH LAMACOIDS IN ACCORDANCE WITH MAJOR
DESCRIPTIONS ON THE DRAWINGS.

8. PROVIDE WIRE BARREL FERRULES FOR WIRING WHERE
POSSIBLE.

9.  ALL TERMINAL BLOCKS SHALL BE NUMBERED AS SHOWN
THE DRAWINGS, COMPLETE WITH GROUP LABELING.

10. ALL WIRES SHALL BE MARKED AS INDICATED ON THE
DRAWINGS.

11. ROUTE ALL 24VDC WIRING SEPARATE FROM 120VAC
WIRING.

12. JUMPER COMBES SHALL BE USED INSTEAD OF WIRE
JUMPERS WHERE POSSIBLE.

13. PANEL MANUFACTURER TO PROVIDE ALL INTERNAL
COMMUNICATION CABLES AS SHOWN ON NETWORK
DIAGRAMS.

14.  ALL EQUIPMENT SHOWN ON THIS DRAWING ARE NEW
AND ARE TO BE PROVIDED AND INSTALLED BY THE
CONTRACTOR UNLESS OTHERWISE INDICATED.
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