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FIELD INTRINSICALLY SAFE JUNCTION BOX JBA—-L82 PLC CONTROL PANEL CP—-L81
(OUTSIDE BUILDING WALL/INSIDE WET WELL) (MAIN FLOOR) (MAIN FLOOR)
PART OF
8C, #16AWG, ACIC, 300V
3C, #16AWG, CIC, 300V (2C SPARE)
(1SP, SEE NOTE 2) CA—L82
OEM CABLE CA—L101—1 : :
— [ 5, ' T IsBo1  VS+| 14 LB2-P LB2-P 1 L82-P LB2P 1\ 24vDC FROM TB21-F108
FLYGT ENM—10 JBA-L101 L82—C L82—C L82—C L82—C } - ! _ BMX DDI 3202K
GREY ] LSHH—L101—1 - LSHH=L101=1 [ 7]ISOLATING Vs—| 13 2 I | SEE DWG. 1-0162L.-A0006-002 PLC—L81
: v BARRIER
O(N.O.) BLACK > I 1 P205B RACK: 00
CH1 N.C 24VDC FROM | \jopuLE: 05
(N.C.)| BROWN 3 |LSHH-L101-2 LSHH-L101-2 :|1_ PR OFF -C.| 10 c2058 (TB21-F205B :
>l ) ) LF=0FF com| 1 L r ) Lo E@ F2058 l— DNP3 ADDR. 56
I N.0.| 12 LSHH-L101—-4 L101-4 56 Ll 156 156 124 LSHH—L101 .
HIGH—HIGH WET WELL 1 1 C205B HIGH—HIGH
LEVEL SWITCH . _ SPS2— \(NET WELL I)_EVEL
(NOTE 3) NOTE 1 FAIL SAFE
Sooen o1.C2058
: : CZOSBl C205B
3C, #16AWG, CIC, 300V
(1SP, SEE NOTE 2)
OEM CABLE CA—L500-1 ! !
CA—L502-2 . ) L ! L82—P I
FLYGT ENM—10 JBA-L502 IsBo2  VS+| 14 L87—C } 24V0C FROM TB21-F108 = BMX_DDI_3202K
GREY L502—1 L502—1 ISOLATING VS—-| 13 f——+ T ~ B PLC—LB1
: ! : S ] 2+ | BARRIER
(N.0.)| BLACK P205B RACK: 00
O(N c) 2 ! CH1 Nc.| 10 24VDC FROM | MopuLE: 05
OJ .C.)] BROWN 3 L502—-2 L502—2 1— | PR=0OFF COM L502—3 ) c2058 ( TB21—F2058B
LF=0FF " OART OF DNP3 ADDR. 58
1 N.O.[ 12 L5024 8C, #16AWG, ACIC, 300V 198 1" 126 | LSH-L502
HIGH COMMINUTOR \ * Fl2c SPARE) 02058 COMMINUTOR
LEVEL SWITCH . ] SPS2— | FLOOD ALARM
(NOTE 3) NOTE 1 CA-L82 2058 (FAIL SAFE)
C205B 9
' ' 2055 $1.C2058
I I
I I
I I
I I
I I
FLYGT ENM—10 ASSUMED CABLE VALUES MTL 5511 — — ENGINEERS
Vmax 30VDC c 0.197nF /m Vo 10.5VDC — GEOSCIENTISTS
Imax 100mA L 0.66uH/m I lo 14mA " MANITOBA
Certificate of Authorization
Pmax 200mw ADVISE THE CONTRACT ! Po S7mW !
Ci 1.6nF ADMINISTRATOR IF THESE Ca 75,000nF KGS Group
T 1.6 VALUES ARE EXCEEDED. > ey seer 35 o 109 No. 245
NOTES ENGINEER'S SEAL
- @,

1. PROVIDE AND INSTALL NEW NEMA TYPE 4X JUNCTION BOX K.E,s O THE CITY OF WINNIPEG
WITH TERMINALS AND IDENTIFICATION LAMACOID. JUNCTION N\ WATER AND WASTE DEPARTMENT
BOX SIZE SHALL BE 6" HEIGHT X 6” WIDTH X 4" DEPTH DESIGNED BY: CHECKED BY: WmmPeg ENGINEERING DIVISION
COMPLETE WITH BACK PANEL AND GROUND BAR. A NIRMAL oW

2. UTILIZE RIGID CONDUIT BETWEEN JBA—LB2 AND JBA—L500 DRAWN BY: APPROVED BY: METCALFE LIFT PUMPING STATION
COMPLETE WITH HAZARDOUS RATED CONDUIT SEAL. ‘

CONNECT ALL WIRES AT JBA—L101 AND LEAVE ONE SPARE R. GASPAR o 2022 UPGRADES
CONDUCTOR COILED UP JBA—-L82. SCALE: DATE: LOOP DIAGRAM
NTS 2022/07/15
3. LEVEL SWITCH CONTACT SHALL BE CLOSED DURING
NORMAL OPERATION AND OPEN DURING HIGH LEVEL. ISSUED FOR CONSTRUCTION WET WELL & COMMINUTOR LEVEL SWITCH
BY: DATE: LSHH-L101 & LSH-L502
CONSULTANT NO CITY DRAWING NUMBER SEET REV. SZE
, -
0 [ISSUED FOR CONSTRUCTION 2023 03 24| S| o/ :
NO. | REVISIONS DATE DESIGN | CHECK 22-0107-004-A29.01 1 _01 62L_A0029 001 O B
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