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NOTE:

1. FIBRE CABLES ARE NOT PERMITTED TO BE ADJACENT TO ONE-ANOTHER.
PROVIDE MINIMUM SPACING AS SHOWN. LAY FIBRE IN TRAY NEATLY.
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STEEL COLUMN

BEAM CLAMP
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BARRIER (AS REQUIRED)

13 mm THREADED ROD WITH
ELECTRO-GALVANIZED FINISH

HOLD DOWN CLAMP

UNISTRUT CHANNEL

CABLE TRAY (CT)

HOLD DOWN
CLAMP
(TYP)

ENGINEERED CT
WALL MOUNT BRACKET
(NOTE 1)

WALL ANCHORS
PER MFGR
RECOMMENDATIONS
(TYP)

PRE-MANUFACTURED WALL
(STEEL COLUMN)

NOTE:

1. CANTILEVER BRACKET SHALL BE A PRE-MANUFACTURED PRODUCT
SUITABLE FOR THE CABLE TRAY LOAD.
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600mm

STRUCTURAL STEEL

CABLE TRAY

HORIZONTAL ELBOW
CABLE TRAY

1/2 FITTING
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DESCRIPTION

FLAT WASHER (STAINLESS STEEL)

CAP SCREW HEX HEAD BOLT (STAINLESS STEEL)

SPRING NUT (ZINC PLATED)

HOLD DOWN CLAMP/EXPANSION GUIDE (ALUM.)

5

NOTES:

1. STRUT CHANNEL SHALL BE WELDED ON BOTH SIDES TO BEAM.
2. BOLT HEADS SHALL BE LOCATED INSIDE TRAY.
3. REFER TO LAYOUT DRAWINGS FOR SIZE AND RADIUS OF HORIZONTAL ELBOW.

STRUT CHANNEL (HDG)AS REQ'DAS REQ'D

1 2 3 4

SEE NOTE 2
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(TYP)

ANGLE

EVERY 15 m UNLESS TRAY IS
BOLTED TO GROUNDED

BUILDING STEEL

GROUND CLAMPS BURNDY
CAT NO. GBM28-CG1 OR
EQUAL

TAKE CONDUCTOR ON
TRAY
AND CONNECT AS PER
DETAIL 'B'

T&B CAT. NO. 64760 'C' TAP

RUN GROUND
CONDUCTOR IN

TRAY

110 GROUND IN
A/C ELEC ROOM

SIDE RUN LESS THAN 15 m

DETAIL 'B'DETAIL 'A'

NOTES:

1. WHERE THE CONDITIONS OF RULE 12-2208 (1) DO NOT APPLY THE CABLE TRAY SHALL BE
ADEQUATELY GROUNDED AT INTERVALS NOT EXCEEDING 15 m AS SHOWN

2. CABLE TRAY GROUNDED WITH #2/0 AWG GREEN INSULATED COPPER GROUND WIRE.
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THE CITY OF WINNIPEG

WATER AND WASTE DEPARTMENT

NORTH END SEWAGE TREATMENT PLANT
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AUTOMATION

CABLE TRAY DETAILS

NOT TO SCALE

1 TYPICAL FIBRE CABLE TRAY DETAIL
NOT TO SCALE

2 TYPICAL CEILING MOUNTED CABLE TRAY DETAIL

NOT TO SCALE

3 TYPICAL WALL MOUNTED CABLE TRAY DETAIL

NOT TO SCALE

4 TYPICAL VERTICAL THREADED ROD SUPPORT
NOT TO SCALE

5 TYPICAL TRAY BEND INSTALLATION
NOT TO SCALE

6 CABLE TRAY GROUNDING DETAIL
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