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EXTEND GEOTEXTILE TO END OF
EXCAVATION

COMPACTED SUBGRADE

100 MIN. GRANULAR A BASE GRANITE  MATERIAL
ONLY COMPACTED TO 95% PROCTOR

GEOTEXTILE FABRIC, PLACED BELOW
AGGREGATE SUBBASE
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SET TREE PLUMB IN
CENTRE OF OPENING

THICKENED EDGE

CIP CONC. SIDEWALK

SODDING

INDICATOR STRIP
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 LIGHT STANDARD

CIP CONC. SIDEWALK

TRENCH DRAIN - SEE DTL. THIS SHEET

SILVA CELLS - SEE SPECS.
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GRANULAR A BASE GRANITE MATERIAL ONLY

REMOVE EXCESS SOIL BUILD UP OVER
ROOT FLARE UNTIL FIRST FIBEROUS
ROOTS AT TRUNK ARE PRESENT &
POSITION AT BOTTOM OF FINISHED
GRADE IN TREE WELL

SOIL CELL SYSTEM (DECK, BASE & POSTS)

GEOGRID, WRAPPED AROUND PERIMETER OF
SOIL CELL SYSTEM W/150 TOE (OUTWARD FROM
BASE) & 300 EXCESS (OVER TOP OF DECK)
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STRUCTURAL SOIL CELL - LEGEND:
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E PLANTING MEDIUM - SEE SPECS.

ANCHORING SPIKES 300 LONG GALVANIZED

50 GAP B/T SOIL CELLS AT BASE COMPACTED BACKFILL
DEEPROOT BARRIER 400 DEPTH, INSTALL DIRECTLY
ADJACENT TO CONCRETE EDGE RESTRAINT
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DEEPROOT IMPERVIOUS LINER FULL DEPTH OF
EXCAVATION AGAINST ROADWAY - SEE SPECS.H
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3 SECTION AT SOIL CELL
: 1:30L2.1
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OF EXCAVATION
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100 MIN. GRANULAR DRAINAGE
MATERIAL TO 95% PROCTOR

GEOTEXTILE FABRIC, PLACED
BELOW AGGREGATE SUBBASE

GRANULAR A BASE GRANITE
MATERIAL ONLY

CURB - SEE CIVIL

150 DIA. PERF. DRANAGE PIPE. CONNECT TO NEAREST
CB & ENSURE POSITIVE DRAINAGE - SEE CIVL
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GRANULAR A BASE GRANITE MATERIAL ONLY

THICKENED EDGE

GRANITE MULCH

CURB - SEE CIVIL
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4 SECTION AT TREE
: 1:30L2.1
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CIP CONC. SIDEWALK

GRANULAR A BASE GRANITE MATERIAL ONLY

GEOTEXTILE PER CW3120

COMPACTED PLANTING MEDIUM MOUND

100 MIN. GRANULAR DRAINAGE MATERIAL TO
95% PROCTOR

COMPACTED SUBGRADE

150 DIA. PERF. DRANAGE PIPE. CONNECT TO NEAREST
CB & ENSURE POSITIVE DRAINAGE - SEE CIVL

INDICATOR STRIP

SOD OVER TOPSOIL

PLANTING MEDIUM

SET TREE PLUMB IN CENTRE OF
OPENING
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REMOVE EXCESS SOIL BUILD UP OVER
ROOT FLARE UNTIL FIRST FIBEROUS
ROOTS AT TRUNK ARE PRESENT &
POSITION AT BOTTOM OF FINISHED
GRADE IN TREE WELL
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CIP CONC. SIDEWALK

SOIL CELL SYSTEM

TRENCH GRATE C/W FRAME - SEE SPECS.
SET 3 BELOW TOP OF SIDEWALK TO
ALLOW FOR SNOW CLEARING
SUBMIT SHOP DRAWINGS
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TRENCH GRATE FRAME W/CROSS-SUPPORTS
CAST INTO CONC. SIDEWALK - SEE SPECS.

203 x 457 TRENCH GRATE 'TIDAL WAVE'
FASTEN GRATE TO FRAME
W/TAMPER-PROOF SCREWS - SEE SPECS.
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5 TRENCH DRAIN
: 1:5L2.1
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LOCATION OF UNDERGROUND STRUCTURES AS
SHOWN ARE BASED ON THE BEST INFORMATION
AVAILABLE BUT NO GUARANTEE IS GIVEN THAT ALL
EXISTING UTILITIES ARE SHOWN OR THAT THE GIVEN
LOCATIONS ARE EXACT CONFIRMATION OF
EXISTANCE AND EXACT LOCATION OF ALL SERVICES
MUST BE OBTAINED FROM THE  INDIVIDUAL UTILITIES
BEFORE PROCEEDING

LOCATIONS APPROVED
UNDERGROUND STRUCTURES

NOTE:
These design documents are prepared solely for the use by the party with whom the design professional  has entered into a contract and there are
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