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CUT BENT EXP JOINT BARRIER
EXTRUSION AND REPLACE WITH
SAME SHAPE (STEEL EXTRUSION
C/W 15ØX150 LONG ANCHOR
STUDS @ 200 O.C.)
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BARRIER STEEL EXTRUSION REPAIR
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AND  PLATES

REMOVE AND REINSTALL
EXISTING BARRIER STRIPSEAL

PLACE TYPE C1 CONCRETE, SHAPE TO
MATCH F-SHAPE BARRIER CONCRETE
DIMENSIONS AND HAVE 10mm CHAMFER
TO STEEL EXTRUSION.

REMOVE EXISTING CONCRETE
TO SOUND CONCRETE. DO NOT
DAMAGE EXISTING EXPANSION
JOINT EXTRUSION, ANCHORS OR
REINFORCING
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- CONCRETE BARRIER REPAIR IN ACCORDANCE WITH BARRIER
TYPE 1B REPAIRS. REFER TO SHEET 13 FOR DETAILS.
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NOTES:

1. REFER TO SHEET 17 FOR REPAIR DETAILS, QUANTITIES AND MOVEMENT TABLE.
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FIGURE 2: NORTHBOUND ACADEMY RAMP
PIER 8 EXPANSION JOINT REPAIR AREAS

FIGURE 1: NORTHBOUND ACADEMY RAMP
SOUTH ABUTMENT EXPANSION JOINT
REPAIR AREAS

FIGURE 3: NORTHBOUND ACADEMY RAMP
WEST LANE PIER 8 BARRIER PLATE DAMAGE

FIGURE 4: NORTHBOUND ACADEMY RAMP
WEST LANE PIER 11 BARRIER PLATE
DAMAGE
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