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OBTAINED FROM THE INDIVIDUAL UTILITIES BEFORE PROCEEDING WITH CONSTRUCTION.
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TOSS: Top of Safety Surface

TOT: Top of Timber Edging

TOT ACC: Top of Timber at Accessible Entry

GB: Grade Break

Benchmark Elevation (TBM1): Middle of Catch Basin. Refer to H.32-C3 
for TMB1 Location
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Existing Contour Line

Proposed Contour Line
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38mm x 140mm (2" x 6") PT Lumber

Timber Base Course as per SCD-651A

Subbase and Geotextile as per SCD-651A

Subgrade

Pavement to be Flush
w/ Accessible Entrance,

6 mm Tolerance, Max.

Miter Composite End Caps at Accessible 
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Double Tier Timber Edging w/ Cap as per 
SCD-651A
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GRADING NOTES
1.

2.

3.

4.

5.

6.

ALL WORK TO CONFORM TO CURRENT CITY OF WINNIPEG STANDARD 
CONSTRUCTION SPECIFICATIONS AND DETAILS UNLESS OTHERWISE NOTED.

DIMENSIONS ARE IN METERS UNLESS OTHERWISE NOTED.

DO NOT SCALE DRAWING.

PROTECT EXISTING TREES TO REMAIN, TYP.

PAVEMENT: DIRECTIONAL SLOPE 5% MAX., CROSS SLOPE 2% MAX. NEW 
PATHWAYS TO MATCH EXISTING GRADES UNLESS OTHERWISE NOTED ON THE 
GRADING PLAN.

DRAINAGE PIPE/MULTIFLOW: 0.5% MIN SLOPE AS PER SCD-659/SCD-661


