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EX. 250 WM

EX. 100 GAS

EX. HYDRO

EX. 250 WM
INSTALL 8.2m-250
PVC SEWER
SERVICE @ 21.1%
GR C/W 0.9m RISER

INSTALL 6.95m-250
PVC SEWER
SERVICE @ 25.7%
GR C/W 0.9m RISER

CAUTION:
WM,WWS

CAUTION:
GAS,WM,WWS

1+512.670
INSTALL 1800 DP CB (SD-025) C/W
STANDARD FRAME (AP-006) AND
SOLID COVER (AP-007)
RIM ELEV=231.242
INV 250 S=229.592
INV 250 SE=230.231
INV 150 E&W=229.953
BTM ELEV=228.992
INSTALL WATERMAIN INSULATION
AS PER E-17

18.0m-150
SUBDRAIN C/W
PLUGGED END

18.0m-150
SUBDRAIN C/W
PLUGGED END

18.0m-150
SUBDRAIN C/W
PLUGGED END

18.0m-150
SUBDRAIN C/W
PLUGGED END

CONNECT TO EX
2000x1600 BRICK
CS INV=224.96±

1+514.70
INSTALL 1800 DP CB (SD-025) C/W
STANDARD FRAME (AP-006) AND
GRATED COVER (AP-008)
RIM ELEV=231.048
INV 250 S=229.398
INV 150 E&W=229.953
BTM ELEV=228.798
MAINTAIN MIN 0.3m HORIZONTAL
SEPARATION FROM EX 100 GAS.

ABANDON EX
CURB INLET AND
CATCH BASIN

ABANDON EX
CATCH BASIN

ABANDON EX
CB LEAD

ABANDON EX
CB LEAD

EX. 2000 x 1600 BRICK CS

INSTALL 8.18m-250
PVC SEWER
SERVICE @ 21.3%
GR C/W 1.1m RISER

INSTALL 7.26m-250
PVC SEWER
SERVICE @ 24.7%
GR C/W 1.1m RISER

CAUTION: WM

CAUTION:GAS

18.0m-150
SUBDRAIN C/W
PLUGGED END

18.0m-150
SUBDRAIN C/W
PLUGGED END

ABANDON EX
CURB INLET AND
CATCH BASIN

1+577.697
INSTALL 1800 DP CB (SD-025) C/W
STANDARD FRAME (AP-006) AND
SOLID COVER (AP-007)
RIM ELEV=231.234
INV 250 S=229.584
INV 250 SE=230.223
INV 150 E&W=229.945
BTM ELEV=228.984
INSTALL WATERMAIN INSULATION
AS PER E-17

S-MH00011996
REMOVE 1.2m BRICK
RISERS BELOW FRAME
AND REPLACE W/
PRECAST CONC RISERS

INSTALL
1.8m-250 PVC
SEWER SERVICE
@2%

1+514.170
INSTALL 460 DP CP (SD-023) C/W
BARRIER CURB FRAME (AP-011) AND
BARRIER CURB COVER (AP-012)
RIM ELEV=231.048
INV 150 NW=230.267

INSTALL 1.8m-250
PVC SEWER
SERVICE @ 2%
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SELKIRK AVENUE
STA 1+470 TO MAIN STREET
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2023 REGIONAL STREET RENEWAL PROGRAM
SELKIRK AVENUE PAVEMENT RENEWALS

UNDERGROUND INFRASTRUCTURE
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Stantec Consulting Ltd.
Certificate of Authorization

No. 1301

MANITOBA
GEOSCIENTISTS
ENGINEERS

T

PROPOSEDEXISTING LEGEND-PLAN EXISTING

WASTE WATER SEWER
LAND DRAINAGE SEWER

250 WWS

300 LDS

CURB INLET/CATCH PIT

GAS

CATCH BASIN
MANHOLE

150 WM WATERMAIN
HYDRANT

VALVE

250 WWS

300 LDS

(31.334)

150 WM

LEGEND-PROFILEEXISTINGLEGEND-PLAN PROPOSED

32.231
SURVEY BAR

PROPERTY LINE

ASPHALT MILL & FILL

ELEVATION

SIDEWALK
ASPHALT

HYDRO
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NOTES:
1. ADJUST MANHOLE RIMS, CB RIMS, CP RIMS, VALVES AND

HYDRANTS TO NEW GRADES WHERE REQUIRED.
2. CONTRACTOR TO CONFIRM THE LOCATION OF ALL

UTILITIES/SERVICES IN THE FIELD PRIOR TO CONSTRUCTION.
3. ALL NEW SEWER SERVICE PIPE TO BE TRENCHLESS INSTALLATION.
4. WHERE MANHOLE FRAMES AND COVERS ARE REMOVED TO ALLOW

FOR INSTALLATION OF NEW PRECAST CONC RISERS, EXISTING
FRAMES AND COVERS ARE TO BE RE-USED UNLESS DIRECTED
OTHERWISE BY THE CONTRACT ADMINISTRATOR.

ALL LONG SIDE WATER SERVICES
WITHIN THE LIMITS OF THE
RECONSTRUCTION SHALL BE
INSULATED AS PER SPEC E-16

PLAN:
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CONNECT TO EX
2000x1600 BRICK
CS INV=224.74±

ABANDON EX
CURB INLET AND
CATCH BASIN

ABANDON EX
CB LEAD

ABANDON
EX CB
LEAD

1+579.197
INSTALL 1800 DP CB (SD-024)
C/W BARRIER CURB FRAME
(AP-011) AND BARRIER CURB
COVER (AP-012)
RIM ELEV=231.032
INV 250 S=229.382
INV 150 E&W=229.937
BTM ELEV=228.782
MAINTAIN MIN 0.3m HORIZONTAL
SEPARATION FROM EX 100 GAS

18.0m-150
SUBDRAIN C/W
PLUGGED END

18.0m-150
SUBDRAIN C/W
PLUGGED END

1+579.197
INSTALL 460 DP CP (SD-023) C/W
BARRIER CURB FRAME (AP-011)
AND BARRIER CURB COVER
(AP-012)
RIM ELEV=231.040
INV 250 NW=230.259
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