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1. THESE NOTES ARE TO BE READ IN CONJUNCTION WITH THE PROJECT SPECIFICATION. 1. ALL STRUCTURAL STEEL ANGLES AND PLATES TO BE IN ACCORDANCE WITH CSA G40.21
GRADE 300W, ALL OTHERS MEMBERS TO BE GRADE 350W UNLESS OTHERWISE NOTED.
EXIST. ROOF 2. THESE NEW INSTALLATIONS HAVE BEEN DESIGNED IN ACCORDANCE WITH
P—FO1 PARAPET WALL THE NATIONAL BUILDING CODE OF CANADA AND AS REVISED BY 2. DETAILING, FABRICATION AND ERECTION TO BE IN ACCORDANCE WITH CSA-S16.
DISCHARGE CHAMBER THE MANITOBA BUILDINGS AND MOBILE HOMES ACT (C.C.S.M.C. B93), 3. ALL WELDING TO CONFORM TO CSA W47.1 & W59.
— MR 118, REGULATION 31 AS AMENDED (MEC). 4. INSTALL ANCHORS IN ACCORDANCE WITH MANUFACTURES INSTRUCTIONS.
3. REFERENCE OR COMPLIANCE WITH A STANDARD SHALL MEAN REFERENCE 5. WELDING SHOPS TO BE CERTIFIED TO DIVISION 1 OR 2 OF CSA W47.1 BY THE CANADIAN
TO THE CURRENT EDITION OF THAT STANDARD AS WELL AS SUPPLEMENTS WELDING BUREAU. ALL WELDING TO BE PERFORMED BY CWB CERTFIED WELDERS
|| | | S S | AND ALL DOCUMENTS REFERENCED THEREIN UNLESS REFERENCE TO A ’ )
B — — B SPECIFIC DOCUMENT VERSION IS MADE. SHOP WELDED CONNECTIONS:
| | z . ;'ESU,C,SE'%?%T O,SNS Hﬁééufﬁ){fgﬁg Y!gg TAHL'E‘ E%'\‘,THCQN(?FSQ,EE{;OBA’ 1. ALL SHOP WELDING SHALL CONFORM TO CSA W59. CONTRACTOR TO BE CERTIFIED IN
| o o | - ACCORDANCE WITH CSA W47.1, DIVISION 1 OR 2. ALL WELDERS TO BE CWB CERTIFIED
] ] S 5. THE DRAWINGS SHOW THE COMPLETED STRUCTURAL SYSTEM; THEY DO FOR THE REQUIRED WELDS.
= = < NOT SHOW WHICH MAY BE NECESSARY FOR SAFETY DURING CONSTRUCTION.
|1/l | e 2. ALL WELDS TO BE CONTINUOUS FILLET OR GROOVE SEAL WELDS. GROOVE WELDS TO BE
| L 50%); L | & THE CONTRACTOR IS RESPONSIBLE FOR SAFETY IN AND AROUND THE JOB SITE. DETALED AS FULL PENETRATION WELDS WITH. BAGKER PLATE.
| | q - 6. ALL WORK IN THE FIELD TO INCORPORATE PROPER SAFETY PRECAUTIONS .
= _ 1 L__—_ 1 L____] I =N © o TO ENSURE THE SAFETY OF THE WORKERS AND PREVENT DAMAGE TO M
N =¥~ ALL EXISTING EQUIPMENT AND STRUCTURES.
] | —> ° = 1. ALL LADDER COMPONENTS, SUPPORT CHANNELS AND ANGLES ARE TO BE HOT DIPPED
= T T oA ROOF <3 7. DO NOT SCALE DRAWINGS GALVANIZED FINISHESS TO MATCH EXISTING (EXCEPT ITEMS NOTED.)
= —F= | || B AN © 8. VERIFY ALL DIMENSIONS, ELEVATIONS AND EXTENT OF WORK WITH 2. ALL GUARDRAILS AND RETURNS ARE TO BE SSPC-SP6 BLAST CLEANED THEN COATED
| >€/ A | b Fo> | | ™~ DRAWINGS AND REPORT ANY DISCREPANCIES OR CONFLICTS TO THE WITH ‘FORMULA 2" PER SPECIFICATION 099123. COLOUR: SAFETY YELLOW.
E g | (woror) | ! \ CONTRACT ADMINISTRATOR PRIOR TO PROCEEDING WITH CONSTRUCTION. 3. MAIN FLOOR WALLS ARE TO BE PAINTED AND CEILING TO BE CLEANED AND REPAINTED
GUARDRAILS (50005 ! o | | 750 FABRICATED PRIOR TO IDENTIFICATION OF DISCREPANCIES AND/OR COLOUR: ANS| 70.
Iz ! | | = BONE. PADS CONFLICTS SHALL BE AT NO ADDITIONAL COST TO THE CITY.
N ! | PROS DISCHARGE | \S00Ue/ N 4. TOUCH UP ALL FIELD WELDS AND DAMAGED AREAS WITH ZINC RICH PRIMER OR
o = | MOTOR o s CHAMBER 9. LOCATE SERVICES AND PROTECT THEM AT ALL TIMES DURING CONSTRUCTION. PRIMER AND TOPCOAT FOR HDG OR PAINTED SURFACES, RESPECTIVELY.
[ e ——— — | Q | | 10. STRUCTURAL INTEGRITY OF EXISTING STRUCTURES TO BE MAINTAINED .
c——0—m
=———— = /L SR TR AL I TEOREY DESIGN OF BOLTED CONNECTIONS:
m — 11. REPORT ANY UNSOUND CONDITIONS OBSERVED OR CREATED IMMEDIATELY 1. DESIGN ALL BOLTED CONNECTIONS IN ACCORDANCE WITH CSA-S16 AND THE CISC CODE
i ——— r———.r——° ] TO THE CONTRACT ADMINISTRATOR. OF STANDARD PRACTICE FOR STRUCTURAL STEEL.
— 1
| I % 12. MODIFICATIONS, ALTERATIONS, OR SUBSTITUTIONS MUST BE AUTHORIZED 2. AL CONNECTIONS SHALL BE DESIGNED AND DETALED BY THE STEEL
| o | | SN IN WRITING BY THE CONTRACT ADMINISTRATOR PRIOR TO ANY FABRICATOR. CONNECTION CONFIGURATIONS SHALL (IN GENERAL) CONFORM WITH THE
[l FABRICATION OR ERECTION DETAILS PROVIDED. SUBMIT SHOP DRAWINGS OF ALL MEMBERS AND CONNECTIONS.
| : : P_FO4 H—H : DRAWINGS MUST BE SEALED BY PROFESSIONAL ENGINEER REGISTERED IN MANITOBA.
MOTOR THE STEEL FABRICATOR SHALL ADVISE THE ENGINEER IN WRITING WHEN DEVIATION FROM
e = 1 I = = ‘ &— 3. gt;gg[‘g,ﬁfg@&ﬁﬁf’;ﬁsE’Q’é&é‘ﬂ,ﬁ’gsﬁgﬂg&gg% &ENM'X%AR%YPR,ATELY THE APPROVED CONNECTION CONFIGURATION DETAILS IS REQUIRED.
| | 4 EXPERIENCED INSTALLATION CONTRACTOR IN ACCORDANCE WITH MANITOBA 3. OVERSIZED HEAVY DUTY 60mm DIA. x 5mm THICK HARDENED PLATE WASHERS
| I REGULATION 217. SCAFFOLDING TO BE DESIGNED AND APPROVED REQUIRED AT ALL SLOTTED/BOLTED CONNECTION LOCATIONS.
———t |F8; ) FOR USE IN ACCORDANCE WITH 217.
PROVIDE NEW FRAMED Y . LN 14. SUBMT SHOP DRAWINGS FOR REVIEW. FIELD ANCHORING:
MECHANICAL AC UNIT. m UPPER LADDER 1. LOCATE EXISTING REINFORCING IN THE CONCRETE ELEMENTS TO RECEIVE POST-FACTO
C/W KING STUDS, 50003 ANCHORAGE AND POSITION HOLES FOR THE NEW ANCHORS CLEAR OF THE
JACK STUDS AND PLAN @ FLOOR LEVEL T’O'C' 2300734 LOW ELEVATION EXISTING REINFORCING.

DOUBLE 38x184
HEADER. SEE MECH.

DWG'S FOR SIZE

SCALE: 1 : 50 AT (E) SCUPPER 2. DRILL HOLES INTO THE EXISTING CONCRETE ADVANCING THE DRILL BIT TO FULL DEPTH

OF REQUIRED ANCHORAGE. IF REINFORCEMENT IS ENCOUNTERED, TERMINATE DRILLING
THE HOLE AND RELOCATE THE ANCHORAGE CLEAR OF THE REINFORCING. USE A

T.0.BRICK STANDARD HARDENED CARBIDE TIPPED CONCRETE BIT, DO NOT USE A CORE DRILL
EL. 234.481 o ROOF PLAN THAT CAN INTERCEPT AND CUT THE EXISTING REINFORCING — EXCEPT WHERE NOTED.
| [769.30°] SCALE: 1 : 50 3. ALL BOLTS 16 (3") ¢ AND LARGER SHALL BE ASTM A325 WITH HOT DIP GALVANIZED
FINISH. ALL BOLTS 13 (%”) ¢ AND SMALLER SHALL BE SAE J429 GR. B WITH HOT DIP
GALV. FINISH.
EXISTING FRAMED WALL MODIFICATIONS:
UPPER m (EXISTING FRAMING TO BE CONFIRMED BY CONTRACTOR) 4. ADVISE THE CONTRACT ADMINISTRATOR IMMEDIATELY IF THE REQUIRED ANCHORAGE HOLE
UAODER s IZ LOCATIONS CANNOT BE FIELD ADJUSTED TO CLEAR THE EXISTING REINFORCING AND
\_/ T~ —NEW 13 PLYWOOD SHEATHING AWAIT FURTHER INSTRUCTIONS. THE SITE ENGINEER WILL REVIEW THE SITUATION AND
— = —NEW 0.15mm (6 mil) POLY VAPOUR BARRIER MAKE A DETERMINATION REGARDING HOW BEST TO INSTALL THE ANCHORS, GIVEN THE
. Ll | : —EXISTING WOOD STUDS EXIST. ROOF HATCH EXTERIOR ROOF INSULATION: ACTUAL POSITIONS OF THE REINFORCING ENCOUNTERED.
D\ JLL Jl\ i L S M Sl (APPROX. SHOWN) 5. ALL ANCHORS MUST BE INSTALLED PER MANUFACTURER'S WRITTEN INSTRUCTIONS.
CONC. PAD o . _EXIRTING SHIPLAP SIDING — 2 PLY MODIFIED BITUMEN MPO-TORCH ROOFING
' 50006 L L — ASPHALT IMPREGNATED FIBREBOARD UNDERLAY .
N B> . T B e L — TAPERED RIGID INSULATION TO ACHIEVE DRAINAGE LOADING:  er mec/nace
- |\|4 R MAIN FLOOR — EXISTING SHEATING AND FRAMING GUARDS: 0.74 kN/m HORIZONTAL TOP RAL OR
: :\Q\ T.O.FIN. FLOOR 1.0 kN ANY DIRECTION ALL RAIL VERTICAL
o - EL 230.734 LADDER: 1.0 kN EACH RUNG VERTICAL
T4 1 N = B B = A [757.0] S 4.45 kKN MAIN RAIL VERTICAL
N [ [ QJ Q[ : SNOW: Ss 1.9 kPa
) / o Sr 0.2 kPa
Bt o —— s S (ROOF SNOW) 1.72kPa
LADDER 2{— - : a WIND:  Q 1/50 0.45kPA
GUARDRAIL {50003/ - IR _ T z LIVE:  4.78 kPa (FLOOR)
. IS ; o - . i . DEAD:  SELF—WEIGHT
; I - § . LOADS INDICATED ARE FOR NEW COMPONENT INSTALLS ONLY. EXISTING BUILDING
P = = o8 oS y COMPONENTS NOT MODIFIED REMAIN PER ORIGINAL BUILDING DESIGN
. | 9| EL 228.226 <
a 0 S| e /\_ELEVATION
- P . = B \_""/ SCALE: 1 : 50 INTERIOR_ROOF INSULATION:
— ‘ o . — 2 LAYERS 102 THICK ROXUL
4 G S o B COMFORTBATT INSULATION

BETWEEN TIMBER JOISTS

: o — 0.15MM (6 MIL.) POLY VAPOUR BARRIER
* | LANDING S e — 13 THICK PLYWOOD SHEATHING
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LD-5050 BANNATYNE PUMPING STATION — ARCHITECTURAL BUILDING SECTION WHOLE NUMBERS INDICATE MILLIMETRES m— mm— N GINEERS DRAWN BBY: ICKSON APPROVEE EE:EVEN 2025 UPGRADES
LD-5049 BANNATYNE PUMPING STATION — ARCHITECTURAL ELEVATIONS DECIMALIZED NUMBERS INDICATE METRES === ===l GEOSCIENTISTS : : STRUCTURAL MODIFICATIONS
MANITOBA SCALE: . 5 ISSUED FOR CONSTRUCTION PLANS, ELEVATION AND NOTES
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