GENERAL NOTES:

Al SIZE — 594mm x 841mm

THE INFORMATION ON THIS DRAWING IS BASED ON INFORMATION
PROVIDED ON EXISTING DRAWINGS AND MAY NOT HAVE BEEN
VERIFIED.

THE EXTENT OF THE DESIGN INCLUDES THE DEMOLITION OF THE
EQUIPMENT AS SHOWN.

PROVIDE DEMOLITION OF EXISTING CABLING, AND ASSOCIATED
CONDUIT OF ALL EQUIPMENT BEING REMOVED.

EXISTING UTILITY TRANSFORMERS TO REMAIN.

PRE—-DEMOLITION NOTES:

COORDINATE WITH MANITOBA HYDRO AND THE CITY OF WINNIPEG
EXAMINATION DEPARTMENT TO ARRANGE FOR A SERVICE UPGRADE.

NO TEMPORARY POWER FROM MANITOBA HYDRO IS REQUIRED FOR
THE FLOOD PUMPS WHILE DEMOLITION/CONSTRUCTION IS
UNDERWAY. A TEMPORARY GENERATOR WILL NEED TO BE
PROVIDED FOR LOADS ASSOCIATED WITH HEATING, LIGHTING, ETC
DURING DEMOLITION AND NEW CONSTRUCTION. OTHERWISE
PROVIDE TEMPORARY SERVICE AND CONSULT WITH MANITOBA
HYDRO. THE STATION CONTAINS DOMESTIC WATER PIPING, IT IS
THE RESPONSIBILITY OF THE CONTRACTOR TO ENSURE THE
DOMESTIC WATER PIPING DOES NOT FREEZE DURING
CONSTRUCTION WORK. THE CONTRACTOR IS RESPONSIBLE FOR
ANY DAMAGES RESULTING FROM DOMESTIC WATER PIPING
FREEZING.

SPECIFIC NOTES:

EXISTING CSO PANEL ALONG WITH INTRINSIC SAFETY PANELS
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(LOCATED BELOW CSO PANEL) TO REMAIN.

DEMOLISH EXISTING RECEPTACLES, LIGHTS AND SWITCHES AS WELL
AS ALL ASSOCIATED UPSTREAM CABLING AND CONDUIT.

DEMOLISH EXISTING 600V PANELBOARD DP-600 AND ALL
DOWNSTREAM LOADS INCLUDING ASSOCIATED CABLING AND
CONDUIT.

DEMOLISH EXISTING FAN MOTOR STARTERS, CONTROLLERS,
ASSOCIATED CABLING AND CONDUIT.

DEMOLISH EXISTING FAN UNITS AND ALL ASSOCIATED CABLING AND
CONDUIT.

DEMOLISH EXISTING MOTOR PUMP STARTERS AND ALL ASSOCIATED
CABLING AND CONDUIT.  CONSULT WITH THE CITY OF WINNIPEG IF
ANY EQUIPMENT SHOULD BE KEPT, OTHERWISE DISPOSE OF ALL
EQUIPMENT.
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DEMOLISH EXISTING MOTOR CIRCUIT PROTECTION BREAKERS AND L

ALL ASSOCIATED CABLING AND CONDUIT. _ _ __—_/

DEMOLISH EXISTING BUBBLER LEVEL TRANSMITTER EQUIPMENT AND @ ' ' __—— RTU PANEL

ALL ASSOCIATED CABLING AND CONDUIT. P—F03 ><

DEMOLISH EXISTING PANEL RTU AND ALL ASSOCIATED CABLING MOTOR C—

AND CONDUIT.
EXISTING PUMP MOTORS TO REMAIN.
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DEMOLISH EXISTING DISCONNECT SWITCHES AND ALL ASSOCIATED
CABLING AND CONDUIT.  CONSULT WITH THE CITY OF WINNIPEG IF

DEEEGE 6 0O OOBE OO e G

ANY SWITCHES SHOULD BE KEPT, OTHERWISE DISPOSE OF @ / ?IgEI\El%l\E/IﬁTEEV%UIPMENT
SWITCHES.
MAIN FLOOR
DEMOLISH EXISTING POWER FAIL ALARM PANEL AND ALL PUMP_2/PUMP 3 || 1 —— EXTERIOR LIGHTING RELAY
ASSOCIATED CABLING AND CONDUIT. CONSULT WITH THE CITY OF CONTROL PANEL
WINNIPEG IF ANY EQUIPMENT SHOULD BE KEPT, OTHERWISE =
DISPOSE OF ALL EQUIPMENT. =
DEMOLISH EXISTING SPLITTER AND ALL ASSOCIATED DOWNSTREAM P_FQ4 B
CABLING AND CONDUIT. CONSULT WITH THE CITY OF WINNIPEG IF TOR =g
ANY EQUIPMENT SHOULD BE KEPT, OTHERWISE DISPOSE OF ALL MOTO
EQUIPMENT. @ H_l : .
DEMOLISH EXISTING 120/240V PANELBOARD AND ALL ASSOCIATED
CABLING AND CONDUIT. PUMP 3 MOTOR STARTER T
DEMOLISH EXISTING DC BATTERY BANK AND ALL ASSOCIATED ~ u{
LIGHTS, CABLING AND CONDUIT. u $
DEMOLISH EXISTING CSTE, METERING ENCLOSURE AND PAD. PUMP 2 MOTOR STARTER ‘ ‘ ’
DEMOLISH EXISTING 600/120/208V TRANSFORMER INCLUDING ALL | |
ASSOCIATED CONDUIT AND CABLING.
DEMOLISH EXISTING EXTERNAL LIGHTING PHOTOCELL AND ALL
ASSOCIATED CABLING AND CONDUIT. @ @
DEMOLISH EXISTING UNDERGROUND SERVICE FEEDERS AND ALL
ASSOCIATED CABLING, CONDUIT AND CONDUIT SUPPORT SYSTEMS MOTOR CIRCUIT 120/240V PANELBOARD
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