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GENERAL NOTES: FROM TRANSFORMER
XFMR-F70

1. ALL EQUIPMENT, DEVICES AND CABLING SHOWN ARE NEW AND ARE '

TO BE PROVIDED AND INSTALLED, UNLESS OTHERWISE INDICATED

AS EXISTING. —

=

2. THIS GROUNDING RISER DIAGRAM REPRESENTS THE MINIMUM '5

GROUNDING AND BONDING SPECIFICATIONS. ADDITIONAL GROUNDING %

AND BONDING HARDWARE MAY BE REQUIRED TO MEET C.E.C STATION GROUNDING
REQUIREMENTS. ‘ j - — - ELECTRODE GRID

2/0 AWG GRADE ERITECH T416B 250mm x 250mm
/ BARE CU ‘ @ ‘ \ / GROUND ELECTRODE BOX AND COVER
SPECIFIC NOTES: ‘ G N — | \

CADWELD CABLE TO GROUND ROD, 2/0

\ AWG TO 19mm ROD, T-STYLE, CABLE
@ FEEDTHRU: CADWELD GTC-182G

3. ALL NEW GROUND WIRE IS TO BE INSULATED (GREEN). CSTE=F/0

PROVIDE AND INSTALL A NEW STATION GROUNDING ELECTRODE
GRID USING 19mm, COPPER-CLAD GROUNDING RODS SPACED
NOT LESS THAN 3m APART. GROUNDING RODS ARE TO BE
DRIVEN TO A MINIMUM DEPTH OF 10m. CONNECTIONS TO — ‘ ‘ ‘ o ‘ _/
GROUNDING RODS ARE TO BE MADE USING EXOTHERMIC WELD 2/0 AWG

OR COMPRESSION CONNECTION ONLY. GROUND WELLS ARE TO BE BARE CU
PLACED AT GRADE TO FACILITATE INSPECTION OF CONNECTION (TYP )

POINTS. SEE DETAIL A. 2/0 AWG | | FILL WITH GRAVEL BUT LEAVE
e 2/0 AWG BARE CU \ @ CONNECTION EXPOSED
4 BARE CU N | = |

COMPRESSION COMPRESSION S 2/0 AWG BARE CU WIRE
CONNECTION 2/0 AWG CONNECTION 7 7 O ArII,
BARE CU
@
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