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INSTALL CATCH PIT AS PER SD—023 c¢/w MANHOLE
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NOTES:
1. ALL WORK AND MATERIALS TO BE IN ACCORDANCE WITH THE LATEST REVISION OF THE CITY OF WINNIPEG
STANDARD CONSTRUCTION SPECIFICATIONS. L Lt
2. CONTRACTOR TO CONFIRM THE LOCATION OF ALL UTILITIES/SERVICES IN THE FIELD PRIOR TO CONSTRUCTION. 3 5
3. ALL ROADWAY DIMENSIONS SHOWN ARE TO BACK OF CURB. > 56.53 >
4. EXISTING ASPHALT TO BE PLANED AS SHOWN OR AS DIRECTED BY CONTRACT ADMINISTRATOR o v
5. 200mm PARTIAL CONCRETE SLAB PATCHES SHOWN ARE ONLY A REPRESENTATIVE APPROXIMATION OF THE L 7.13 8.25 21.15 L
TENDERED QUANTITIES. = BOULEVARD BOULEVARD S
6. PARTIAL DEPTH PLANING AND ASPHALT PATCHING OF EXISTING JOINTS ARE ONLY A REPRESENTATIVE & &
APPROXIMATION OF THE TENDERED QUANTITIES. - o
7. EXISTING SIDEWALK TO BE RENEWED AS PER SD—228A AND AS DIRECTED BY CONTRACT ADMINISTRATOR. VARIES L 150 4125 4125 . 1.50 ,VARIES
8. PLANE/REMOVE EXISTING CURB AND INSTALL BARRIER CURB (100mm REVEAL) AS PER SD—206A AND AS EX SWIK LANE LANE EX SWIK
DIRECTED BY THE CONTRACT ADMINISTRATOR.
9. ALL PRIVATE WALKWAYS TO BE ADJUSTED TO NEW SIDEWALK OR TOP OF CURB ELEVATION, AS DIRECTED BY THE ,
CONTRACT ADMINISTRATOR.
10. PAVEMENT REPAIR FABRIC TO BE INSTALLED AS SHOWN OR AS DIRECTED BY CONTRACT ADMINISTRATOR.
11. MODIFIED BARRIER CURB TO BE CONSTRUCTED AT ALL INTERSECTION RADII AND ALLEY RADII 15-2.5%
12. CONTRACTORS TO TAKE PRECAUTIONARY STEPS TO PROTECT EXISTING TREES WITHIN THE LIMITS OF ==
CONSTRUCTION FROM DAMAGE FROM CONSTRUCTION ACTIVITIES AS OUTLINED IN THE SPECIFICATIONS. — METR'C
13. LAMP STANDARDS, HYDRO POLES, AND ANCHORS THAT REQUIRE TEMPORARY SUPPORT, REMOVAL OR EXISTING 1.5m SIDEWALK TO BE
REPLACEMENT, TO BE DONE SO AT THE EXPENSE OF THE CONTRACTOR AS NECESSARY. .
14. ALL BOULEVARDS TO BE SODDED UNLESS OTHERWISE NOTED. RENEWED AS PER SD—228A AND SN e L
15. ADJUST ALL WATER VALVES, CURB STOPS, HYDRANTS, MANHOLES, AND CATCH BASINS IN WORK AREA TO GRADE. AS D'RESJFN'?S%A%ET?T@% 50120 ASPHALT PAVEMENT OVERLAY
WATER MAIN 3 ANCHOR *{EXISTING ASPHALT OVERLAY (TO BE PLANED)
. PLANE /REMOVE EXISTING BARRIER CURB EXISTING 200mm CONCRETE PAVEMENT mmm— mmm— ENGINEERS
———————| LAND DRAINAGE SEWER |=———— —x HYDRO POLE & LIGHT STANDARD AND INSTALL NEW BARRIER CURB AS — I\G&?"S_I%EFXTISTS
— | WASTE WATER SEWFR |=———=——| o< e |LIGHT STANDARD OR TRAFFIC SIGNAL| e—  o—» DIRECTED BY CONTRACT ADMINISTRATOR . .
— INDRO 7 NDRO POLE (DOWELLED, 100mm REVEAL) TYPICAL CROSS-SECTION Certificate of Authorization
—_ — ° AS PER SD—223A (TYP.)
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] PLUG ] MODIFIED BARRIER CURB ~  |=— = = —— : 7 f. 204.474.2864
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d CURB STOP d CONCRETE SLAB NORTH OR WEST SIDEWALK | === = = = (| OCATION OF UNDERGROUND STRUCTURES AS 4 SHEET OF
SHOWN ARE BASED ON THE BEST INFORMATION DRAWN APPROVED
# IRON BAR ASPHALT SOUTH OR EAST SIDEWALK | =========— | AVAILABLE BUT NO GUARANTEE IS GIVEN THAT ALL 3 BY KC BY S.M. WARDE AVENUE 18 28
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