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RENEW MOUNTABLE
CURB SD-201 (TYP)

PATCH ASPHALT PAVEMENT
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NOTES
1. ADJUST MH AND CB RIMS TO NEW GRADES.

2. LAMP STANDARDS, HYDRO POLES, AND ANCHORS THAT
REQUIRE TEMPORARY SUPPORT, REMOVAL OR
REPLACEMENT, TO BE DONE SO AT THE EXPENSE OF
THE CONTRACTOR AS NECESSARY.

3. CONTRACTOR TO TAKE PRECAUTIONARY STEPS TO
PROTECT EXISTING TREES WITHIN THE LIMITS OF
CONSTRUCTION FROM DAMAGE FROM CONSTRUCTION
ACTIVITIES AS OUTLINED IN THE SPECIFICATIONS.

4. CONTRACTOR TO CONFIRM THE LOCATION OF ALL
UTILITIES/SERVICES IN THE FIELD PRIOR TO
CONSTRUCTION.

5. MODIFIED BARRIER CURB TO BE USED AT ALL
INTERSECTION RADII, BACK LANE RADII AND BULLNOSES.

6. CB SD-023 & SD-024 OFFSETS ARE DIMENSIONED TO BOC.
CB SD-025 OFFSETS ARE DIMENSIONED O/C.

7. REFER TO TENDER FOR DETAILS REGARDING TRAFFIC
MANAGEMENT.

8. ADJUST EXISTING WATER VALVES AND WATER SERVICE
CURB STOPS TO GRADE.

9. ADD 200.000 m TO ABBREVIATED ELEVATIONS TO OBTAIN
GEODETIC ELEVATIONS.

S CONTROL LINE GEOMETRY
5 NUMBER | LENGTH | RADIUS DELTA TANGENT | START STATION | NORTHING | EASTING | END STATION | NORTHING | EASTING
; S100 60.960 385.000 | A=153.198 0+770.955 10387.470 | 9314.622 0+831.915 10400.401 9255.067
= C102 159.925 | 385.000 | 23°48'00" 81.132 0+831.915 10400.401 9255.067 0+991.840 10472.916 | 9113.816
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Certificate of Authorization
MORRISON HERSHFIELD
No. 1736

TENDER No. 207-2023

BM  55-015
ELEV 233.170m

Lagimodiere Blvd. W. side at Bibeau Bay, Tbilt. in E. Conc.
foundation pumping station, 1.3 m N. & 0.5 M below brick

of S.E. Cor. of Bldg.
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