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NOTES
1. ADJUST MH AND CB RIMS TO NEW GRADES.
2. LAMP STANDARDS, HYDRO POLES, AND ANCHORS THAT
REQUIRE TEMPORARY SUPPORT, REMOVAL OR
0+706.913 REPLACEMENT, TO BE DONE SO AT THE EXPENSE OF
E GUT EL 232.512 EAST MEDIAN GUTTER THE CONTRACTOR AS NECESSARY.
E GUT TL EL 232.450 0+757.500 0+813.842
232 80 CL EL 232.387 0+729.381 E MED TL 232.383 NORTHBOUND CENTRELINE E MED GUT 232.498 232.80 3. CONTRACTOR TO TAKE PRECAUTIONARY STEPS TO
) E MED GUT 232.279 E GUT EL 232.382" | 0+742.236 E MED GUT 232.360 EAST GUTTER CL EL 232.330 . PROTECT EXISTING TREES WITHIN THE LIMITS OF
E MED TL 232.209 CL EL 232.361 E MED GUT 232.412_‘ CL EL 232.341 RIGHT TURN LANE GUTTER E GUT EL 232.158 CONSTRUCTION FROM DAMAGE FROM CONSTRUCTION
E GUT TL EL 232.341 CL EL 232.400 E GUT EL 232.297 E GUT TL EL 232.001 ACTIVITIES AS OUTLINED IN THE SPECIFICATIONS.
E MED GUT 232.327 E GUT TL EL 232.258 4. CONTRACTOR TO CONFIRM THE LOCATION OF ALL
E MED TL 232.277 UTILITIES/SERVICES IN THE FIELD PRIOR TO
L -0.520 CONSTRUCTION.
~~~2/0 0 330/0
e —_——— _ == 5.  MODIFIED BARRIER CURB TO BE USED AT ALL
———.35% _ | =058y 0.24% -- =11 INTERSECTION RADII, BACK LANE RADII AND BULLNOSES.
-0.447 ——= -0.48%, 6% -0.34% -~
232 .4 — 4% .48% 0.66% (e s0:34% 1 - - 232 4 6. CB SD-023 & SD-024 OFFSETS ARE DIMENSIONED TO BOC.
32.40 D ==yl ey S 0 30% g At el == -- \ \ 0.02% 0.29% 3240 CB SD-025 OFFSETS ARE DIMENSIONED O/C.
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| -0.32 0.21%° — -%--*:'—____"_O:_ —x— - = ety VI — == 7. REFER TO TENDER FOR DETAILS REGARDING TRAFFIC
= = = == Soi o ——— -0.30%, S O —— === MANAGEMENT.
—2.32% gl 1= —_025% 8. ADJUST EXISTING WATER VALVES AND WATER SERVICE
[ T T T T T T T T T =1 T [t TP 3T o—_______________o__o_S_ZL’/g_- CURB STOPS TO GRADE.
— T =1 1T—"7— O————— o— 7 7] 9. ADD 200.000 m TO ABBREVIATED ELEVATIONS TO OBTAIN
-0.33Y% GEODETIC ELEVATIONS.
0.30%
232.00 EAST MEDIAN LEFT TURN LANE 0+772.500 232.00
E GUT TL EL 232.138 AC WATERMAIN NOTES
1. USE OF VIBRATORY HEAVY EQUIPMENT WITHIN 3.0 METERS
HORIZONTALLY OF THE ASBESTOS-CONCRETE WATER
EX NORTHBOUND CENTRELINE MAIN CENTERLINE IS PROHIBITED. THIS RESTRICTION
EX EAST MEDIAN GUTTER DOES NOT APPLY TO THE USE OF VIBRATORY ROLLERS ON
THE PAVEMENT SURFACE LAYER.
— EX EAST GUTTER
| | ] | | 2. CONCRETE DEMOLITION AND REMOVAL WITHIN 3.0 METERS
231.60 | | | | 231.60 HORIZONTALLY OF THE ASBESTOS-CONCRETE WATER
| | | | MAIN SHALL BE COMPLETED BY SAW CUTTING OR USE OF
o | HAND-HELD JACKHAMMERS. USE OF MACHINE MOUNTED
| | | CONCRETE BREAKERS ABOVE ASBESTOS-CONCRETE
| I I | | WATER MAINS IS PROHIBITED.
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