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CONTRACTOR TO CONFIRM ALL DIMENSIONS AND REPORT ANY DISCREPANCIES TO CONTRACT ADMINISTRATOR 
PRIOR TO CONSTRUCTION. LOCATION OF UNDERGROUND STRUCTURES AS SHOWN ARE BASED ON THE BEST 
INFORMATION AVAILABLE BUT NO GUARANTEE IS GIVEN THAT ALL EXISTING UTILITIES ARE SHOWN OR THAT THE 
GIVEN LOCATIONS ARE EXACT. CONFIRMATION OF EXISTENCE AND EXACT LOCATION OF ALL SERVICES MUST BE 
OBTAINED FROM THE INDIVIDUAL UTILITIES BEFORE PROCEEDING WITH CONSTRUCTION.

THE CITY OF WINNIPEG
Planning, Property and Development Department
Planning and Land Use Division
Unit 15 - 30 Fort Street, Winnipeg, MB, (R3C 4X5)
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HORIZ.  SCALE

VERT.  SCALE

RP

April 2023 MANAGER,
PLANNING AND LAND USE DIVISION

RP
CHERITON-EAST TOT LOT
DRAWING TITLE

C.65 - GDetails B
SITE ADDRESS

DATEMANAGER,
PARK AND OPEN SPACES Playground Redvelopment

BID OPPORTUNITY NO.

278-2023244 Cheriton East

Accesible Entrance
Scale: 1:105

Min 300mm Depth Safety Surface to 
be Flush with Accessible Entrance.

Composite Cap

Double Tier Timber Edging w/ 
Cap Beyond as per SCD-651A

Granular Path as per SCD- 646 to 
be Flush w/ Accessible Entrance. 
Max 6mm Tolerance.

Existing Subgrade

38 X 140mm (2"x6")
PT Lumber (Shown In Grey)

75mm Depth X 300mm Wide 
19mm Down Crushed Granular 
Base on Non-Woven Geotextile

Min 75mm Depth Drainage Layer 
with Non-Woven Geotextile

140 X 140mm PT Timber
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C.65 - G

Double Tier Timber Edging w/ 
Cap as per SCD-651AFinished

Grade of
Safety

Surface

Existing Subgrade

Mitre Composite Cap at 
Accessible Entrance

75mm Depth X 300mm 
Wide 19mm Down 
Crushed Granular Base 
on Non-Woven Geotextile

MIN 1500

38 X 140mm (2"x6")
PT Lumber in between 
Timbers and Composite Cap 
(Shown In Grey)

Pavement to be Flush w/ 
Accessible Entrance. 
Max 6mm Tolerance.
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