
DESIGNED BY

DRAWN BY

CHECKED  BY

APPROVED BY

DATE

DRAWING  NO.

CONTRACTOR TO CONFIRM ALL DIMENSIONS AND REPORT ANY DISCREPANCIES TO CONTRACT ADMINISTRATOR 
PRIOR TO CONSTRUCTION. LOCATION OF UNDERGROUND STRUCTURES AS SHOWN ARE BASED ON THE BEST 
INFORMATION AVAILABLE BUT NO GUARANTEE IS GIVEN THAT ALL EXISTING UTILITIES ARE SHOWN OR THAT THE 
GIVEN LOCATIONS ARE EXACT. CONFIRMATION OF EXISTENCE AND EXACT LOCATION OF ALL SERVICES MUST BE 
OBTAINED FROM THE INDIVIDUAL UTILITIES BEFORE PROCEEDING WITH CONSTRUCTION.
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DRAWING TITLE

S.26-D3
Details

SITE ADDRESS

DATEMANAGER,
PARK AND OPEN SPACES Basketball Court Construction

BID OPPORTUNITY NO.

477-2023490 Sinclair St

ALL LINES IN WHITE WITH 50 MM 
THICKNESS

SUPPLY AND INSTALL 
BASKETBALL STANDARDS AS 
PER DETAIL 2A-S.28.D3 (2)

ALL COURT DIMENSIONS AS 
PER SCD-320

 SUPPLY AND INSTALL LOCKABLE  1.2 M 
WIDE GATE AS PER SCD-304 (1)

ALL LINE PAINTING  
DIMENSIONS AS PER 
SCD-320

SUPPLY AND INSTALL 3.2 M 
HIGH CHAIN LINK  FENCING AS 
PER SCD-304 & SCD-305A AND 
CW-3550 (106 LM)

19

15

2832

SUPPLY AND INSTALL 
ACRYLIC SPORT COURT 
SURFACING OUTSIDE PLAY 
AREA IN GRAY (212 SM)

SUPPLY AND INSTALL 3 M WIDE  
DOUBLE  VEHICLE ACCESS GATES 
AS PER SCD-304 (1)

 SUPPLY AND INSTALL LOCKABLE  1.2 M 
WIDE GATE AS PER SCD-304 (1)

SUPPLY AND INSTALL ASPHALT 
FOR BASKETBALL COURT AS PER 
SCD-305A

SUPPLY AND INSTALL 
ACRYLIC SPORT COURT 
SURFACING INSIDE PLAY 
AREA IN BLUE  (420 SM)

SUPPLY AND INSTALL 
ASPHALT PER SCD-648 (50 SM)

300MM WIDE COMPACTED GRANULAR 
MATERIAL AS PER SCD-305A

1-A SPORT COURT SURFACING COLOUR DETAIL

NEW BASKETBALL STANDARD

FINISHEDSPORT COURT SURFACE

"SONOTUBE" WRAPPED WITH 2 LAYERS OF
4 MIL POLY UPPER 2.3m OF FOOTING

10M RINGS @ 300mm O.C.

400mm DIA. BY 6m DEEP CONCRETE PILE

4-20M VERTICAL BARS FOR FULL LENGTH
OF PILE

FOR PLACEMENT OF PILE IN RELATION TO
COURT CONSULT SCD-320 &

MANUFACTURER'S INSTRUCTIONS

2.
9m

3.
05

m

1.8m

2-10M RINGS 75MM APART AT TOP OF PILE.

DEPTH OF POST EMBEDMENT IN PILE AS
PER MANUFACTURER'S SPECIFICATION

ASPHALT AND SPORT COURT SURFACE
CONTINUES OVER TOP OF PILE

1:200

2-A BASKETBALL STANDARD DETAIL

N.T.S.

S.28-D3

S.26-D3

NOTES
1. ALL WORK TO CONFORM 
TO CURRENT CITY OF 
WINNIPEG STANDARD 
CONSTRUCTION 
SPECIFICATIONS AND 
DETAILS UNLESS OTHERWISE 
NOTED.
2. DIMENSIONS ARE IN 
METERS UNLESS OTHERWISE 
NOTED.
3. DO NOT SCALE DRAWING.
4. PROTECT EXISTING TREES 
TO REMAIN, TYP.


	6 [Details]
	Viewport-1
	Viewport-2


