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NOTES:
LEVELING BASE COURSE 1. CONTRACTOR SHALL SUBMIT THE GABION RETAINING WALL DESIGN TO THE STRUCTURAL
(GRANULAR "A") ENGINEER FOR APPROVAL PRIOR TO CONSTRUCTION.
2. GABION WALL SUPPLIER TO COORDINATE WITH GEOTECHNICAL ENGINEER FOR ALLOWABLE
—BASE COURSE (GRANULAR "A") BEARING PRESSURES. ESTIMATED ALLOWABLE BEARING PRESSURE FOR IN SITU MATERIALS IS 85
SEPARATION GEOTEXTILE FABRIC kPa AT SLS AND 150 kPa AT ULS.
PREPARED SUBGRADE 3.  WALL BATTER ASSUMED TO BE A MAXIMUM OF 1:9.5. DESIGN OF WALL BY GABION RETAINING WALL
SUPPLIER = ENGINEERS
; e ] GEOSCIENTISTS
GABION WALL DESIGNED BY SUPPLIER 4. ALL EXPOSED CONCRETE CORNERS TO HAVE A 20 mm CHAMFER UNLESS NOTED OTHERWISE.
1.9.5 BATTER ASSUMED 5. BACKFILL MATERIAL OF BURIED PORTION OF GABION BASKET SHALL ENSURE WATER FLOWS INTO Cortficate of Authorization
228.0 FILL MATERIAL SHALL DIRECT WATER INTO SWALE SWALE. MORRISON HERSHFIELD
SEE NOTE 5. No. 1736
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o ' LOCATION APPROVED | & 78009 LB, in Valvo Box. 5.6m . of L. baddington Rd. & on PROFESSIONAL'S SEAL 6
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