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3
3 ALL BALUSTERS

4-12x65 HI-TENSILE STAINLESS
STEEL (SS) ANCHOR BOLTS &
4SS LOCKWASHERS
& 4SS FLATWASHERS
200x150x13
ALUMINUM BASE PLATE
NEOPRENE PAD (PLUS
ALUMINUM SHIM AS REQUIRED)

BOTTOM RAIL 14 Ø
COUNTERSUNK HOLES

RAIL SEAT 14x25
SLOTTED HOLES

11.2 Ø STAINLESS STEEL
STIRRUPS (TYP)

5.7 Ø STAINLESS STEEL
TIE RODS (TYP)

25x13 ALUMINUM
BALUSTERS

6x76 ALUMINUM
FLAT BAR

TOP RAIL SEAT 14x25
SLOTTED HOLES

TOP RAIL 14 Ø
COUNTERSUNK HOLES

10x32x220
ALUMINUM RAIL SEAT

13x64x225 ALUMINUM
RAIL SEAT

RAIL SEAT 14x25
SLOTTED HOLES

12.7mm x 38.1 STAINLESS STEEL PIN-IN-HEX
TAMPER RESISTANT BUTTON HEAD
SOCKET CAP SCREWS, 95635A999

MANUFACTURED BY MCMASTER-CARR

6mm ALUMINUM
CLOSURE PLATE

B
- -

12 Ø DRAIN HOLE ONE EACH POST (TYP)
HANDRAIL ANCHOR INSERTS
TO BE CAST INTO SIDEWALK
CURB AT ALL LOCATIONS

GRIND ALL VERTICAL AND
HORIZONTAL EDGES TO 3MM

RADIUS

TOP OF CURB

TYP

TYP

GRIND ALL VERTICAL AND
HORIZONTAL EDGES TO 3mm RADIUS

6mm ALUMINUM
CLOSURE PLATE

3
TYP

RAIL SEAT 14x25
SLOTTED HOLES
13x64x138
ALUMINUM RAIL SEAT

TOP RAIL 14 Ø
COUNTERSUNK HOLES
RAIL SEAT 14x25
SLOTTED HOLES

10x32x138 LONG
ALUMINUM RAIL SEAT

10x51x138 LONG
ALUMINUM RAIL SEAT

290x150x13
ALUMINUM BASE PLATE

6

3

G

3

G

CL POST

BOTTOM RAIL 14 Ø
COUNTERSUNK HOLES

25x13 ALUMINUM
BALUSTERS

6x76 ALUMINUM
FLAT BAR

11.2 Ø STAINLESS STEEL
STIRRUPS (TYP)

5.7 Ø STAINLESS STEEL
TIE RODS (TYP)

TOP OF CURB

NEOPRENE PAD (PLUS
ALUMINUM SHIM AS REQUIRED

HANDRAIL ANCHOR INSERTS
TO BE CAST INTO SIDEWALK
CURB AT ALL LOCATIONS

TYP

4-12x65 HI-TENSILE
STAINLESS STEEL (SS) ANCHOR

BOLTS &
4SS LOCKWASHERS &

4SS FLATWASHERS

A
- - CL POST

3
TYP

10
35

19

1
41 ##

DETAIL
INTERMEDIATE POSTS
SCALE:  1:4

2
41 ##

DETAIL
END POSTS
SCALE:  1:4
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204020
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8516
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204020 32
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A
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SECTION - HANDRAIL POST
SCALE:  1:4

102x51x6
ALUMINUM CHANNEL
TOP RAIL
10x32x220
ALUMINUM RAIL
SEATS
13mm STAINLESS STEEL
FLAT-HEAD SOCKET CAP
SCREW x 38 LG C/W
NUT & LOCKWASHER
CUT OFF TIPS TO
CLEAR RAIL SEATS

102x51x6
ALUMINUM CHANNEL
BOTTOM RAIL

10x51x220
ALUMINUM RAIL SEAT

13mm STAINLESS STEEL
FLAT-HEAD SOCKET CAP
SCREW x 38 LG C/W
NUT & LOCK WASHER

13 RADIUS (TYP)

13 RADIUS (TYP)

102x51x4.75 RECTANGULAR
ALUM POST OR 102x102X4.75
RECTANGULAR ALUMINUM POST

ALUMINUM RAIL SEAT

12.7mm x 38.1 SST PIN-IN-HEX
TAMPER RESISTANT BUTTON HEAD
SOCKET CAP SCREWS, 95635A999
MANUFACTURED BY MCMASTER-CARR

89 Ø ALUM BICYCLE RAIL

B
- -

SECTION - HANDRAIL POST
SCALE:  1:4

DRAIN HOLE
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2525
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3mm THICK

22 Ø (TYP)

3mm THICK

22 Ø (TYP)

ALUMINUM SHIMS
1.5, 3.0, & 6.0mm THICKNESS
AS REQD

11 RADIUS 11 RADIUS

15
0

38
74

38

15
0

38
74

38

ALUMINUM SHIMS
1.5, 3.0, & 6.0mm THICKNESS
AS REQD15

0

11
3
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INTERMEDIATE SHIM DETAIL
SCALE 1:5

END SHIM DETAIL
SCALE 1:5

INTERMEDIATE NEOPRENE PAD DETAIL
SCALE 1:5

END NEOPRENE PAD DETAIL
SCALE 1:5
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WHOLE NUMBERS INDICATE MILLIMETRES
DECIMALIZED NUMBERS INDICATE METRES

METRIC
2203665-CBR DD-RAIL03.dwg
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WHOLE NUMBERS INDICATE MILLIMETRES
DECIMALIZED NUMBERS INDICATE METRES

METRIC AS SHOWN
AS SHOWN 422203665-CBR DD-RAIL03.dwg
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NW RETAINING WALL
BICYCLE RAILING DETAILS 2 OF 2
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APPROVED

RELEASED FOR CONSTRUCTION
HOR SCALE
VERT SCALE

DATE DATE

PROFESSIONAL'S SEAL

SHEET OF

CONSULTANT FILE NAME

BY

BY

BY

BY

LOCATION OF UNDERGROUND STRUCTURES
AS SHOWN ARE BASED ON THE BEST
INFORMATION AVAILABLE BUT NO
GUARANTEE IS GIVEN THAT ALL EXISTING
UTILITIES ARE SHOWN OR THAT THE GIVEN
LOCATIONS ARE EXACT.  CONFIRMATION OF
EXISTENCE AND EXACT LOCATION OF ALL
SERVICES MUST BE OBTAINED FROM THE
INDIVIDUAL UTILITIES BEFORE PROCEEDING
WITH CONSTRUCTION.

NOTE:

SUPR. U/G STRUCTURES
COMMITTEE

LOCATION APPROVED
UNDERGROUND  STRUCTURES

DATE

BYREVISIONS YY/MM/DDNo.
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THE CITY OF WINNIPEG
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N.W. Cor. Paddington Rd. & Dakota St., 19 mm dia. x 6.1 m
I.B. in Valve Box, 5.5 m S. of N.L. Paddington Rd. & on
W.L. of Dakota St., in traffic island.
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