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CONTRACTOR TO CONFIRM ALL DIMENSIONS AND REPORT ANY DISCREPANCIES TO CONTRACT ADMINISTRATOR 
PRIOR TO CONSTRUCTION. LOCATION OF UNDERGROUND STRUCTURES AS SHOWN ARE BASED ON THE BEST 
INFORMATION AVAILABLE BUT NO GUARANTEE IS GIVEN THAT ALL EXISTING UTILITIES ARE SHOWN OR THAT THE 
GIVEN LOCATIONS ARE EXACT. CONFIRMATION OF EXISTENCE AND EXACT LOCATION OF ALL SERVICES MUST BE 
OBTAINED FROM THE INDIVIDUAL UTILITIES BEFORE PROCEEDING WITH CONSTRUCTION.
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Unit 15 - 30 Fort Street, Winnipeg, MB, (R3C 4X5)
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LAYOUT NOTES

1. CONFIRM LAYOUT WITH CONTRACT ADMINISTRATOR PRIOR 
TO CONSTRUCTION

2. DIMENSIONS ARE IN METRES UNLESS OTHERWISE SPECIFIED

3. DIMENSIONS IN BLUE REFER TO PROPOSED TIMBER EDGING, 
SITE FURNITURE AND PATH FROM CORNER OF EXISTING PLAY 
EDGING AS NOTED ON PLAN

4. DIMENSIONS IN RED REFER TO PATHWAY AND SITE 
FURNITURE LAYOUT FROM CORNER OF EXISTING PLAY EDGING 
AS NOTED ON PLAN

5. DIMENSIONS IN GREEN NOTE SINGLE DIMENSIONS FROM 
NEAREST CORNER OF EXISTING PLAY EDGING

6. DIMENSIONS FOR TIMBER EDGING ARE TO OUTSIDE OF 
EDGING

7. CONTRACTOR TO VERIFY DIMENSIONS AND REPORT ANY 
DISCREPANCIES TO CONTRACT ADMINISTRATOR

8. ALL PICNIC TABLES MUST CONFORM TO CITY OF WINNIPEG 
STANDARDS

9. SEE DRAWING K.49 - E FOR PICNIC SHELTER LAYOUT. AREA 
DENOTED IN DASHED BLUE RECTANGLE
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Accessible Entry
Scale: NTS2

Double Tier Timber Edging w/ 
Cap as per SCD-651A

Existing Subgrade

Mitre Composite Cap at 
Accessible Entrance

75mm Depth X 300mm 
Wide 19mm Down 
Crushed Granular Base 
on Non-Woven Geotextile

2000 TYP

38 X 140mm (2"x6")
PT Lumber in between 
Timbers and Composite Cap 
(Shown In Grey)

Pavement to be Flush w/ 
Accessible Entrance. 
Max 6mm Tolerance.

414 :Lindenwoods Dr. W
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