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CONTRACTOR TO CONFIRM ALL DIMENSIONS AND REPORT ANY DISCREPANCIES TO CONTRACT ADMINISTRATOR 
PRIOR TO CONSTRUCTION. LOCATION OF UNDERGROUND STRUCTURES AS SHOWN ARE BASED ON THE BEST 
INFORMATION AVAILABLE BUT NO GUARANTEE IS GIVEN THAT ALL EXISTING UTILITIES ARE SHOWN OR THAT THE 
GIVEN LOCATIONS ARE EXACT. CONFIRMATION OF EXISTENCE AND EXACT LOCATION OF ALL SERVICES MUST BE 
OBTAINED FROM THE INDIVIDUAL UTILITIES BEFORE PROCEEDING WITH CONSTRUCTION.
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BID OPPORTUNITY NO.

340-2023910 Maginot St.
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89 Ø SCH. 40 
STEEL BACKSTOP 
POSTS 

As Per Existing Fence Line 3.05

3.05 3.05 3.05

ANGLED PORTION
OF BACKSTOP

9.15

GRADE

1.
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1.83 m  EXTENSION 
(Included in Project)

89 mm Ø SCH. 40 
STEEL BACKSTOP 
POSTS

POST IN 3.65 M 
CONCRETE PILE 
FOUNDATION

ANGLED PORTION
OF BACKSTOP

1.
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3.
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50mm - 9 Ga. CHAIN 
LINK MESH

TOP OF MESH SHALL NOT PROJECT 
ABOVE TOP RAIL

MESH TIES SHALL BE 225mm 
LENGTHS 9 Ga. WIRE, FASTEN 
MESH TO RAILS AT 300mm O.C.
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GRADE

6 mm DOWN CRUSHED 
LIMESTONE

CONCRETE FOOTING AS 
PER CW2160

 1.83 m  EXTENSION 
(Included in Project)

114mm Ø x 1.8 M Sch. 40 
STEEL PIPE SLEEVE. 
SET TOP 75mm BELOW 
FINISHED GRADE. 
WELD BACKSTOP POST 
TO SLEEVE WITH 
CONTINUOUS WELD 
JOINT.

3.
65

0.3

TRENCH AND INSTALL 
43mm Ø BOTTOM 
CROSS RAIL ON TOP OF 
SLEEVE

43mm Ø CROSS RAILS

89mm Ø SCH 40 GALV. 
STEEL PIPE UPRIGHT

43 mm Ø SCH. 40 STEEL PIPE 
CROSS RAILS, NOTCH RAILS 
PRIOR TO WELDING. WELD TO 
BACKSTOP WITH 
CONTINUOUS WELD JOINT. 
TOUCH UP WELDS WITH 
GALVALUME OR APPROVED 
EQUIVALENT.

MIN. 50mm COVERAGE 
OF CONCRETE
AROUND POST

CONSTRUCTION NOTES:
1. FENCING SHALL BE IN ACCORDANCE WITH 
THESE DRAWINGS AND WITH CW 3550.
2. ALL COMPONENTS SHALL BE HOT DIP 
GALVANIZED.
3. CONCRETE SHALL BE IN ACCORDANCE WITH 
THESE DRAWING AND CW 2160.

Maginot

24.4

18.3

Supply and Install Compacted Granular 
Pavement for Player Dugout as per 
SCD-646 (41 SM)

Supply and Install Compacted Granular 
Pavement for Player Dugout as per 
SCD-646 (49 SM)

Proposed 24' Backstop to Match 
Previous Fence Line as per Detail 
1/A.67-B

0 20 30 40 m

Supply and Install 1.8 m Fence 
Extension (24.4 LM) 1.22 m Gap 
Between Backstop and Beginning of 
Fence

Supply and Install Player Benches (2)  
as per SCD-330

2

19.63

1.22

3.26

Supply and Install Player Benches (2) as 
per SCD-330

1.56

Supply and Install 1.8 m Fence 
Extension (18.3 LM)

Notes:
1. All Fence measurements are post to post O/C
2. Layout Subject to Contract Administrator approval. 
     Construction will not commence prior to approval.
3. See Drawing A.67-A for additional notes
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