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89mm O.D. END POSTS
PLAYER'S BOX

DUGOUT

1.2 HIGH FOUL BALL 
FENCE W/ 0.92 LOCKING 
MAN GATE (OPTIONAL 
ADDITION)

END OF BACKSTOP
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POST FOUNDATIONS AS 
PER CW 3550

50mm - 9 Ga. CHAIN LINK 
MESH, CHAIN LINK SHALL NOT 
PROJECT ABOVE TOP RAIL
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38 x 240 x 3350mm PT WOOD BENCH 
(STAINED GREEN)

89mm O.D. SCH 40 STEEL PIPE
WELD TO PLATE W/ 6mm CONTINOUS WELD JOINT

300mm x 1220mm CONCRETE PILE
TO BE 28 mPa 

150 x 200 x 9mm GALVANIZED 
STEEL PLATE ATTACHED TO BENCH
W/ 4-13mm CARRIAGE BOLTS (COUNTERSUNK)

NUTS, BOLTS AND 
WASHERS TO BE CADMIUM 
PLATED WITH HEXAGON 
HEADS
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CONSTRUCTION NOTES:

1. FENCING SHALL BE IN ACCORDANCE WITH 
THESE DRAWINGS AND WITH CW 3550.

2. ALL COMPONENTS SHALL BE HOT DIP 
GALVANIZED.

3. MESH TIES SHALL BE 225mm LENGTHS OF 
9 Ga. WIRE. FASTEN MESH TO POSTS AND 
RAILS AT 300mm O.C.

4. ALL WOOD TO PRESSURE TREATED WITH 
CUT ENDS TREATED AFTER CUTTING.
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