MANHOLE ISOLATION DETAIL

IN ACCORDANCE WITH
SD—-220A & SD-220B

INSTALL NEW MANHOLE STACK. MAXIMIZE MANHOLE

DIAMETER BASED ON SEWER WIDTH UP TO 1200¢

o

RECONSTRUCT SEWER OBVERT IN

ACCORDANCE WITH SECTION D-D (TYP)

DEMOLISH AND RECONSTRUCT SEWER
MIN. 300 EITHER SIDE OF OPENING\

@ _

~—

2-20M DIAGONAL BARS ON-

STANDARD CITY OF WINNIPEG
MANHOLE FRAME AND COVER

CONTRACTOR TO REMOVE SEWER TO
/ SPRINGLINE TO FACILITATE WORK

RESTORE EXISTING
/ PAVEMENT STRUCTURE

73
//}\//}\//}\//R s B \ L I
STABILIZED FILL (CLASS 1 BACKFILL) . R N S 4%
MIN 1000 THICK BELOW PAVEMENT S ~—e P =90 17y |
7 T~ S| /1 —MAXIMIZE MANHOLE
4 O[] DIAMETER BASED ON
CLASS 3 BACKFILL—K] - B[/ SEWER WDTH UP TO 12008
CIRCUMFERENCE \[ O Qv SHORING
K a0 4 (INDICATIVE ONLY)
15M DOWELS @ 450 0/C— |7 B 17
AROUND CIRCUMFERENCE N .
B | /1300 x 300 CONCRETE CURB
7 T 7] AROUND CIRCUMFERENCE OF
EXISTING SEWER ARCH g MANHOLE (SECOND POUR)
—

ALL SIDES OF OPENING /
VERTICAL SECTION: 15M BARS 150 O/C BOTH WAYS.

2 LAYERS AT EITHER SIDE OF MANHOLE OPENING

RECONSTRUCTED SEWER ARCH—
SEE SECTION D—-D ON DWG 13352

DETAIL 2
NEW MANHOLE DETAIL FOR
MONOLITHIC CONCRETE EGG SEWERS

SCALE: 1:40
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NOTE:

ALL CONSTRUCTION JOINTS TO BE WATER
PROOFED WITH THE USE OF A HYDROPHILIC
WATER STOP OR APPROVED EQUAL.

LPOLYURETI-IANE SEALANT (TYP)

\—FORM OPENING

Certificate of Authorization
MORRISON HERSHFIELD
No. 1736

FOR MANHOLE
SEWER LINER—
(INDICATIVE ONLY)
SECTION C-C
SCALE: 1:40 FOR INDEX SEE
g — | S— 13337

=y ENGINEERS 0 0.5 1.0 1.5 2.0
— aniToRA METRIC

WHOLE NUMBERS INDICATE MILLIMETRES
DECIMALIZED NUMBERS INDICATE METRES

9
Winnipeg

THE CITY OF WINNIPEG

WATER AND

WASTE DEPARTMENT

ENGINEERING SERVICES DIVISION

LOCATION APPROVED :"L“;'\,_ - ENGINEER'S SEAL
UNDERGROUND STRUCTURES I,‘ MORRISON HERSHFIELD
4
SUPV. U/G STRUCTURES DATE A.D. N\ 1
COMMITTEE Al
DESIGNED CHECKED BRAUN \h it
BY ADB BY NJK Member 5’5/’
NOTE: &
LOCATION OF UNDERGROUND STRUCTURES AS DRaWN DML HPROVED ADB 4 o Q’iy
BY BY 2y N
SHOWN ARE BASED ON THE BEST INFORMATION OFFSSWY
AVAILABLE BUT NO GUARANTEE IS GIVEN THAT ALL - ;
EXISTING UTILITIES ARE SHOWN OR THAT THE GIVEN SCALE: Eg’;éﬁi%ﬁgﬁ -
LOCATIONS ARE EXACT. CONFIRMATION OF HORIZONTAL CONSULTANT DRAWING NUMBER
EXISTENCE AND EXACT LOCATION OF ALL
SERVICES MUST BE OBTAINED FROM THE INDIVIDUAL 0 ISSUED FOR CONSTRUCTION 202310 13| ADB ) VERTICAL ARMAND DELAURIER, C.E.T.
UTILITES BEFORE PROCEEDING WITH CONSTRUCTION. NO. REVISIONS Yyyy MM pb| BY | DATE OCTOBER 13, 2023 DATE OCTOBER 13, 2023
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ENDER NUMBER: 351-2023
CONTRACT NUMBER: 4

2023 SEWER RENEWALS BY CIPP LINING (LARGE DIAMETER)
CONTRACT NO. 4
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