
242 Lizzie Street

ELKAY OUTDOOR EZH2O FOUNTAIN/BOTTLE STATION
Scale: 1:201

NOTES:
1. THE CONTRACTOR SHALL OBTAIN ALL NECESSARY PERMITS, PAY ALL NECESSARY FEES AND GIVE ALL 
NECESSARY NOTICES.
2. CONTRACTOR SHALL TAKE PRECAUTIONARY STEPS TO PROTECT EXISTING TREES WITHIN THE LIMITS OF 
ACTIVITIES AS OUTLINED IN THE SPECIFICATIONS
3. CONTRACTOR TO CONFIRM THE LOCATION OF ALL UTILITIES/SERVICES IN THE FIELD PRIOR TO 
CONSTRUCTION.
4. THE CONTRACTOR SHALL PROVIDE CONSTRUCTION LAYOUT THROUGHOUT THE PROJECT. WATER SERVICE, 
WATER STATION, AND CONCRETE PAD  LAYOUT BE APPROVED PRIOR TO CONSTRUCTION.
5. THE CONTRACTOR SHALL MAINTAIN ONE SET OF PLANS ON SITE IN WHICH THE CONTRACTOR SHALL CLEARLY 
NOTE ALL AS-BUILT INFORMATION AS THE PROJECT PROGRESSES.
6. RESTORATION OF THE SITE TO EQUAL OR BETTER CONDITION TO BE COMPLETED IMMEDIATELY FOLLOWING 
CONSTRUCTION ACTIVITIES AT CONTRACTORS EXPENSE.
7. INSTALL TEMPORARY CONSTRUCTION FENCING AROUND CONSTRUCTION AREA.
8. THE CONTRACTOR SHALL PREPARE AND SUBMIT SHOP DRAWINGS FOR REVIEW TO THE CONTRACT 
ADMINISTRATOR THAT SHOW THE MATERIALS TO BE USED AND THE INTENT OF THE INSTALLATION OF THE 
DRINKING WATER STATION, WATER SUPPLY AND DISCHARGE LINES, WASTE TRAP, CLEANOUT, BLOWOUT VALVE, 
IN-LINE FILTRATION SYSTEM AND CONNECTION POINTS TO EXISTING SERVICES 
9. DRINKING WATER STATION SHALL BE ELKAY OUTDOOR EZH2O LOWER BOTTLE FILLING STATION, BI-LEVEL 
PEDESTAL , NON-FILTERED, NON-REFRIGERATED, MODEL #: LK4420BF1UFRK  - FREEZE RESISTANT. COLOUR: 
BLUE.
10. CONCRETE PAD TO MATCH EXISTING GRADES. 
11. DIMENSIONS ARE IN MM.
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CIP CONCRETE FOUNTAIN PAD (SECTION)
Scale: 1:102

10m Bars Spaced 450 mm 
apart. Min. 50mm  
clearance

125 mm Reinforced CIP 
Concrete as per SCD-663

Non-woven Geotextile

150mm Depth Compacted 
Granular Base

EXISTING 
ASPHALT AND 
BASE PER 
SCD-648

COMPACTED SUBGRADE

Sawcut Asphalt as 
Required to Create 
Uniform Edge of Pad

Top of water station pad  to 
be flush with asphalt.

1216

1500Sawcut Asphalt as 
Required to Create 
Uniform Edge of Pad

125 mm Reinforced CIP 
Concrete as per SCD-663

New water line as  per 
Engineer's Drawings.

Center Fountain on Concrete 
Pad. Surface Mount as per 
Manufacturer's Instructions / 
Approved Shop Drawings.

CIP CONCRETE FOUNTAIN PAD
Scale: NTS3

New drain line as  per 
Engineer's Drawings.
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CONTRACTOR TO CONFIRM ALL DIMENSIONS AND REPORT ANY DISCREPANCIES TO CONTRACT ADMINISTRATOR 
PRIOR TO CONSTRUCTION. LOCATION OF UNDERGROUND STRUCTURES AS SHOWN ARE BASED ON THE BEST 
INFORMATION AVAILABLE BUT NO GUARANTEE IS GIVEN THAT ALL EXISTING UTILITIES ARE SHOWN OR THAT THE 
GIVEN LOCATIONS ARE EXACT. CONFIRMATION OF EXISTENCE AND EXACT LOCATION OF ALL SERVICES MUST BE 
OBTAINED FROM THE INDIVIDUAL UTILITIES BEFORE PROCEEDING WITH CONSTRUCTION.
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