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OBTAINED FROM THE INDIVIDUAL UTILITIES BEFORE PROCEEDING WITH CONSTRUCTION.
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402-2023150 Burland Ave.

LAYOUT NOTES
1. ALL WORK TO CONFORM TO CURRENT CITY OF WINNIPEG 
STANDARD CONSTRUCTION SPECIFICATIONS AND DETAILS UNLESS 
OTHERWISE NOTED.
2. DIMENSIONS ARE IN METERS UNLESS OTHERWISE NOTED.
3. DO NOT SCALE DRAWING.
4. DIMENSIONS OF TIMBER EDGING ARE TO OUTSIDE OF EDGING.
5. FINAL PLACEMENT OF SITE FURNITURE TO BE DETERMINED ON 
SITE WITH CONTRACT ADMINISTRATOR
6. TIMBER EDGING IS 2-TIER EXCEPT WHERE OTHERWISE NOTED. 
EDGING SHOWN IN DARK GREY IS EXTENT OF REINFORCED TIMBER 
WALL (4-5 TIER)

*NOTE: Blue arrow indicates ramped entry points onto play equipment as per 
Detail 2 and Detail 3 H.23-D5

*NOTE: Red arrows indicate approximate location for changes in timber 
edging height. Exact locations to be determined on site.
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Scale: 1:202

TIMBER EDGING C/W
CAP AND BASE AS

PER SCD-651A
CL OF BOTTOM TIMBER

STEP DOWN 2-TIER TIMBER
EDGING WHEN EXTERIOR

GRADE DROPS BELOW CL OF
BOTTOM TIMBER

ENSURE SAFETY SURFACE 
IS BELOW TIMBERS WHEN 
THEY STEP DOWN

DROP TO 3-TIER EDGING
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TIMBER EDGING C/W
CAP AND BASE AS

PER SCD-651A
CL OF BOTTOM TIMBER

ADD 3RD TIER OF TIMBER
WHEN EXTERIOR GRADE

DROPS BELOW CL OF
BOTTOM TIMBER


