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DESCRIPTION

DESCRIPTION

DESCRIPTION

DISHWASHER 70° RISE

FIRE EXTINGUISHER

32 GALLON TRASH CAN

ELECTRIC RANGE 208V

FIRE SUPPRESSION SYSTEM

SECURITY MIRROR

OVERHEAD HOOD

FREEZER

WIRED SHELVING

REFRIGERATOR

S/S WORK TABLE

SIS SHELVING

COOLER

HAND WASH SINK & FAUCET

TACKBOARD

FAUCET C/W GOOSE NECK

PAPER TOWEL/WASTE COMBO

CCTV MONITOR

AS-2/ SCALE: 3/4"=10"

EQUIPMENT LIST - EXIST.

DESCRIPTION

SERVERY SHUTTER
3 COMPARTMENT SINK

MICROWAVE
2DOOR SLIDING GLASS COOLER

SOAP DISPENSER
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MILLWORK SPECIFICATIONS

MILLWORK CASEWORK TO BE: 2" TH. PLAM-FACED PLYWOOD W/ HIGH PRESSURE PAPER BASE, DECORATIVE LAMINATE & MATCHING

3MM PVC EDGING, C/W HARDWARE AS PER SPECIFICATIONS.

REFER TON.M.S SECTION 06 02 00 ROUGH CARPENTRY, 06 04 00 ARCHITECTURAL WOODWORK AND 06 05 13 DECORATIVE LAMINATE
FOR STANDARDS OF CONSTRUCTION TO WHICH ALL MILLWORK SHALL ADHERE.

SHOP DRAWINGS TO BE SUBMITTED TO CONTRACT ADMINISTRATOR FOR APPROVAL PRIOR TO CONSTRUCTION.

SITE MEASUREMENTS REQUIRED PRIOR TO CONSTRUCTION.

HARDWARE SPECIFICATIONS

DRAWER SLIDES:

MODEL: 760HBLUM MOVENTO CONCEALED RUNNER, FULL
EXTENSION SLIDE W/ BLUMOTION, DEPTH TO MATCH CABINET SIZE;
INSTALL TYPE: UNDERMOUNT

WEIGHT CAPACITY: 40 kg

DRAWER/ DOOR HANDLES:

MODEL: HAFELE # 116.07.338 ESSENTIALS COLLECTION

SIZE:

4'CTC

FINISH:  MATTE BLACK

CABINET DOOR HINGES:

MODEL: 7183580 BLUM CLIP-TOP BLUMOTION HINGE W/ 110 DEGREE
SWING, C/W 86° OPEN-ANGLE STOP WHERE REQUIRED ADJACENT TO
ANGLED WALL

FINISH: - NICKEL-PLATED FINISH

STAINLESS STEEL BASE CABINET SPECIFICATIONS

16GA S.S. T304#4 TOP - 4" BOXED BACK RISER
18GA S.S. BASE AND INTERMEDIATE SHELVES

VSF COVED BASE (TYP.)

DRAWER/DOOR LOCKS:

HAFELE CYLINDER MODULE
MODEL: 235.08.358

SHELF SUPPORTS: (TO SUIT CABINET)

HAFELE 255 SERIES PILASTER STANDARDS; KNAPE &
VOGT (KV); HEIGHT TO SUIT CABINET SIZE

SIZE: %" X %'
CONSTRUCTION: 23 ga. STEEL
MODEL: 255 ZC
WEIGHT CAPACITY: 500 Ibs / PAIR
FINISH: ZINC

INTERMEDIATE SHELVES TO BE ADJUSTABLE WITH STAINLESS PILASTER STRIPS AND CLIPS

CABINET ENDS AND DIVIDERS TO BE 20GA S.S. T304#4 FINISH
BACK PANEL - 20GA S.S. T304#4

REINFORCING 16GA SATINCOAT C - SECTION, DOUBLE - FACE TAPE TO TOP (3 REQD)
16GA SATINCOAT OR GALVANIZED SUPPORT CHANNELS FOR BASE SHELF

156/8"OD - 16GA S.S. TUBULAR LEGS
S.S. ADJ. BULLET FEET
16GA S.S. T304#4 REMOVABLE S.S. KICK PLATE - FRONT & ENDS

| NOTES:
THESE DRAWINGS SHALL NOT BE SCALED.

THE CONTRACTOR SHALL VISIT THE SITE AND SATISFY ONESELF ALL DIMENSIONS, DATUM,
AND DETAILED INFORMATION SHOWN ARE CORRECT.

THE CONTRACTOR IS TO REVIEW AND COORDINATE ALL ARCHITECTURAL, MECHANICAL,
ELECTRICAL AND STRUCTURAL DRAWINGS FOR ADDITIONAL OPENINGS THROUGH FLOORS,
WALLS, AND CEILINGS FOR DUCT, PIPE & ELECTRICAL RISERS AND ALL OPENINGS NOT SHOWN
ON DRAWINGS.

THE CONTRACTOR IS RESPONSIBLE FOR ENSURING THAT ALL OF HIS SUBTRADES ARE MADE
AWARE OF AND FOLLOW THE BUILDING GUIDELINES FOR CONTSTRUCTION. CONFIRM HOURS
OF OPERATION FOR DEMOLITION/CONSTRUCTION WITH CITY CONTRACT ADMINISTRATOR
PRIOR TO UNDERTAKING WORK AS OUTLINED ON DRAWINGS.

AS THE TENANT WILL CONTINUE TO CONDUCT BUSINESS DURING THE DEMOLITION
[CONSTRUCTION PERIOD, ALL WORK MUST BE COORDINATED WITH CITY CONTRACT
ADMINISTRATOR ANDIOR OFFICE MANAGER. SOME WORK MAY NEED TO BE COMPLETED
OUTSIDE OF THE REGULAR BUSINESS HOURS.

CARE TO BE TAKEN TO KEEP ALL COMMON CORRIDOR AND EXIT AREAS CLEAR OF DEBRIS AND
OBSTRUCTIONS DURING DEMOLITION/CONSTRUCTION.

ALL OPENINGS THROUGH FIRE ASSEMBLIES ARE TO BE FIRE STOPPED AND SEALED WITH ULC
APPROVED FIRE STOPPING TO MAINTAIN THE INTEGRITY OF THE FIRE SEPARATION, AND
PROVIDE A SMOKE-TIGHT BARRIER.

ALL PRODUCTS AND MATERIALS TO BE USED AND INSTALLED SHALL CONFORM WITH
MANUFACTURER'S SPECIFICATIONS & APPLICABLE CODES.

THE CONTRACTOR SHALL BE RESPONSIBLE TO PATCH AND MAKE GOOD ALL EXISTING
CONSTRUCTION AFFECTED BY THE REMOVAL OF ALL ITEMS FORMING THE PART OF THE
RENOVATION WORK.

WHERE NEW FLOORING AND BASE IS TO BE INSTALLED IN EXISTING AREAS (REFER TO FLOOR
PLAN AND ROOM SCHEDULE) THE EXISTING FLOORING SURFACE AND BASE MUST BE
REMOVED, UNLESS OTHERWISE NOTED. ALL FLOOR SURFACES SHALL BE PREPARED IN
ACCORDANCE TO MANUFACTURER'S RECOMMENDATIONS FOR INSTALLATION OF NEW FLOOR.

WHERE PAINTING OF EXISTING WALLS IS INDICATED ON THE ROOM SCHEDULE, THESE WALLS
MUST BE CLEANED OF ANY EXISTING WALL COVERING, PATCHED & PREPARED TO ACCEPT
NEW MATERIAL, UNLESS OTHERWISE NOTED.

CONTRACTOR TO PROVIDE HOARDING WHERE REQ'D TO MAINTAIN HEALTH AND SAFETY. ALL
ACCESS TO EXITS TO BE MAINTAINED THROUGHOUT CONSTRUCTION.

REFUSE TO REMOVED DALLY.

CONTRACTOR TO ATTEMPT TO RECYCLE ALL ITEMS REMOVED IN AN ENVIRONMENTALLY
FRIENDLY MANNER.

ALL NEW LIGHTING FIXTURES & NEW RECEPTACLES TO BE CONNECTED TO APPROPRIATE
PANELS.

GENERAL DUTY RECEPTACLES SHALL BE WHITE & CSA APPROVED, C/W STAINLESS STEEL
TRIM PLATES MOUNTED 18" ABOVE FINISHED FLOOR OR OTHERWISE NOTED.

THERMOSTATS, FIRE ALARM PULL STATIONS & LIGHT SWITCHES SHALL BE MOUNTED 47"
ABOVE FINISHED FLOOR OR OTHERWISE NOTED.

ALL ABANDONED ELECTRICAL FIXTURES, COMPONENTS, RECEPTACLE & DATA WIRING SHALL
BE REMOVED BACK TO SOURCE & TERMINATED AS PER APPLICABLE CODES. IF APPLICABLE,
THIS INCLUDES WIRING CONTAINED IN HEADER DUCTS IN-FLOOR.

DIMENSIONS ARE TO FINISHED FACE UNLESS OTHERWISE NOTED.
STAR (*) PRECEEDING DIMENSION DENOTES CRITICAL DIMENSION MUST BE MET.

WARNING:

ASBESTOS MAYBE PRESENT BEHIND WALLS, CEILING SPACE & FLOORS. IF ASBESTOS AND/OR
ANY HAZARDOUS MATERIAL IS FOUND, STOP WORK IMMEDIATELY & CONTACT CITY OF
WINNIPEG CENTRAL CONTROL AT 204-986-2351.
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