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 DAVID WAGNER ASSOCIATES INC.DO NOT SCALE DRAWING - PLOT MAY NOT BE AT 100%

Location of underground structures as shown are based 
on the best information available but no guarantee is 
given that all existing utilities are shown or that the given 
locations are exact.  Confirmation of existence and exact 
location of all services must be obtained from the 
individual utilities before proceeding with construction.

250mm Granular Base Typ. 
Compacted to 100% Standard 
Proctor Density

Concrete Slab, Light Broom Finish

Concrete Spray Basin Notes:
Max. Aggregate 19mm
Min. 32 MPa @ 28 Days
Exposure Class F1
Entrained Air 6-9%
Epoxy Coated Reinforcing Steel

Subgrade Typ. Compacted to 95% 
Standard Proctor Density

15
0

25
0

15M Epoxy Coated Rebar N/S E/W @ 
300mm O.C., 50mm Clear

Non-Woven Geotextile
As per CW 3130

SPRAY PAD CONCRETE DETAIL
1:10
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150mm Granular Base Typ. 
Compacted to 100% Standard 
Proctor Density

Concrete Slab, Broom Finish

Subgrade Typ. Compacted to 95% 
Standard Proctor Density

10
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15
0

Non-Woven Geotextile
As per CW 3130

100mm THICK CONCRETE PAVING DETAIL
1:10
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75

150mm Reinforced 
Concrete Slab 
Refer to 5/L-0071.5% Min.

12mm Radius on
Concrete Edges

Spray Pad Concrete
To Meet Flush

With Adjacent Grades
Of Concrete or Turf

300

Thickened Concrete Edge 
w/1 - 15M Extra Horizontal

1.5% Min.

10
0

15
0

100mm Concrete Paving
Thicken Edge Where It
Meets the Spray Pad 
 
Epoxy Coated Dowels
600 OC, Min. 50 from Bottom

SPRAY PAD EDGE DETAIL
1:10
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SCALE:

The City of Winnipeg
Planning, Property and Development Department
Planning and Land Use Division
Unit 15 - 30 Fort Street, Winnipeg, MB, R3C 4X5 
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ACCESSIBLE BENCH 
NODE & PICNIC TABLE LAYOUT

SCD-136A

December 20, 2012
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PLAN VIEW OF PICNIC TABLE ON GRAVEL BASE
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ACCESSIBLE PICNIC TABLE 
MUST BE ADJACENT TO AN 
ACCESSIBLE PATHWAY
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SCALE:

The City of Winnipeg
Planning, Property and Development Department
Planning and Land Use Division
Unit 15 - 30 Fort Street, Winnipeg, MB, R3C 4X5 
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TACHE BENCH COMPOSITE
WITH ARMS Surface Mount
 

SCD-121E

August 06, 2020
NTS
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1828

102102

37
2

50 mm SQUARE TUBING

SIDE ELEVATION FRONT ELEVATION

MATERIALS

COMPOSITE SLATS:
-  89mm x 89mm COMPOSITE 
   BOARDS
-  CEDAR TONE FINISH

METAL OPTIONS:

- GALVANIZED - Product # 52501071GLV

914

460

110

460

TOP 
OF 
SEAT

406

25x76x406mm RECTANGULAR 
STEEL TUBE (4.8mm (3/16") wall)

17mm diam HOLES         
51

ARM REST

ARM REST x 2PLAN VIEW

12mm diam x 114mm 
SURFACE MOUNTED 
-CADMIUM PLATED 
CARRIAGE BOLTS C/W 
NYLON NUT & WASHER FOR 
EACH 89 x 89 UNIT (max. 2 
threads showing)

13mm STEEL PLATE

178

Anchor bench to 
concrete 
foundation using 
expansion bolts 
(not included)
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The City of Winnipeg
Planning, Property and Development Department
Planning and Land Use Division
Unit 15 - 30 Fort Street, Winnipeg, MB, R3C 4X5 
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TACHE STYLE WHEELCHAIR
METAL FRAME PICNIC TABLE
 

SCD-122A

May 7/21
N.T.S.
GZ/LL

OPENING AS NOTED 
FOR WHEELCHAIR 
PROVISION/ ONE SIDE ONLY

FRONT VIEW

3.2mm x 51mm X 51mm ANGLE
IRON WELDED TO PIPE LEGS

9.5mm X 51mm SUPPORTS

3.2mm X 51mm X 51mm ANGLE 
IRON WELDED TO LEGS

END VIEW

9.5mm X 38.1mm FLAT
IRON WELDED

38mm X 89mm-140mm BASE (SKID)

31.7mm I.D. PIPE

152R
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38.1
305

3048

305

13mm ROUNDED 
CORNERS (TYP.)

7.9mm x 38.1mm LAG BOLTS
/2 PER LEG

51mm x 85.7mm x 9.5mm 
PL WELDED TO FRAME

3 PCS 4.8mm x 25.4mm x 737mm 
STRAP FASTENED WITH No. 10 x 
38mm R.H. PAN HEAD SCREWS

9.5mm x 51mm SUPPORT

7.9mm x 12.7mm BOLT

3 PCS 4.8mm x 25.4mm x 216mm 
STRAP FASTENED WITH 3 
No. 10 x 38mm R. H. PAN HEAD 
SCREWS under each seat

FRONT VIEW

38mm x 89-140mm

75

75

75

± 500

NOTE:
ALL TABLE TOP AND SEAT BOARDS TO BE FASTENED TO ANGLE IRONS WITH 8mm CARRIAGE BOLTS, 
SECURED WITH WASHER AND NUT.

Parks, Waterways & Community Initiatives Division

REVISION: 4

Notes:
1. MATERIALS
a) WOOD SLATS:
- VERTICAL GRAIN CLEAR SITCA SPRUCE 
OR CLEAR CEDAR
- PAINTED FINISH: CEDAR
b) METAL LEG OPTIONS: GALVANIZED

2. MOUNTING
a) SOD: 1 DUCKBILL ANCHOR
b) GRANULAR/ASPHALT PAVEMENT: 2 
DUCKBILL ANCHORS
c) CONCRETE PAVEMENT: REMOVE TIMBER 
SKID, SURFACE MOUNT W/ 8 WEDGE 
ANCHORS C/W WASHER, MIN. 75 mm DEPTH. 
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The City of Winnipeg
Planning, Property and Development Department
Planning and Land Use Division
Unit 15 - 30 Fort Street, Winnipeg, MB, R3C 4X5 
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TACHE STYLE METAL
FRAME PICNIC TABLE 
 

SCD-122

May 7/21
N.T.S.
GZ/LL

38.1

737

343

12.7 191

45
1

111

216

137 137

42
2

38

14089
25.5

72
4

45

305

38

305

2440

13mm ROUNDED 
CORNERS (TYP.)

7.9mm x 38.1mm LAG BOLTS
/2 PER LEG

51mm x 85.7mm x 9.5mm 
PL WELDED TO FRAME

3 PCS 4.8mm x 25.4mm x 737mm 
STRAP FASTENED WITH No. 10 x 
38mm R.H. PAN HEAD SCREWS

9.5mm x 51mm SUPPORT

7.9mm x 12.7mm BOLT

3 PCS 4.8mm x 25.4mm x 216mm 
STRAP FASTENED WITH 3 
No. 10 x 38mm R. H. PAN HEAD 
SCREWS under each seat

FRONT VIEW

3.2mm x 51mm X 51mm ANGLE
IRON WELDED TO PIPE LEGS

9.5mm X 51mm SUPPORTS

3.2mm X 51mm X 51mm ANGLE 
IRON WELDED TO LEGS

NOTE:
ALL TABLE TOP AND SEAT BOARDS TO BE FASTENED TO ANGLE IRONS WITH 8mm CARRIAGE BOLTS, 
SECURED WITH WASHER AND NUT.

END VIEW

9.5mm X 38.1mm FLAT
IRON WELDED

38mm X 89-140mm BASE (SKID)

31.7mm I.D. PIPE

38mm x 89-140mm

152R

75

75

75

75

Parks, Waterways & Community Initiatives Division

REVISION: 3

Notes:
1. MATERIALS
a) WOOD SLATS:
- VERTICAL GRAIN CLEAR SITCA SPRUCE 
OR CLEAR CEDAR
- PAINTED FINISH: CEDAR
b) METAL LEG OPTIONS: GALVANIZED

2. MOUNTING
a) SOD: 1 DUCKBILL ANCHOR
b) GRANULAR/ASPHALT PAVEMENT: 2 
DUCKBILL ANCHORS
c) CONCRETE PAVEMENT: REMOVE TIMBER 
SKID, SURFACE MOUNT W/ 8 WEDGE 
ANCHORS C/W WASHER, MIN. 75 mm DEPTH. 
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The City of Winnipeg
Planning, Property and Development Department
Planning and Land Use Division
Unit 15 - 30 Fort Street, Winnipeg, MB, R3C 4X5 
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WASTE RECEPTACLE
SIDE OPENING METAL SLAT TYPE 
SURFACE MOUNT

SCD-119A

Jan 14, 2021
N.T.S.
GZ

WIRE BASKET

PLAN
TO TAKE PADLOCK

NOTE FOR GALVANIZED FINISH:

- METAL TO BE HOT DIPPED  
  GALVANIZED.
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METAL SLAT WR
BASE PLATE

51 mm I.D. S.T.D. PIPE

2 x ALLAN SCREWS
3mm x 19mm long (1/2" x 3/4")

13 mm (1/2") ANCHOR HOLE 
TYP.

13 mm (1/2") DRAINAGE HOLE

19

19
6 mm (1/4") THICK GALVANIZED 
BASE PLATE

WR BASE PLATE

ANCHOR WR TO 
CONCRETE PAVEMENT 
W/ EXPANSION BOLTS 
(NOT INCLUDED)

REVISION:          1

METAL SLAT WR:
Galvanized Finish:  Product # 52501064GLV

WIRE BASKET:
Galvanized Finish:  Product # 52501058GLV

DATE:
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SCALE:

The City of Winnipeg
Planning, Property and Development Department
Planning and Land Use Division
Unit 15 - 30 Fort Street, Winnipeg, MB, R3C 4X5 
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DECIDUOUS TREE PLANTING
(TREE WELL)

SCD-516

August 2007
N.T.S.
SP

TREE GUARD:  100mm DIA. x 300mm 
LENGTH WEEPING TILE MATERIAL 
SLICED ON A 45 DEGREE ANGLE AND 
WRAPPED AROUND BASE OF TREE

EXISTING FINISHED GRADE

REMOVE BURLAP, TWINE OR WIRE
BASKET FROM TOP 1/3 OF ROOTBALL

TREE PIT:  2 x DIA. OF ROOT BALL
(MAXIMUM)

TREE SET PLUMB

PIT TO BE DUG
USING HYDRO- 
EXCAVATION

WOOD CHIP MULCH (100mm DEPTH)

METAL 'T'-STAKE ON TWO SIDES 
(WHERE REQUIRED)

TREE RING AND TIES

BERM FORMING WATER DISH USING 
SOIL AROUND THE OUTSIDE EDGE 
OF THE ROOT BALL

HARD SIDES OF TREE WELL

100mm to 150mm TREE WELL FILLED HALF WAY WITH 
WATER, THEN SOAKED COMPLETELY

REVISION:

1.
2m

Chain Link Fence

Decorative Cutouts

4.5m

DECORATIVE FENCE FEATURE CONCEPT
1:10
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* ADD RUBBER SURFACING TO LID (EG., 
ADHERANCE OF A RUBBER MAT, SPRAY ON 
SURFACE, OR OTHER
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