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INTEGRAL CABLE JBA-M6011
JT TBO1
Ll 2 1 1 | M45-1
120 VAC FROM
120 VAC N ‘ ‘ 2 5 M45-N }PNL-E
U PLC-M806
RACK: 0
MODULE: 6
INTEGRAL CABLE CA-M6011 TB06 P1
P1 24 VDC FROM
TBO1 6C, 14 AWG, CIC, 300V I oP C1 [ tB2-FU27
UmA| 6 5 3 M6011-0+ IN CONDUIT, 2C SPARE L MEOT13 | . AW6Or [ AUD6.0+ [ A w20m
AHU-M601 T t
uvDC| 7 O 4 M6011-0- \//\ [ ] M6011-4 0- Al/0.6.0- l ] Al/0.6.0- COMO | control valve Iir:spizcr;ure
‘ N Indication
— 0s
NOTE 1
RACK: 0
MODULE: 8
TBO1 TB08
AQ/0.8.0 (4-20mA)
vymaAl 3 1 5 M6011-0+ \1 ﬂ M6011-5 [ o+ AQ/0.8.0+ ﬂ Al/0.8.0+ 10 TV-M6011.Cm<TZ
AHU-M601 T t
YVDC| 4 O e 6 M6011-0- M6011-6 0- AQ/0.8.0- Al/0.8.0- COMO | control valve :r:g;ei;anure
1 Command
— 0s
GND| 5 NOTE 1

NOTES:

—_

GROUNDED TERMINALS CONNECTED TO ISOLATED GROUND THROUGH DIN RAIL.

2. EXPOSED PARTS OF THE DRAIN WIRES SHOULD BE INSIDE INSERTION JACKETS. DRAIN WIRES FOR
DIFFERENT LOOPS SHOULD NOT TOUCH EACH OTHER WITHIN THE JUNCTION BOX, /O OR MARSHALLING
CABINETS. ALL OF THE SHIELD DRAIN SHALL BE CUT AND TAPED IN THE FIELD NEAR THE INSTRUMENT.

3. VERIFY AND ASSIGN A SPARE CCT NUMBER IN PNL-E ON SITE AND CONSULT WITH CONTRACT
ADMINISTRATOR FOR APPROVAL. UPDATE DRAWING WITH CCT NUMBER.
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